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Abstract
In this work, we investigate the synthesis of wurtzite (Al,Ga,In)N heterostructures by plasma-assisted
molecular beam epitaxy. The layers are grown along the polar [0001] and the non-polar [1100] direction
on SiC(0001) and γ-LiAlO2(100) substrates, respectively. We examine the impact of deposition condi-
tions on the structural, morphological, optical, vibrational and electrical properties of the films.
An introduction is given to the most important properties of wurtzite nitride semiconductors: strain
and electrical polarization fields of a magnitude not found in other III-V semiconductors. Particular
emphasis is paid on [0001] and [1100] oriented layers. In order to correctly account for these phenomena
in the samples under investigation, an efficient model for the dynamical simulation of x-ray diffraction
(XRD) profiles is formulated and presented for wurtzite and zincblende crystals.
The deposition of GaN buffer layers on two substrates, SiC(0001) and γ-LiAlO2(100), is discussed. The
conventional polar [0001] direction is obtained on SiC(0001) substrates. A new degree of freedom for
GaN epitaxy is demonstrated by the growth of GaN along a non-polar direction, namely, [1100] on γ-
LiAlO2(100). An in-situ strategy for the reproducible growth of these GaN buffers is developed based
on reflection high-energy electron diffraction (RHEED). The films are single-phase within the detec-
tion limit of high-resolution XRD and exhibit smooth surface morphologies well suited for subsequent
growth of heterostructures. The structural properties of these samples are shown to be very sensitive to
substrate preparation before growth. Smooth and clean SiC(0001) substrates result in excellent structural
properties of GaN(0001) layers whereas GaN(1100) films still suffer from the inferior morphological and
chemical quality of γ-LiAlO2(100) substrates.
Identically designed GaN/(Al,Ga)N multiple quantum wells (MQWs) are deposited on these two types
of buffer layers. Significant differences in recombination due to the different orientations of the polar
c-axis with respect to the growth direction are detected in photoluminescence (PL). It is demonstrated
that flat-band conditions are established in [1100] oriented wells whereas strong electrostatic fields have
to be taken into account for the [0001] oriented wells. Consequently, the transition energy of the [0001]
oriented wells is red-shifted with respect to the [1100] oriented wells. Furthermore, [0001] oriented
wells exhibit significantly prolonged PL decay times. These results are in quantitative agreement with
theoretical predictions based on self-consistent effective-mass Schro¨dinger-Poisson calculations of the
band profiles and wave functions. Finally, while the emission from [0001] oriented wells is isotropic,
the emission from [1100] oriented wells is strongly polarized (>90%) normal to the [0001] axis in sound
agreement with the different valence band structures of the wells.
The growth of (In,Ga)N/GaN MQWs is studied. Massive In surface segregation (evidenced by RHEED,
XRD, secondary-ion mass-spectrometry and PL) is shown to result in top-hat profiles and is therefore a
zeroth order process instead of a first order process as observed for other materials systems. In segrega-
tion during metal-stable growth results in quantum wells with poor electron-hole wavefunction overlap
since the actual well width is much larger than the intended one. Reduction of In segregation by N-stable
conditions is possible but inevitably delivers rough interfaces. A strategy for obtaining (In,Ga)N/GaN
MQWs with smooth interfaces and high quantum efficiency is devised.
The radiative recombination from (In,Ga)N/GaN MQWs is examined. It is demonstrated that both
compositional fluctuations and electrostatic fields have to be taken into account for a thorough under-
standing of the emission from these structures. The temperature dependence of the radiative decay
time is measured to probe the dimensionality of the system. For a quantitative understanding, a rate-
equation model is utilized for analyzing the data. For low temperatures, recombination is governed by
localized states whereas for high temperatures extended states dominate. This analysis shows that the
localization depth in these structures is below 25 meV.
Zusammenfassung
Thema dieser Arbeit ist die Synthese von hexagonalen (Al,Ga,In)N-Heterostrukturen mittels plasma-
unterstu¨tzter Molekularstrahlepitaxie. Die Proben werden entlang der polaren [0001]-Richtung und der
unpolaren [1100]-Richtung auf SiC(0001)- bzw. γ-LiAlO2(100)-Substraten gewachsen. Der Einfluß der
Wachstumsbedingungen auf die strukturellen, morphologischen, optischen, vibronischen und elektri-
schen Eigenschaften der Proben wird untersucht.
Im Vergleich zu den u¨brigen III-V-Halbleitern zeichnen sich die hexagonalen Nitride besonders durch
die Gro¨ße ihrer Fehlpassungen und elektrischen Polarisationsfelder aus. Eine Einfu¨hrung in diese bei-
den wichtigen Eigenschaften wird gegeben, insbesondere fu¨r [0001]- und [1100]-orientierte Schichten.
Um Verspannungen und elektrische Polarisationsfelder in korrekter Art und Weise zu beru¨cksichtigen,
wird ein effizientes Modell zur dynamischen Simulation von Ro¨ntgenbeugungsprofilen formuliert und
auf hexagonale sowie kubische Kristalle angewandt.
Die Synthese von GaN-Pufferschichten auf SiC(0001)- und γ-LiAlO2(100)-Substraten wird diskutiert.
Das GaN-Wachstum auf SiC(0001) erfolgt entlang der u¨blichen polaren [0001]-Richtung. Ein neuarti-
ger Freiheitsgrad der GaN-Epitaxie wird durch das Wachstum von GaN entlang der unpolaren [1100]-
Richtung aufγ-LiAlO2(100) erreicht. Eine in-situ Strategie zur reproduzierbaren Abscheidung von GaN-
Pufferschichten wird erarbeitet, die auf der Kontrolle der Wachstumsparameter durch Beugung von
hochenergetischen Elektronen beruht. Die Schichten sind einphasig innerhalb der Nachweisgrenze von
Ro¨ntgenbeugung und zeichnen sich durch glatte Oberfla¨chen aus, die fu¨r das weitere Wachstum von
Heterostrukturen gut geeignet sind. Es wird gezeigt, daß die strukturellen Eigenschaften der Puffer-
schichten sehr stark von der Substratpra¨paration abha¨ngen. Ausgezeichnete strukturelle Eigenschaf-
ten werden auf sauberen und glatten SiC(0001)-Substraten erzielt, wogegen GaN(1100)-Filme unter der
schlechteren Oberfla¨chenqualita¨t der γ-LiAlO2(100)-Substrate leiden.
GaN/(Al,Ga)N-Multiquantenwells (MQWs) mit identischer Schichtfolge werden auf den beiden Sor-
ten von GaN-Pufferschichten gewachsen. Wegen der verschiedenen Orientierungen der polaren c-
Achse relativ zur Wachstumsrichtung treten in der Rekombination von Ladungstra¨gern erhebliche Un-
terschiede auf. Es wird gezeigt, daß in [1100]-orientieren Wells Flachbandbedingungen herrschen.
Im Gegensatz dazu existieren starke elektrostatische Felder in [0001]-orientierten Wells. Daher ist die
U¨bergangsenergie von [0001]-orientierten Wells rotverschoben relativ zur U¨bergangsenergie der [1100]-
orientierten Wells. Weiterhin besitzen die [0001]-orientierten Wells sehr viel la¨ngere Zerfallszeiten in
der Photolumineszenz (PL). Beide Ergebnisse sind in quantitativer U¨bereinstimmung mit theoretischen
Vorhersagen, die auf selbstkonsistenten Berechnungen von Bandprofilen und Wellenfunktionen mittels
der Poisson- und Schro¨dingergleichungen in der Effektivmassen-Na¨herung basieren. Die Emission der
[0001]-orientierten Wells ist isotrop, wa¨hrend die Emission der [1100]-orientierten Wells stark (>90%)
senkrecht zur [0001]-Richtung polarisiert ist. Diese Ergebnisse sind in sehr guter U¨bereinstimmung mit
den unterschiedlichen Valenzbandstrukturen der Wells.
Das Wachstum von (In,Ga)N/GaN-MQWs wird untersucht. Massive Oberfla¨chensegregation von In
wird mit Beugung hochenergetischer Elektronen, Sekunda¨rionenmassenspektrometrie, Ro¨ntgenbeu-
gung und PL nachgewiesen. Rechteckige In-Profile belegen einen Segregationsmechanismus nullter
Ordnung und nicht (wie bei anderen Materialsystemen beobachtet) einen erster Ordnung. Diese In-
Segregation wa¨hrend des metallstabilen Wachstums resultiert in MQWs mit geringem U¨berlapp der
Elektronen- und Lochwellenfunktionen, weil die Wells sehr viel dicker als beabsichtigt sind. Eine Ver-
minderung der In-Segregation ist mo¨glich durch N-stabiles Wachstum, fu¨hrt jedoch zu rauhen Grenz-
fla¨chen. Eine Strategie zum Wachstum von MQWs mit glatten Grenzfla¨chen und hohen Quanteneffizi-
enzen wird vorgestellt.
Die strahlende Rekombination von (In,Ga)N/GaN-MQWs wird diskutiert. Es wird gezeigt, daß so-
wohl Zusammensetzungsfluktuationen als auch elektrostatische Felder fu¨r ein eingehendes Versta¨ndnis
der Rekombination beru¨cksichtigt werden mu¨ssen. Die Temperaturabha¨ngigkeit der strahlenden Le-
bensdauer wird gemessen, um die Dimensionalita¨t des Systems aufzukla¨ren. Fu¨r ein quantitatives
Versta¨ndnis wird ein Ratengleichungsmodell zur Analyse der Daten benutzt. Bei niedrigen Tempera-
turen wird die Rekombination von lokalisierten Zusta¨nde gepra¨gt, wohingegen ausgedehnte Zusta¨nde
bei ho¨heren Tenmperaturen dominieren. Diese Analyse zeigt, daß die Lokalisierungstiefe in diesen
Strukturen unterhalb von 25 meV liegt.
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General The 20th century has been coined the age of solid-state-electronics, as the re-
placement of vacuum tubes with transistors had revolutionary impact on the economic
and sociological aspects of our society. At the advent of the 21st century, an analogous
technological transition takes place which is culminating in the age of solid-state pho-
tonics. Modern communication technology has been made possible by optoelectronic
devices, such as light-emitting diodes (LEDs) and laser diodes (LDs). Furthermore,
Edison’s fragile and bulky light bulb is beginning to be replaced by rugged and com-
pact solid state lamps based on light-emitting diodes (LEDs). In fact, initiators of these
two revolutions (Z. Alferov, J. Kilby and H. Kroemer) have been awarded with the
physics Nobel prize 2000.
The first LEDs were demonstrated by General Electric in 1962 and commercialized
in 1968 by Monsanto and Hewlett-Packard. However, throughout the 1970’s and
1980’s, the electrical-to-optical power efficiency of these devices was well below that of
conventional incandescent lamps (12 lm/W). Moreover, only group-III arsenides and
phosphides were utilized as LED materials thus restricting the available colors from
red to green. Therefore, the use of these low brightness LEDs was limited to indoor
indicator applications. During the last decade, however, the technology of LEDs has
improved remarkably in two ways. First, higher conversion efficiencies (more than
100 lm/W for red LEDs) are obtained. Second, the entire visible spectrum is now cov-
ered including green (30 lm/W) and blue (10 lm/W).
These high brightness LEDs have reached the status of illuminators, hence, mak-
ing them (in the case of red LEDs) superior to the most efficient conventional light
sources such as halogen and fluorescent lamps (70 lm/W). The replacement of conven-
tional light sources by LEDs will have vast economic and ecological consequences. At
present, the total value of LEDs shipped worldwide amounts to $2 billion, one quarter
being high brightness LEDs. [1] The replacement of all traffic lights by LEDs would
save around 2.5 billion kWh annually in the USA. [2] White LEDs, as used for lighting
applications, are realized either by combining red, green and blue LEDs or by employ-
ing a blue/ultraviolet (UV) LED which excites a phosphor to achieve the white color
impression. Short-wavelength LDs pave the way to additional important applications,
namely data storage and color printing/copying. Data storage densities and printer
resolutions scale inversely with the square of the LD wavelength. Many other potential
applications for short wavelength devices can be envisaged, such as, e.g., solar-blind
photo-detectors, x-ray detectors or accousto-optical modulators.
Prime candidates for all of these short wavelength applications are the group-III ni-
trides (Al,Ga,In)N whose band gap can be continuously tuned from the ultraviolet
(6.1 eV for AlN) to the red (1.8 eV for InN). Moreover, their excellent thermal, mechan-
ical and chemical stabilities make them ideal even for applications in hostile environ-
ments.
In the following, a brief history of the group-III nitrides is given. GaN was synthesized
for the first time by Johnson et al. [3] in 1932 by passing ammonia over hot Ga. This
method produced small GaN needles and platelets. The other nitride semiconductors,
AlN and InN, were fabricated in 1928 by Tiede et al. [4] and in 1938 by Juza et al. [5],
respectively. The first epitaxial growth of GaN was achieved in 1969 by Maruska and
6
Tietjen [6] by a chloride vapor transport technique to obtain large-area layers of GaN
on sapphire. Pankove et al. [7] realized the first electroluminescence from GaN. They
employed an Zn doped n-type GaN metal-insulator-semiconductor diode that could
emit either blue, green, yellow or red light depending on the Zn doping level. How-
ever, the efficiency of these devices was very low. The fabrication of actual pn-junctions
was impeded by the fact that GaN was always highly n-type, even when not deliber-
ately doped. The first p-type doped GaN was reported by Akasaki et al. [8] in 1988 and
Amano et al. [9] in 1989 after electron beam treatment of Mg doped GaN. Further devel-
opment of the nitrides is unthinkable without Shuji Nakamura from Nichia Chemicals
(Japan) leading to the commercialization of ultraviolet, blue and green high-brightness
LEDs [10] in 1993 and finally blue/ultraviolet continuous-wave injection LDs [10] in
1996. It should be noted here that the lifetime of these laser (more than 10,000 h) well
exceeds that (below 400 h) of blue-green lasers based on II-VI compounds.
Group-III nitrides are usually grown by two different techniques, either metal-organic
chemical vapor deposition (MOCVD) or molecular beam epitaxy (MBE). For a long
time, MOCVD delivered crystals having a better overall quality. The inferior quality
of MBE grown material mainly originated from technological issues. In particular,
nitrogen sources for MBE were very inefficient and of rather low purity. At the time
of starting this PhD project (March 1998), group-III nitrides grown by MBE exhibited
very rough interfaces and surfaces, high dislocation densities as well as poor optical
and electrical data.
However, in the last two years, MBE has become a competitive technique for elec-
tronic device applications of nitrides. In fact, the best mobilities of GaN/(Al,Ga)N
two-dimensional electron gases were reported for MBE grown samples. [11] In con-
trast, the field of nitride optoelectronics is still controlled by MOCVD.
Despite the successful realization of high brightness LEDs and injection LDs, there is
still a lack of knowledge about many fundamental properties of nitrides. Generally, the
impact of growth conditions of (Al,Ga,In)N on the materials properties is still under
debate. (In,Ga)N/GaN multiple quantum wells (MQWs) are used in LEDs and LDs,
but only little insight into the actual structural properties of these MQWs, in particular
their interfaces, has been gained yet. Moreover, the optical properties of these struc-
tures are still controversially discussed in terms of compositional fluctuations and/or
strong electrostatic fields.
The foundation for the tailored growth and the understanding of properties of thin
layers is the study of their fundamental growth processes. Investigations of the im-
pact of growth temperature and surface stoichiometry on epilayer deposition are the
strength of MBE due to its in-situ tools, such as reflection high energy electron diffrac-
tion (RHEED). This technique has become extremely valuable for the understanding
of growth mechanisms of thin films.
MBE of nitrides can be divided into two approaches, reactive MBE (RMBE) and
plasma-assisted MBE (PAMBE), depending on the nitrogen precursor. In RMBE, am-
monia is catalytically cracked on the sample surface to deliver active nitrogen, whereas
in PAMBE the chemically inert nitrogen molecule is activated by a plasma discharge.
Hence, the amount of active nitrogen is coupled to the deposition temperature in
RMBE analogously to the case of MOCVD. In contrast, the amount of active nitrogen
is independent of deposition temperature in the case of PAMBE, thus allowing rather
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flexible growth parameters. PAMBE enables low-temperature growth while maintain-
ing an arbitrarily high nitrogen flux as required, e.g., for (In,Ga)N/GaN MQWs.
Aim of this work The above mentioned variety of issues already outlines the objec-
tives of the present work. The overall objective is to investigate the individual steps
required for the growth of a blue/UV LED by PAMBE. These steps range from the
choice of a suitable substrate, over the synthesis of GaN layers to the deposition of
(In,Ga)N/GaN and GaN/(Al,Ga)N MQWs. The quality of the samples is desired to
be high and reproducibly so. In addition to these goals related to crystal growth, it is
aimed to gain insight into the structure-property relationship of (Al,Ga,In)N.
This thesis is organized as follows. Starting point in Chapter 2 is the understanding
of the most important properties of wurtzite nitrides semiconductors: strains and elec-
trical polarization fields of a magnitude not found in other III-V semiconductors. In
order to correctly account for these phenomena, an accurate structural characteriza-
tion (e.g. composition, strain state and structural integrity) of all samples is manda-
tory. Therefore, in Chapter 3, an efficient model for the dynamical simulation of x-ray
diffraction (XRD) profiles is developed. In Chapter 4, the deposition of GaN buffer
layers on two substrates, SiC(0001) and γ-LiAlO2(100), is discussed. Compared to the
ubiquitous sapphire substrate, these alternative substrates offer—in principle—a vari-
ety of promising advantages such as a smaller lattice mismatch to GaN(0001), a high
thermal and electrical conductivity [(SiC(0001)] and selectivity in wet-chemical etching
[γ-LiAlO2(100)]. At the beginning of this work, both substrates were very rarely used
and their preparation and handling was still in its infancy. Development and optimiza-
tion of substrate preparation is necessary for the reproducible growth of high quality
structures.
The most interesting discovery in Chapter 4 is the formation of the non-polar M-plane
GaN(1100) on γ-LiAlO2(100) substrates in contrast to the polar C-plane GaN(0001) ori-
entation obtained on SiC(0001) and Al2O3(0001). Based on this finding, the following
investigations were motivated. In Chapter 5, a direct comparison of the properties of
C-plane and M-plane GaN epilayers grown under optimized conditions is presented.
The results demonstrate the impact of crystal orientation of the GaN films on their
morphological, structural, optical and vibrational properties. The by far most inter-
esting difference between these two orientations manifests itself in thin films such as
MQWs. The conventional C-plane oriented MQWs exhibit strong electrostatic fields
since the polar c-axis of GaN is parallel to the growth direction. These fields lead to a
quantum-confined Stark-effect and a substantial reduction in room temperature quan-
tum efficiency. In contrast, M-plane oriented MQWs are free of these fields because the
c-axis of GaN is normal to the growth direction. Furthermore, an in-plane anisotropy
of the spontaneous emission from M-plane oriented MQWs is found. Chapter 6 cov-
ers growth, structural and optical characterization of GaN/(Al,Ga)N MQWs which
are ideally suited model systems for studying recombination properties of group-III
nitride MQWs due to their high structural perfection. The photoluminescence (PL)
results are in excellent agreement with the theoretical predictions.
Chapter 7 treats the synthesis of (In,Ga)N/GaN MQWs which are required for LEDs
emitting in the visible spectral range. Growth of (In,Ga)N/GaN MQWs is impeded by
In surface segregation as well as spinodal and thermal decomposition. Compared to
MOCVD and RMBE, very low growth temperatures can be used in PAMBE to explore
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deposition of these MQWs far away from thermodynamic equilibrium. Understand-
ing the In surface segregation turns out to be crucial for the realization of high quality
(In,Ga)N/GaN MQWs. This segregation manifests itself in RHEED, XRD, secondary-
ion-mass-spectrometry (SIMS) and photoluminescence (PL). Finally, the radiative re-
combination from (In,Ga)N/GaN MQW is studied in Chapter 8. It is shown that both
compositional fluctuations and electrostatic fields have to be taken into account for a
thorough understanding of the emission from these structures.
A large variety of characterization techniques is employed in this thesis. Experimental
details are not presented in a separate Chapter but are given at the relevant part of the
text.
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2 Strain and electrical polarization fields in wurtzite ni-
tride semiconductors
This Chapter gives an introduction to two of the most important properties of wurtzite
nitride semiconductors: strains and polarization fields of a magnitude not found in
other III-V semiconductors. First, the consequences of strains on the structural, optical
and vibrational properties are presented. Then, the impact of the huge spontaneous
and piezoelectric polarization fields on radiative recombination from quantum wells
is outlined. Each subject is discussed for an arbitrary crystal orientation as well as for
the special cases of C-plane [0001] and M-plane [1100] oriented quantum wells.
2.1 Strain and stress
Group-III nitrides constitute a materials systems with individual lattice mismatches of
several percent. A proper treatment of strains and stresses is therefore required in order
to correctly describe all phenomena involving strain, e.g., piezoelectric polarization. In
this section, the concept of strain and stress is outlined and applied to the two growth
directions employed in this thesis, namely, [0001] and [1100].
Unit cell geometry The equilibrium structure of the group-III nitrides is wurtzite. The
hexagonal unit cell (Fig. 2.1) is defined by the edge length a of the basal hexagon, the
height c of the hexagonal prism, and an internal parameter u defined as the anion-
cation bond length along the [0001] axis in units of c. Here, we will restrict ourselves
to the elastic properties of this unit cell type. The primitive translational vectors a1, a2
and a3 are readily expressed in terms of the unstrained lattice constants ar and cr by







eˆy, a3 = creˆz (2.1)
with the set of orthonormal basis vectors (eˆx, eˆy, eˆz) in a Cartesian frame of reference.
The vector a3 is parallel to the c-axis and normal to the basal plane which is defined by












Figure 2.1: Geometry of the unstrained unit cell of nitride semiconductors with the primitive translation
vectors ai and the set (eˆx, eˆy, eˆx) of Cartesian unit vectors. ar and cr denote the unstrained lattice
constants. The light and dark shaded areas correspond to the M-plane and the C-plane, respectively.
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Strain tensor The strain tensor is used to describe changes of the unit cell geometry due
to distortion. In the case of strain, the lengths and/or the directions of the primitive
translational vectors are modified. These modified vectors are then expressed using






z in a linear superposition of eˆx, eˆy
and eˆz. For a general strain, we obtain
e
0
x = (1 +xx) eˆx + xy eˆy + xz eˆz
e
0
y = yx eˆx + (1 +yy) eˆy + yz eˆz
e
0
z = zx eˆx + zy eˆy + (1 +zz) eˆz
(2.2)
with the strain tensor elements i j. The strain tensor may be separated in a symmet-
ric and an asymmetric part. The former contains normal and shear strains while the
latter expresses any rotation of the unit cell. [12] For a given sample, one can mea-
sure all components of the distortion tensor by a thorough analyis of x-ray diffraction
scans. [13] For the samples under investigation in this work, it has been shown by x-ray
diffraction that rotations of the unit cells are, if any, negligible. The distortion tensor
is thus symmetric and from hereon called strain tensor. This tensor consists of normal
strain components xx, yy and zz as well as shear strain components xy, xz and yz.
Stress tensor The stress tensor expresses the pressure which is applied to the crystal. In
the present case, the stress tensor is symmetric since the strain tensor is also symmetric.
There are normal stresses xx, yy and zz as well as shear stresses xy, xz and yz.
The stress and strain tensors are related via the elastic properties of the crystal in the
generalization of Hooke’s law for systems having more than one degree of freedom.
In general, this generalization reads i j = Ci jklkl (Einstein sum convention) with the
elements Ci jkl of the stress-strain tensor. However, in our case both the stress and the
strain tensor are symmetric such that we can simplify this relation. Both the stress
and the strain tensors are written as (pseudo-)vectors with 6 elements (Voigt scheme
[14]). Consequently, the stress-strain tensor Ci j is of (pseudo-)second-rank instead of
the original fourth-rank form Ci jkl. Furthermore, we take into account the symmetry
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In the following, we will apply this expression to epitaxial layers grown along the
[0001] or [1100] direction. In both orientations, shear stresses and shear strains are
absent since the angles between the primitive translational vectors [Eq. (2.1)] are con-
served by stress along one of the unit vectors eˆx, eˆy or eˆz. A useful boundary condition
is the fact that epitaxial films do not experience stress along the growth direction as
they are free to expand or contract along this direction. This fact allows us to derive
expressions for the strain along the growth direction as a function of the strains within
the growth plane.
Strain for growth along [0001] In this orientation, the growth plane corresponds to the
xy-plane and deposition takes place along the z direction. The treatment of this ori-
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entation is simplified by the fact that the in-plane strain is always isotropic for growth
on SiC(0001) as performed in this thesis. Consider an epitaxial layer with unstrained
lattice constants ar and cr which is grown on a [0001] oriented, lattice mismatched sub-
strate with lattice constants as and cs. Depending on the relaxation of the in-plane
lattice mismatch (ar   as)=as, the deposited epilayer has the lattice constants a and
c. Hence, the films is under biaxial strain characterized by an isotropic in-plane com-
ponent 
k
= (a   ar)=ar = xx = yy within the growth plane and an out-of-plane
component 
?
= (c  cr)=cr = zz along the growth direction (an analogous notation
is used for the stress tensor elements).


















Since the film is free of stress along the growth direction (
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which describes Poisson’s effect. An epilayer under compressive in-plane strain will





are related by the Young modulus





. Note that this equation is equivalent to Hooke’s law within the growth
plane.
Strain for growth along [1100] In this orientation, the growth plane corresponds to
the xz-plane, growth takes place along the y direction. The in-plane strain of a lattice
mismatched grown epilayer is, in general, not isotropic (xx 6= zz) in contrast to the
[0001] growth direction. Nevertheless, one can readily derive a relation for the out-of-






which is the analogue of Eq. (2.5) of the [0001] orientation.
Choice of materials constants The use of the concept of strain and stress critically
relies on the choice of materials parameters. Consequently, great care is used in this
work to use the most recent and most reliable data for the unstrained lattice constants
and elastic constants (Tab. 3.1). To be as consistent as possible in this thesis, also the
optical and vibrational deformation potentials in the next section are taken from the
same reference as the elastic constants. [15]
2.2 Optical and vibrational deformation potentials
In this section, we will discuss the consequences of strain on the band gap energy and
phonon energies of epitaxial layers. In the course of this thesis, these relations are often
used, e.g., in order to support strains determined by x-ray diffraction.
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Hydrostatic and uniaxial strain For both the optical and the vibrational properties, it is
generally useful to express the strain state of the unit cell in terms of a hydrostatic strain
h and an uniaxial strain u along the c-axis which conserves the unit cell volume. The
latter requirement is—to first order—fulfilled if the sum of the normal strains is zero.
























with the parameter . This equation can be solved using the boundary conditions




















while the corresponding expressions for M-plane are
h =
(C11   C12)xx + (C11   C13)zz
3C11
, u =
(C11 + 2C12)xx + (C13   C11)zz
3C11
(2.10)
Optical properties A compression of the unit cell will, at least in case of all III-V semi-
conductors, result in a blue-shift of intrinsic optical transitions whereas an expansion
leads to a red-shift in emission and absorption. In the quasicubic approximation, [15]
the transition energy associated with the free A exciton ( 1c    6v) of wurtzite nitrides
is shifted according to







with the deformation potentials ag and d5. This expression is valid for small strains
and is then exact for [0001] oriented samples but only an approximation in the case of
[1100] oriented films. The numerical values of the deformation potentials used in this
thesis are listed in Tab. 2.1.
Vibrational properties The E2 phonon mode is generally used to examine the strain
state of GaN by Raman measurements. A linear superposition of hydrostatic and uni-
axial components is also assumed to be valid for the frequency shift !E2 of the E2
phonon. Hence, we find
!E2 = 3!γh +u (2.12)





InN -2.8 - 3.8
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where ! is the E2 phonon wave number and  a constant. γ=∂ ln!=∂ ln V is the
Gru¨neisen parameter which relates relative changes in phonon frequencies to relative
changes of the unit cell volume.
Once again, the value of !E2 substantially depends on the correct choice of mate-
rials constants. We use the same ab-initio calculations [15] as before to extract the
Gru¨neisen parameter of γ=1.8 for GaN. The E2 mode of unstrained GaN has a fre-
quency of !=566.2 cm 1 [16]. The constant =5692 cm 1 is deduced by comparison
Eq. (2.12) to recent experimental results. [16]
2.3 Electrical polarization
A sizable red-shift of the ground-level transitions of wurtzite nitride semiconduc-
tor quantum wells has been observed by various groups [17–20] for increasing well
width. This phenomenon is sometimes accompanied by the concomitant reduction of
the oscillator strength and by the increase of the decay time of the transition. All to-
gether, these effects point towards the existence of strong built-in electrostatic fields in
wurtzite nitride semiconductors, which causes a substantial quantum-confined Stark
effect (QCSE). The underlying phenomenon is the presence of huge electrical polariza-
tion fields in wurtzite nitride semiconductors: The spontaneous polarizations are of
the same order of magnitude as those of ferroelectrics. The magnitude of the piezo-
electric constants exceeds that of other III-V semiconductors by more than one order of
magnitude.
GaN unit cell symmetries The presence of electrical polarization is strongly con-
nected to the unit cell symmetry of a crystal. Nitride semiconductors exist in both
the zincblende and wurtzite modifications which are closely related to each other.
Ball-and-stick models of these two structures are given in Fig. 2.2. In both cases, each
group-III atom is tetrahedrally coordinated to four nitrogen atoms. The main differ-
ence between these two structures is the stacking sequence of close packed diatomic
planes. These stacking sequences are ABABAB along the wurtzite f0001g directions
and ABCABC along the zincblende f111g directions. This difference in stacking se-
quence results in distinct space group symmetries: P63mc for wurtzite and F43m for
zincblende.
In the absence of external electric fields, the total macroscopic polarization P of a solid
is the sum of the spontaneous polarization of the equilibrium structure and of the
strain-induced, piezoelectric polarization.
Spontaneousy polarization The zincblende compound semiconductors such as, e.g.,
GaAs or GaN have four symmetry equivalent polar h111i axes whose contributions
cancel each other in equilibrium. Hence, these materials are free of electrical polariza-
tion at equilibrium. In contrast, the wurtzite phase has a singular polar axis, namely,
the [0001] axis. Thus, the wurtzite phase carries spontaneous electrical polarization
along [0001] even at equilibrium.
Piezoelectric polarization In practice, semiconductor layers are often grown under
There also exists the high-pressure rocksalt modification.
ySometimes the term ’pyroelectric polarization’ is used as the magnitude of the spontaneous polar-







Figure 2.2: Ball-and-stick models of crystals with zincblende (a) and wurtzite (b) structure. Note the
tetrahedral coordination in both cases.
strain due to the lattice mismatch to the underlying layer. Such deformations of the
unit cell can lead to additional piezoelectric polarization. The presence of this kind
of polarization is again closely related to the unit cell symmetry, namely, the lack of
inversion symmetry. The contributions of the four polar axes of zincblende structures
cancel each other for growth along a h001i direction. However, growth along one of
the polar axes lifts the symmetry and the crystal exhibits piezoelectric polarization. In
contrast, the wurtzite structure with its unique polar [0001] axis always carry piezo-
electric polarization for any growth direction.
In the following, we discuss nitride semiconductors in this wurtzite structure. The total
electric polarization P is the sum of spontaneous polarization PSP and piezoelectric
polarization PPZ.
In general, the unit cell can be under arbitrary strain. The piezoelectric polarization is
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with the elements ei j of the piezoelectric tensor, the uniaxial strain componentsxx,yy,
zz and the shear strains xy,xz,yz.
For growth along [0001], it is expected that shear strain is absent. As already mentioned
in section 2.1, this assumption has been verified by x-ray diffraction for the samples
under investigation. Additionally, the in-plane strain is isotropic (xx = yy). With the
usual conventions 
k
= xx and 
?
= zz we arrive at
PPZ,[0001] = e33?+ 2e31k (2.14)
with the piezoelectric constants e33 and e31 and the elastic constants C13 and C33.
Hence, the piezoelectric polarization is along [0001].
For growth along [1100], we can also simplify Eq. (2.13). Again, no shear strain is
present in the growth plane, hence, both xz and yz vanish. The total piezoelectric
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Table 2.2: Spontaneous polarization and piezoelectric constants (both in units of C m 2) of wurtzite
group-III nitride semiconductors. [25]
PSP e33 e31
AlN  0.081 1.46  0.60
GaN  0.029 0.73  0.49
InN  0.032 0.97  0.57
polarization is parallel to [0001] and has the magnitude
PPZ,[1100] = e31(xx +yy) + e33zz (2.15)
Polarization constants Materials constants of group-III nitrides are generally deter-
mined in ab-initio density-functional theory (DFT) calculations in the framework of the
local-density approximation (LDA). The data obtained have been shown to be in ex-
cellent agreement with experimental values (see, e.g., [15]). In the case of spontaneous
and piezoelectric polarization constants, it is important to note that these materials
constants critically rely on structural data such as, e.g., the lattice constant ratio c=a
and the anion-cation bond length uc along the [0001] axis. Ideally, the wurtzite struc-
ture has c=a=5/3 and u=3/8 but the actual values [22, 23] found for GaN, AlN and
InN significantly deviate from these ideal values. Very recently, is it was demonstrated
by Bechstedt et al. [24] that even small uncertainties in the structural parameters sub-
stantially modify the calculated polarization constants. This statement is particularly
important for InN as the lattice constants of this material are subject to a large uncer-
tainty due to lack of reliable experimental data.
In this thesis, the polarization constants determined by Bernadini et al. [25] are used
(Tab. 2.2). These parameters are obtained by DFT-LDA using the Berry phase ap-
proach to the polarization of solids. For several years, these data constituted the only
available values apart from the very recent work of Bechstedt et al. [24] who obtained
significantly different absolute parameters in their approach. However, the strength
of electrostatic fields in thin layers only depends on the differences in electrical po-
larization between well and barrier material as shown below. In fact, for the struc-
turally well-known GaN/(Al,Ga)N system the two sets of data result in electrostatic
fields of very comparable magnitude. In contrast, the predicted electrostatic fields in
the (In,Ga)N/GaN system scatter, most probably due to the lack of reliable structural
data. From the data of Bernadini et al. [25] (Tab. 2.2) one can calculate the total polar-
ization P of (Al,Ga,In)N layers. After having clarified the origin (unit cell symmetry),
the direction (parallel to [0001] for C-plane and M-plane MQWs) and the magnitude
of electrical polarization [Eq. (2.14), (2.15)] we now turn to the consequences of these
fields. In the following, we will show that polarization changes normal to interfaces
induce internal electrostatic fields which can be as strong as several MV/cm.
2.4 Internal electrostatic fields due to electrical polarization
In this section, the consequences of electrical polarization on [0001] and [1100] oriented



















































Figure 2.3: Effect of electrical polarization on a (3 nm GaN)/(3 nm AlN) MQW with 3 periods grown
coherently on a GaN(0001) buffer. The changes in total polarization of the individual layers lead to
interface charges (a) which result in strong internal electrostatic fields (b). Note the red-shift of the
transition energy with respect to flat-bands conditions (Quantum-confined Stark-effect) and the spatial
separation of electron (e) and hole (h) wavefunction (c).
electrostatic fields normal to the wells whereas the latter are free of these fields.
[0001] oriented quantum wells: Electrostatic fields In this orientation the growth di-
rection is parallel to the total polarization vector. Any discontinuity P in the polar-
ization component results in a sheet charge density P at the corresponding interface
or surface. [26] For example, consider a GaN/AlN superlattice with thicknesses tGaN
and tAlN grown coherently on a GaN(0001) buffer layer (Fig. 2.3). The total polar-
ization of unstrained GaN and coherently strained AlN differs, resulting in charges
with alternating sign which are built up at the interfaces and the surface [Fig. 2.3(a)].
These interface charges result in internal electrostatic fields EGaN and EAlN within the
layers [Fig. 2.3(b)]. One may calculate these fields in an analytic expression. [27] Al-
though this approach is widely used, it is strictly valid only in certain circumstances
since it neglects free carrier screening and the finite number of periods. Screening, for
example, limits the total potential drop across the structure to the band gap energy.
Hence, a self-consistent approach is required. In this work, a freeware programz is
used to simultaneously solve the Poisson and Schro¨dinger equations in the effective
mass approximation. Polarization charges are introduced by 1 A˚ thin doping spikes
with volume doping levels of n3D = P=(e A˚) with the elementary charge e. The n-
type background doping level is set to 1017 cm 3. The results of these calculations
are crosschecked by other methods. Excellent agreement is found with band profiles
obtained by a well-established device simulations program (’Tosca’) and various ex-
amples reported in the literature. The obtained wavefunction are also verified by a
independent numerical solution of the Schro¨dinger equation for each of the calculated
band profiles.
In Fig. 2.3(c) the result of such a calculation is shown. The electric field in the wells is as
large as 7 MV/cm. The different quantum wells have different fields due to finite num-
ber of periods. This phenomenon results in different transition energies. The strong in-
ternal electrostatic fields within the layers lead to a localization of the electron and hole
wavefunctions at either side of the quantum well [Fig. 2.3(c)]. This separation of car-
riers has two important consequences. First, the interband transition energy at 300 K
zG. Snider, 1D Poisson/Schro¨dinger: A band diagram calculator, http://www.nd.edu/gsnider/
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is red-shifted from 3.58 eV (flat-band conditions including quantum confinement) to
2.79 eV [quantum-confined Stark-effect (QCSE)]. Second, the spatial separation leads
to a decrease in wavefunction overlap and thus to a reduction in transition probabil-
ity. Consequently, the radiative decay time is prolonged due to the reduced oscillator
strength for recombination. This reduced transition probability can be measured via
prolonged radiative decay times in photoluminescence. The QCSE and the spatial sep-
aration of wavefunctions are more pronounced as the well thickness increases.
[1100] oriented quantum wells: Flat-band conditions For growth on the non–polar
[28] M-plane the growth direction is normal to the direction of the total polarization.
Thus, there is no change in the polarization component along the growth direction.
Hence, no interface charges are built up. Moreover, vertical electrostatic fields induced
by electrical polarization do not exist in M-plane oriented MQWs. Flat-band conditions
are achieved in this crystal orientation.
This finding has two important consequences which are in contrast to the C-plane
wells. First, the emission energy from quantum wells is solely determined by quantum
confinement. Second, the electron and hole wavefunctions are not spatially separated,
hence, their overlap is close to unity.
From the discussion in this Chapter, it is obvious that a reliable and accurate determi-
nation of composition and strain state of samples under study is vital for the correct cal-
culation of polarization fields in wurtzite nitride MQWs. Therefore, the next Chapter
treats the resolute determination of these structural parameters by x-ray diffraction.
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3 Dynamical x-ray diffraction for accurate determination
of strain state and composition of highly-mismatched
group-III nitrides
This Chapter deals with x-ray diffraction for the accurate determination of structural
parameters of the nitride semiconductor films grown in this work. First, the usual
kinematical analysis of x-ray diffraction profiles is discussed in terms of its potential
and its limits. Second, the generally employed scans in reciprocal space and real space
are discussed. Third, a model for the dynamical simulation of x-ray diffraction profiles
is formulated and presented for wurtzite and zincblende crystals. This model is in
excellent agreement with existing dynamical models but much easier to implement
and computationally very efficient. Fourth, the validity of the model is demonstrated
by various experimental examples.
3.1 Accurate kinematical analysis of x-ray diffraction profiles
Need for a reliable determination of structural parameters The value of an exact
structural characterization of epitaxially grown films cannot, in general, be exagger-
ated. For example, the electrostatic fields introduced in the last Chapter are extremely
sensitive to the interplay of composition, strain state and layer thickness. [19,20,29,30]
Another example is the unusually large band gap bowing calculated and observed,
particularly for (In,Ga)N. [31–34] However, the available experimental data on both
electrostatic fields and band gap bowing are neither in agreement with each other nor
with theory. This fact is at least partly the consequence of an insufficient or incorrect
structural characterization of the samples under investigation.
Generally, a solution to the following problem is required. Consider an epilayer which
is grown on a substrate with (known) interplanar spacings cs and as perpendicular
and parallel to the crystal surface, respectively. Then, one faces the task to determine
as accurately as possible the composition and the strain state of the epilayer.
A very sensitive structural characterization method is x-ray diffraction. This technique
is widely employed for the structural investigation of epitaxial layers and multilayer
systems. In an x-ray diffraction experiment, a monochromatic and collimated x-ray
beam of wavelength  is focussed on the sample surface under an angle!with respect
to the sample surface. The diffracted intensity is detected under an angle of 2 with
respect to the incident beam [see also Fig. 3.2(a)].
A rather common approach to perform the above mentioned task is the kinematical
analysis of x-ray diffraction profiles. In a kinematical analysis, the peak positions of
the x-ray reflectivity as a function of ! are used for determining the lattice constants
ce and ae of the film.
Failure of conventional first-order kinematical analysis Very commonly, a linear re-
lation between lattice mismatch and angular separation is employed for evaluation of
x-ray diffraction profiles. In this widely used and closed analytical form [35], the lat-
tice mismatches a=as = (ae   as)=as [c=cs = (ce   cs)=cs] parallel (normal) to the
sample surface are linear combinations of the measured angular separations !I,II of
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The angles I,IIs and
I,II
s denote the Bragg angle and angle between crystal surface and
lattice plane of the substrate for reflection I,II, respectively.
These expressions are almost exclusively used for the investigations of systems with
low mismatch such as, e.g., arsenides. [36] However, Eq. (3.1) are first-order approxi-
mations in ! and only valid for values of ! below 0.2Æ. In the case of the highly
mismatched group-III nitrides, the error in c and a of this approximation can be
as high as 50% preventing a reliable structural investigation. Therefore, great care is
required for a correct evaluation of x-ray diffraction profiles.
Parameters for the exact kinematical analysis Several researchers have recognized the
restriction of Eq. (3.1) to small values of ! and developed second-order approxima-
tions. [37,38] Here, we will use an alternative approach which yields exact expressions
for the lattice mismatch. This approach is based on the use of absolute angles instead
of angular separations.
Consider a set of parallel lattice planes which are defined by a spacing d and a vector
h normal to the planes. Both d and h are obtained from the lattice constants and the
Miller indices. The Bragg angles n of this set of planes is related then to d via the
Bragg condition
n = 2d sinn n = 1, 2, 3, . . . (3.4)
with the x-ray wavelength . The lattice plane inclination denotes the angle between






where h denotes the length of h.
Diffraction geometries From these expressions, one readily calculates the kinematical
angles of incidence at which a specific crystal plane diffracts. Our model as presented
in this Chapter supposes the usually employed coplanar geometry where both the in-
cident and the diffracted beams are in the plane defined by linear combinations of h
and nˆ (Fig. 3.1). In the case of symmetric reflections, is equal to zero and the angle of
incidence! equals the Bragg angle  of the lattice plane. However, for asymmetric re-
flections is non-zero, hence, the angle of incidence! is either + (steep incidence)
or   (glancing incidence). Reflections are only accessible if both  are between
0Æ and 180Æ.
Exact kinematical analysis The usually employed expressions [Eq. (3.1)] to obtain lat-



















Figure 3.1: Different coplanar geometries used in x-ray diffraction experiments: (a) symmetric, (b)
asymmetric with glancing incidence and (c) asymmetric with steep incidence.  and  denote Bragg
angles and lattice inclination angles, respectively. ko (kh) corresponds to the incident (diffracted) beam.
case of large mismatches (a few percent) as present in nitride semiconductors. A di-
rect and exact kinematical analysis of x-ray diffraction profiles of highly mismatched
systems is still possible but requires at least three scans (one symmetric and two asym-
metric ones). This procedure will, if correctly done, return correct values [39, 40] for
the epilayer composition and strain state. Generally, an exact kinematical analysis is
composed of two steps.
First, the lattice constants of the individual layers are calculated from the measured
absolute reflections angles of substrate and corresponding layer. The lattice constant
c parallel to the growth direction is directly obtained from the symmetric scan via the
Bragg condition [Eq. (3.4)]. In contrast, the asymmetric diffraction angle depends on
both c and the lattice constant a within the growth plane. The ratio c=a can be deter-
mined via  which is measured by the combination of two asymmetric scans of the
same lattice plane, the first with glancing incidence and the second with steep inci-
dence. [41]
Second, the obtained set (a,c) is converted into a set of strain state and composition
via boundary conditions imposed by the elastic constants which relate elastic strains
parallel and normal to the sample surface.
3.2 From the kinematical to the dynamical analysis
Existing dynamical simulations A kinematical analysis does not give any clue as to the
perfection of the structure, as intensities and linewidths cannot be calculated. An indi-
rect analysis via simulation of profiles with the strain components as input parameters
would thus be preferable. In particular, a dynamical analysis enables one to correctly
account for extinction and thus reflection intensities. Existing dynamical diffraction
models for multilayer structures, however, break down for strains on the order of one
percent, [12, 42] with the noticeable exceptions of the models of Zaus [42] and of De
Caro et al. [12] The former model is a significant improvement over those commonly
used, but is conceptually questionable. Attempts to describe extremely asymmetric re-
flections close to total reflection by dynamical corrections as those forwarded by Zaus
are necessarily futile. The Takagi-Taupin formulation is based on the quadratic dis-
persion relation and therefore not applicable to this situation. The latter model of De
Caro et al. is generally valid but difficult to implement, poses significant numerical
problems and is computationally very intensive. Furthermore, this model takes into
account only one Bragg reflection. For example, a simulation around the symmetric
GaN(0002) reflection ignores contributions of other reflections such as, e.g., GaN(0004).
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Validity of present model Here, we present a simple and computationally fast, yet ac-
curate model for the dynamical x-ray diffraction analysis of highly mismatched materi-
als systems in the coplanar geometry. We focus on zincblende and hexagonal systems,
such as GaN-based heterostructures. Our model features exact calculations of the pa-
rameters critical for dynamical x-ray simulations (incidence parameter, Bragg angle
 and lattice plane inclination ). The model presented here thus surpasses any of its
predecessors which utilized second-order approximations for these values. [37, 38]
Our approach is based on the standard Takagi-Taupin equations which take into ac-
count the transmitted and the diffracted beams. Therefore, our model is not valid for
diffraction close to total internal or external reflection, [12, 43] or for situations involv-
ing more than one Bragg reflection. [44] However, both restrictions are only of interest
for rather exceptional experiments. In practice (see section 3.5), the contributions of to-
tal reflections and/or other Bragg reflections cannot be detected as they are well below
the background level imposed by the experimental set-up.
The model presented in this thesis has been tested extensively and it was found that
the results are virtually identical to those of De Caro et al. [12] except for cases close
to total reflection. The validity of our model is demonstrated by experimental exam-
ples of simple GaAs/AlAs and GaN/AlN/SiC heterostructures. In the next Chapters
of this thesis, this model is applied to various samples such as GaN/(Al,Ga)N and
(In,Ga)N/GaN heterostructures. Therefore, the results of this Chapter guarantee a re-
liable structural characterization in the following chapters of this thesis.
3.3 Scans in reciprocal and real space
There exist several different types of scans in the coplanar geometry. Unfortunately,
these various types of measurements are often confused and wrong or misleading
statements are given. Therefore, different types of scans which are carried out in this
thesis are discussed in this section.
The reciprocal space for heteroepitaxially grown samples Consider a heteroepitaxi-
ally grown zincblende epilayer on a zincblende substrate such as, e.g., (In,Ga)As grown
on GaAs(001). The origin (000), the symmetric (004) reflection and the asymmetric
(224) reflection are part of the reciprocal space of this system [Fig. 3.2(a)].
For both reflections, the substrate spots have a circular shape and minimum broad-
ening as the substrate corresponds to an (ideally) perfect crystal. The coordinates of
these reflections are well-known from the lattice constants of the bulk substrate mate-
rial. These substrate coordinates serve as reference for the subsequent determination of
the epilayer coordinates in reciprocal space. The epilayer spots are elliptically shaped
due to the orientational spread (mosaicity) of the crystal caused by imperfections such
as dislocations. It is important to note in this context that the symmetric orientational
spread only contains the tilt components of a Burgers vector. In contrast, the asymmet-
ric orientational spread depends on both the tilt and the twist component of a Burgers
vector. In C-plane oriented wurtzite nitrides, dislocation lines are parallel to the c-axis
such that the tilt solely depends on the density of screw dislocations whereas the twist



























Figure 3.2: (a) Schematic of x-ray diffraction geometries in reciprocal space as well as reciprocal and real
space for (b) -2, (c)! and (d) x-ray rocking curve scans. RSM in (a) denotes a reciprocal space map.
qx and qz denote the directions in reciprocal space parallel and normal to the surface, respectively. Note
in (a) that for each reflection both the spot separation and size are grossly exaggerated for clarity.
depends on the density of edge dislocations. [45]
All symmetric diffraction spots lie along the [001] axis, hence, the spot position is a
direct measure of the lattice constant c parallel to the growth direction. In contrast,
the asymmetric diffraction spot positions also depend on the lattice constant a within
the growth plane. Both ae and ce of the epilayer are functions of the strain state and
composition. Therefore, the exact polar angle of the epilayer spot—in contrast to the
substrate spot—is a priori not known. However, for a detailed structural investigation,
information on both a and c is required. In the following, it will be outlined how the
coordinates of the epilayer spot are accurately determined.
-2 and ! scans First, we discuss the two different scan types carried out with an
analyzer crystal in front of the detector. The analyzer crystal minimizes the angular
acceptance of the detector to a few arcsec [see also Fig. 3.2(b)], and thus a high spatial
resolution in reciprocal space is achieved. In the -2 scan [Fig. 3.2(b)], the detector
angle is changed with twice the speed of the sample angle!. A-2 scan corresponds
to a radial scan in reciprocal space. In contrast, the detector angle  is fixed in the
! scan [Fig. 3.2(c)] but the sample angle ! is changed. Hence, the reflectivity as a
function of polar angle at fixed distance to the origin in reciprocal space is measured.
Both scan types are indicated in Fig. 3.2 for the symmetric and the asymmetric epilayer
diffraction spots.
The symmetric -2 scan always crosses both the epilayer and the substrate diffraction
spots resulting in an accurately determined lattice constant ce of the epilayer. The
peaks are not broadened by the mosaicity of the crystal. Information on this symmetric
orientational spread (tilt) is gained from symmetric! scans.
A single asymmetric -2 scan is pointless. A radial scan can only cross either the
substrate or the epilayer spot which have different polar angles. If the qx coordinate of
the spots of interest is identical and known, e.g., for coherently grown structures, then
a vertical scan in reciprocal space crossing asymmetric spots is possible via!-2 scans.
In this case, the ratio != of sample and detector amounts to 1=(1 + kbk) where
b is called the asymmetry factor (see next Section). In most practical circumstances,
however, the qx coordinates of the epilayer spots are unknown. These positions can be
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gained from a reciprocal space map (RSM). Such a map [Fig. 3.2(a)] requires a series
of radial -2 scans with continuously changed polar angle and is therefore very time
consuming (several days). The asymmetric orientational spread (tilt and twist) can—in
principle—be measured in an asymmetric! scan.
X-ray rocking curves An attractive alternative is the x-ray rocking curve (XRC) which
represents a combination of both the -2 and the! scan. In the XRC [Fig. 3.2(d)], the
angular acceptance of the detector angle is maximized (usually around 10Æ). Therefore,
the measured reflectivity does not correspond to a single point in reciprocal space but
the integrated intensity along a circular segment [Fig. 3.2(a)] of the Ewald sphere. The
XRC is performed such that the circular segment crosses all relevant diffraction spots
with continuously changing incidence angle !. Due to the large size of this circular
segment it usually does not matter if the detector is moved analogously to the -2
scan [Fig. 3.2(d)] or fixed.
The symmetric XRC exhibits the same peak positions as the symmetric -2 scan but
the peaks are broadened by the orientational spread (tilt) allowing for a quick check of
the structural perfection. However, if this spread is too large then the individual peaks
cannot be clearly resolved and one has to resort to high-resolution -2 scans.
The full advantage of the XRC is evidenced for asymmetric scans. The series of circular
segments covers both the substrate and the epilayer peaks in a single scan such that
both the peak positions and also the asymmetric orientational spread (tilt and twist)
are determined. Hence, only a single scan with substantially reduced measurement
time is required in contrast to the series of scans for a reciprocal space map. In this
thesis, all asymmetric scans are therefore performed as XRCs.
3.4 Formulation of the model
The following model accurately describes dynamical x-ray rocking curves of perfect
crystals with atomically abrupt interfaces. Particularly, this model is ideally suited for
the simulation of symmetric -2 scans which are not sensitive to broadening due to
mosaicity.
Let us first pursue the parameters of crucial importance, namely, the incidence param-
eter and the direction cosines γi. These parameters are given by [46]
 =






where ko,h are the wavevectors of the incident and diffracted beams, h is the reciprocal
lattice vector of the specific reflection, and nˆ is the unit surface vector.
Most x-ray simulation programs (even some of those commercially available) [44] rely



























are first-order approximations for the changes  of Bragg angle (s) and  of the
lattice plane inclination (s) where the subscript s denotes the substrate. In the case of a
symmetric reflection, s = 0, leading to the well-known (and incorrect) linear relation
c=cs= ! cots.y The correct expression which follows directly from Bragg’s law
is c=cs = (sine   sins)= sins with the epilayer peak positions e. Note that the
commonly used linear expressions [36] relating the angular separation  between
the mth and m 1st order of superlattice reflections (or interference fringes) with the
period of the superlattice (the thickness of the cap layer) are first-order approximations
as well.
In the following, we will use the exact expression for the incidence parameters and the
direction cosines. In contrast to the commonly used trigonometric approach, [37,38,42]
we choose a vectorial formalism since it introduces the crystal symmetry in a natural
and flexible way, and makes generalization to arbitrary lattice distortions (leading, in
the worst case, to unit cells with triclinic symmetry) straightforward.
Structural definitions The reciprocal lattice vectors are given by
h = hb1 + kb2 + lb3 (3.10)
where (hkl) are the Miller indices of the specific reflection, and the reciprocal basis is





Now, we define the real space lattice vectors of zincblende and hexagonal unit cells
under possible biaxial strain within the growth plane. The zincblende structure is de-


















































For biaxial strain, the lattice constants a and c of a layer with unstrained lattice con-










yThis expression readily follows from the differential form of Bragg’s law: 0 = d sin+ d cos.












Figure 3.3: Diffraction geometry showing the incident beam ko, the diffracted beam kh, the reciprocal
lattice vector h and the surface normal nˆ. Note the coplanar geometry as all these vectors have the same
azimuth  within the growth plane.
where the parallel strain 
k
is uniquely determined by the degree of relaxation R on a
substrate (or buffer layer) with in-plane lattice constant as
a = as + R (ar   as) . (3.15)
R ranges continuously from R=0 (coherent growth) to R=1 (fully relaxed layer). Finally,
the perpendicular strain
?






with = C12=C11 for the zincblende and = C13=C33 for the wurtzite structure, where
the Ci j are the respective elastic constants. Both lattice constants and elastic constants
are linearly interpolated for ternary alloys if information on a deviation from Vegard’s
law is not available.
Incident and diffracted beams In our simulation, we assume coplanar geometry, i.e.,
the incident and diffracted beams have the same azimuth  within the sample sur-
face as the reciprocal lattice vector h (Fig. 3.3). The wavevectors for the incident and











where o,h is the x-ray wavelength in vacuum and in the medium, respectively, and
o = !+s  s, h = !+s +s, (3.18)
with the scan angle ! corrected for refraction, [44] and the Bragg angles and lattice












where the subscript s denotes, as before, the substrate. hs and k are the lengths of the
reciprocal substrate plane lattice vector and the wavevectors, respectively.
Equations (3.6), (3.10)–(3.19) contain the approximate models published previously [37,
38] as can be easily derived by a Taylor expansion of corresponding order. The crucial
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advantage of our expressions is their applicability to materials with arbitrarily large
lattice mismatch.
Recursive Takagi-Taupin algorithm We implement the above expressions into the re-
cursive solution of the Takagi-Taupin equation for the dynamical simulation of diffrac-
tion profiles. The x-ray reflection amplitude of the n-th layer of a multilayer structure



































































Here,  = reo=VC with the classical electron radius re and the unit cell volume VC =
a2c for the zincblende and VC =
p
3a2c=2 for the wurtzite structure, b = γo=γh is the
asymmetry factor, the F
h,h are the structure factors of the corresponding reflection, t is
the thickness of the layer, and γBo and γBh are the direction cosines at the exact Bragg
condition of the respective layer.
To obtain the x-ray reflection amplitude for a multilayer structure, we start with the
first layer (n = 1) at the bottom (i. e., the substrate) and X0 = 0. We then add layer
upon layer until we reach the topmost layer. All parameters in the above equations are
to be understood to apply to the respective layer in the recursion process, although the
index n has been skipped for simplicity. The x-ray reflectivity is finally given by the



















3.5 Application to arsenide and nitride samples
Material parameters The practical use of the above stated model stands or falls by
proper choice of materials parameters. For example, correct lattice constants but wrong
elastic constants inevitably lead to inconsistencies and/or faulty compositions esti-
mated. Hence, there is the need for parameters of highest possible precision.
A literature search has been performed in order to ensure that only the most reliable
materials parameters (Tab. 3.1) are utilized. Whenever possible, data obtained by Bril-
louin scattering [49] and/or Bond measurements [50] are employed as these techniques
are among the most accurate characterization tools for determination of structural and
elastic properties.
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Table 3.1: Material constants for the simulation of x-ray diffraction profiles. Note that  corresponds to
C13=C33 for nitrides and C12=C11 for arsenides. If no information on a deviation from Vegard’s law is
available then all materials parameters are linearly interpolated for alloys.
6H-SiC GaN AlN InN GaAs AlAs
ar (nm) 0.30806 0.31876 0.3112 0.3548 0.565359 0.566164
cr (nm) 1.51170 0.51846 0.4982 0.5760 0.565359 0.566164
 — 0.2551 0.3038 0.47 0.453 0.478
F
0
40.49 0.67i 73.01 1.56i 40.37 0.52i 110.85 10.53i 247.14+7.13i 181.13+5.00i
F
004
— — — — 143.29+6.6i 105.85+4.79i
F
224
— — — — 120.98+6.37i 91.68+4.68i
F
117
— — — — 43.16 31.71 45.80 12.70i
F
002
19.77 0.61i 46.79 1.48i 19.20 0.45i 79.29 10.15i — —
F
105
 5.51 0.37i  20.92 1.08i  7.62 0.78i  38.51 7.23i — —
F
114
6.67+0.43i 20.88+1.22i 5.25+0.29i 41.01+8.43i — —
The lattice parameters and elastic constants used in the present work for (Al,Ga)As
largely rely on measurements of similar structures grown at the Paul-Drude-Institute.
These values agree within the error margin of those determined by a combination [41]
of Brillouin scattering and Bond measurements. This work represents, to the best of our
knowledge, the most resolute and reliable attempts to accurately determine the actual
composition of (Al,Ga)As taking into account any possible deviation from Vegard’s
law.
The lattice constants of 6H-SiC(0001) substrate wafers used in this work are taken from
a recent report [51] on wafers from the same supplier (Cree Inc.) in order to provide
a reliable reference for determination of the absolute diffraction angles of nitride sam-
ples. The most reliable measurement of the GaN lattice constants has been reported
by Porowski [52] for GaN epilayers grown by molecular-beam epitaxy on perfectly lat-
tice matched GaN bulk crystals. Data with equivalent precision for AlN and InN are,
unfortunately, not available so that values from a recently published review [53] are
used.
The elastic constants of nitride semiconductors used in this work originate from ab-
initio calculations of Kim et al. [15] which have been demonstrated to be in excellent
agreement with very recent, diligent experiments. [54]
All structure factors for both arsenides and nitrides were determinedz utilizing the
most recent atomic scattering factors.
Computational realization of the model The above algorithm was readily imple-
mented in two different environments. A C++ implementation processes about 100,000
points/s on an ATHLONTM 750 whereas a MATLAB R version processes around 50,000
points/s. The 10501 point simulation depicted in Fig. 6.3(a) for a structure with a to-
tal of 43 layers took 2.5 s in the C++ version. Compared to the sophisticated theory of
De Caro et al. [12], the presented model is easier to implement, computationally more
efficient and returns virtually identical results except for situations involving specular
reflection.
Experimental All samples studied here are grown by molecular beam epitaxy. De-
zemploying the method described by S. Stepanov at http://sergey.bio.aps.anl.gov/x0h.html
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Figure 3.4: Experimental (squares) and simulated (solid line) rocking curves across (a) the symmetric
(004) and the asymmetric (224) and (b) the asymmetric (117) reflection, respectively, for a heterostructure
consisting of 229 nm AlAs on GaAs(001) and capped with 276 nm GaAs. The thin line in (b) displays the
simulation based on the conventional first-order approximation. The deviation from the experiment is
obvious, particularly in the inset. Note that for the (117) reflection, the broadening amounts to 80 arcsec.
Since our instrumental setting is nondispersive, this broadening is due to crystal imperfections.
tails on the growth conditions for the nitride heterostructures can be found in the
next Chapters of this thesis. Both symmetric and asymmetric x-ray rocking curves
are recorded with a double-crystal diffractometer equipped with an asymmetricly cut
Bartels-type Ge(022) monochromator with the detector wide open and staying at the
Bragg angle of the substrate. All asymmetric reflections are measured in coplanar ge-
ometry with glancing incidence. symmetric -2 scans are taken with a Bede D3 triple-
axis diffractometer equipped with a Bartels-type Ge(022) monochromator and a Si(111)
analyzer. Both systems utilize Cu K1 radiation, and their instrumental broadening,
accounted for in the simulations by convolution with a Lorentzian, amounts to 20 and
11 arcsec, respectively, unless otherwise mentioned. Our model is fit to the experimen-
tal data by a Levenberg-Marquardt routine. If several profiles were recorded, the data
are fit simultaneously with identical parameters.
GaAs/AlAs/GaAs example Figure 3.4 shows the symmetric (004) and asymmetric
(224) and (117) rocking curves of a structure consisting of a 229 nm thick AlAs layer
overgrown by 276 nm GaAs, on GaAs(001). This sample serves as a model structure in
order to test the ability of our approach to accurately describe the diffraction patterns
of an essentially ideal crystal. Additionally, the results demonstrate that the conven-
tional first-order approximation fails already in the closely matched materials system
GaAs/AlAs, if appropriate reflections sensitive to strain are selected. In fact, despite
the low strain in the present structure, the conventional first-order approximation is
unable to exactly reproduce the angular position of the AlAs reflection, particularly so
for the (117) reflection [Fig. 3.4 (b)]. Any attempt to fit this profile with the first-order
approximation thus would lead to the use of incorrect lattice constants and/or elastic
constants. Even then, however, it proves to be impossible to fit all profiles consistently
with one set of lattice constants and elastic constants. In contrast, our model exactly
reproduces all experimental profiles with our choice for the parameter (Tab. 3.1).
AlN/GaN/SiC example In Fig. 3.5, we show the rocking curves of a structure consist-
ing of a 250 nm thick AlN layer on a 900 nm thick GaN layer, on 6H-SiC(0001). Despite
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Figure 3.5: Experimental (squares) and simulated (solid line) rocking curves across the (a) symmetric
(0002) and (b) the asymmetric (1015) and (1124) reflections for a heterostructure consisting of 900 nm
GaN on 6H-SiC(0001), capped with 250 nm AlN. The dashed lines display the simulations based on
the conventional first-order approximation. In the inset, the rocking curve in the vicinity of the (0002)
reflection is shown together with the simulations based on the current model (solid line) as well as on
first-order (dotted) and second-order (dashed) approximations.
the significant broadening of the reflections due to mosaicity induced by a dislocation
density on the order of 109 cm 2, the peak positions are still sufficiently well-defined
for a quantitative determination of the strain state of GaN-based layers. The broaden-
ing may, in fact, be actually seen as an advantage: rocking curves can be acquired very
rapidly and are thus ideally suited for the routine assessment of the layers’ structural
properties. A direct kinematical analysis of the three profiles with Eq. (3.6), however,
proves to be not as accurate as desired. Since we have more equations than unknowns,
the problem is overdetermined, and a simultaneous solution may not exist due the
inherent imprecision in determining the exact angles of the reflections. Independent
solutions, on the other hand, will generally yield values for the strain components
which differ from each other. In contrast, by approaching the problem indirectly and
simulating the profiles with our model, we easily achieve a unique solution. The theo-
retical profiles shown in Fig. 3.5 are all calculated with the same parameter set, namely,
a residual tensile strain in the GaN layer of 0.05%, and a degree of relaxation of 0.9 for
the AlN layer.
Failure of approximations for nitride examples We stress that, because of the large
mismatch between the constituents and the correspondingly large angular range, these
profiles by far exceed the validity of both first- and second-order approximations,
which are consequently unable to reproduce these profiles with reasonable values for
the lattice strains. Particularly, neither first- nor second-order approximations are able
to reproduce these profiles with the same parameter set, in contrast to our model. If
we rely on the symmetric reflection alone, the first-order approximation would return a
far too high tensile strain within the GaN layer, while the second-order approximation
would even indicate a compressive strain state.
To give an idea about the maximum error one is likely to encounter when using the
first-order approximation: if we were to analyze a fully strained InN film (which is, of
course, a most unlikely proposition) by the first-order approximation, and we would
rely solely on the symmetric (0002) reflection, the result would suggest that the layer is
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partly relaxed with a relaxation degree of 0.5. If we would deal with an (In,Ga)N alloy
of comparable strain, the In content would be underestimated by as much as a factor
of two if assuming that the layer is fully strained.
Summary Concluding, we believe our model to be an efficient means for accurately
determining strain-state and composition of highly mismatched materials systems. In
comparison to a direct kinematical analysis, a unique solution is obtained more rapidly,
and it additionally allows the determination of the layers’ thicknesses and the interfa-
cial quality.
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4 Development and optimization of GaN heteroepitaxy
on SiC(0001) and γ-LiAlO2(100)
In this Chapter, we discuss the synthesis of GaN(0001) and GaN(1100) layers on
SiC(0001) and γ-LiAlO2(100) substrates, respectively. These layers serve as buffer for
subsequent growth of heterostructures. Hence the simultaneous accomplishment of
a high morphological and structural quality of the GaN layer is required in order to
realize heterostructures with smooth interfaces and low dislocation densities, respec-
tively. Additionally, the carrier concentration of these buffer layers has to be controlled
over a wide range for fulfilling the electrical demands of device structures, such as
light-emitting diodes (high n-type conductivity) or heterojunction field-effect transis-
tors (semi-insulating buffer layer).
This Chapter is organized as follows. First, a description of the molecular-beam epi-
taxy (MBE) system used for growth is given. Second, the two substrates utilized here,
SiC(0001) and γ-LiAlO2(100) are discussed. Third, the individual steps for the repro-
ducible growth of GaN layers complying with the above mentioned quality criteria are
presented.
4.1 MBE system and substrate mounting
All samples are grown by plasma-assisted molecular beam epitaxy (PAMBE) in a com-
mercial three chamber system (modified RIBER-32) which was previously used for
arsenides and antimonides. The growth chamber is equipped with a water-cooled
radio-frequency N2 plasma discharge cell (EPI) to supply active nitrogen and conven-
tional effusion cells for the group-III elements Ga, Al and In and the dopants Si and
Mg. All cells are provided with mechanical shutters to abruptly switch on and off
the individual beams. The fluxes of the effusion cells depend on the cell temperatures
which are measured by thermocouples and controlled via feedback-loops which ad-
just the heating of the source elements. In the case of the plasma cell, the flux of active
nitrogen is adjusted by the flow of N2 into the cell and the excitation power. The fluxes
of the effusion cells are very stable over a long time, but there is a loss in efficiency of
the plasma source.y For a new cell, typical growth rates of 1 m/h are achieved with
a power of 200 W and a flow of 0.1 sccmz. However, the efficiency dropped by more
than two thirds after growth of about 100 samples. Subsequently, the source parame-
ter values had to be continuously increased to 450 W and 0.5 sccm in order to obtain a
growth rate of about 0.5 m/h.
The base pressure of the growth chamber is below 10 10 Torr and maintained by ion-
getter and Ti-sublimation pumps. During growth, the chamber is cryo-pumped and
has a pressure around 3 10 5 Torr for typical N2 flows of 0.2 sccm. The growth front
During the first two months of this project, an As cell was installed in the Mg cell port in order to
determine the individual fluxes of the Ga, Al, In and Si cells.
yThe most likely reason for this deterioration in efficiency seems to be blocking of aperture holes of
the source. In fact, cleaning of the aperture restored the efficiency to the as-received value.
z1 sccm is equivalent to a flow rate of 1 cm3 at room temperature and atmospheric pressure per
minute
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is monitored in-situ by RHEED using a 20 kV electron gun under a glancing incidence
angle of 1–2Æ. The diffraction pattern is recorded using a CCD camera.
The two substrate materials, SiC(0001) and γ-LiAlO2(100), are transparent in the in-
frared emission range of the filaments utilized for sample heating. Thin absorbing
metal layers which are evaporated onto the substrate backside are destroyed during
the cleaning procedure of SiC before mounting (see below). It was therefore decided
to mount the substrates with In on a Si wafer which is in turn mounted In-free on a
Mo sample holder. This adhesive mounting is only stable if evaporation of In between
substrate and Si wafer is minimized during the growth at around 700ÆC. Such a min-
imization is achieved by use of extremely thin In films which results in very reliable
thermal contacts stable over the entire growth run which may take up to 10 hours.
After loading, the sample is thoroughly outgassed at around 400ÆC for two hours and
transferred into the growth chamber. A thermocouple controls the sample holder tem-
perature which, however, does not represent the actual temperature on the sample
surface. The thermocouple temperature is therefore calibrated by the oxide desorption
temperature of GaAs (580ÆC). All substrate temperatures given here thus correspond
to the actual temperatures on the substrate surface.
4.2 Choice of SiC(0001) and γ-LiAlO2(100) substrates
The aim of this work is to assess the individual steps for the growth of light-emitting
devices such as light-emitting diodes (LEDs) or laser diodes (LDs). The first step is
the choice of a suitable substrate. Table 4.1 compiles properties of various substrates
currently used for group-III nitride epitaxy along the c-axis. [52, 55] For selecting the
optimum substrate, several issues have to be considered which may be divided into
growth related and device related ones.
For growth, it is generally accepted that lower lattice and thermal mismatches,
smoother and cleaner surfaces as well as higher chemical and thermal stabilities result
in lower defect densities. However, it is a priori not possible to predict if one substrate
is better suited than another one from such numerical values, as epitaxial growth is
influenced by a large number of parameters and effects. The ideal substrate for growth
will be selected on the basis of experimental results and, of course, the price.
For device operation, it is easier to judge which substrate is best suited. A good choice
will in general depend on the individual demands of the device. In the case of high-
power applications, like LDs or FETs, the substrate acts as a heat sink. Thus, the ther-
mal conductivity should be as high as possible. Furthermore, the best mirrors for LDs
are usually obtained by cleavage such that at least one cleavage plane of substrate and
epilayer should coincide. Finally, the price per device depends also on the number of
required processing steps.
At the beginning of this work, it was decided to grow all GaN(0001) layers on SiC(0001)
substrates. In the following it is outlined in detail why each of the other substrates was
excluded.
GaN(0001) Outstanding structural, optical and electrical properties of GaN epilay-
ers are published for homoepitaxial growth on bulk GaN substrates. [56] However,
these substrates are not commercially available as—even after intense efforts—only
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Table 4.1: Properties of substrates commonly used for GaN(0001) epitaxy. a, f , and  denote the effec-
tive in-plane lattice constant, the in-plane lattice mismatch, the in-plane thermal expansion coefficient
and the thermal conductivity, respectively. The values in brackets for sapphire are obtained by a ro-
tation of 30Æ around the GaN[0001] axis. SI-SiC(0001) stands for semi-insulating SiC(0001). The price
corresponds to a 2-inch wafer.
Substrate a (A˚) f (%)  (10 6K 1) (W cm 1 K 1) Price ($)
GaN(0001) 3.1876 0 5.59 1.3 —
Al2O3(0001) 4.758 (2.747) +49 ( 13.8) 7.5 0.4 150
Si(111) 3.8396 +20.4 3.59 1.5 20
SiC(0001) 3.0806  3.4 3.2 4.9 1000
SI-SiC(0001) 3.0806  3.4 3.2 4.9 2000
tiny platelets (1 cm2 area with a thickness well below 1 mm) have been obtained [52].
Possible alternatives are very thick (several hundred micrometers) free-standing GaN
epilayers grown by hydride vapor-phase epitaxy (HVPE) on a conventional substrate
like sapphire which is removed either by mechanical polishing or laser ablation. These
free-standing layers are also not commercially available and exhibit high dislocation
densities around 1010 cm 2. The latter can be reduced to about 106 cm 2 by epitax-
ial lateral overgrowth (ELOG) on partially masked GaN epilayers [57] as practiced by
Nichia for their commercially available continuous-wave LD. [58] However, the ben-
efit of low dislocation densities comes at the expense of additional processing steps
culminating in prices of around $2,000 for a single Nichia LD.
Si(111) The use of Si(111) with its extremely low price and excellent wafer quality is
tempting but impeded by large defect densities originating from the large lattice mis-
match to GaN, the high reactivity of Si with active nitrogen which may result in the
formation of amorphous SixNy during nucleation [59] and antiphase domain bound-
aries formed within the GaN epilayer due to single atomic steps on the Si(111) surface.
Al2O3(0001) Historically, sapphire is the substrate used for nitride epitaxy as it is inex-
pensive, chemically resistive and has a mature wafer preparation technology leading
to smooth and clean surfaces. Excellent material quality meeting the requirements of
even high brightness LEDs [60] is reported for layers grown on this substrate. This fact
is very surprising considering the large lattice mismatch of +49% (reduced to  14%
by in-plane rotation of 30Æ around the c-axis of GaN) and difference in thermal expan-
sions coefficients to the basal plane of GaN. However, there are several drawbacks of
sapphire. It is an electrical insulator such that mesa-etching is necessary for contact-
ing. This processing step increases the required size and thus the real substrate costs
per device are comparable to SiC(0001). Additionally, the poor thermal conductivity of
sapphire seriously impedes its use for high power devices.
SiC(0001) Due to the excellent materials properties of GaN grown on SiC(0001) this
material is a very promising substrate for growth. [61, 62] Furthermore, its cleavage
planes coincide with those of GaN(0001). It is the best thermal conductor and can
be made either electrically conducting or insulating. In the past, SiC(0001) was often
abandoned because of inferior substrate quality due to poor polishing. However, the
recent progress in H2 etching of this surface (section 4.4) resulted in a morphological
quality comparable to Si(111) or Al2O3(0001). The only drawback is the relatively high
price of SiC which is, however, dropping at present due to increasing demand. At
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present, SiC(0001) is thus the best choice for LEDs as well as LDs and this material is
now used by several companies such as, e.g., Cree, Fujitsu or Osram.
It seems as if sapphire or SiC are the ultimate choices for LEDs as these devices are
already commercially available on these substrates (Cree and Osram on SiC, Nichia on
sapphire). However, light generation in these nitride devices is handicapped by the
presence of strong electrostatic fields (several MV/cm) within the active region due to
huge electrical polarization fields parallel to the [0001] growth direction. There are two
ways to evade these malevolent polarization fields. First, use of the zincblende phase
or, second, growth of the wurtzite phase normal to the polar c-axis. However, even after
intensive efforts [63] the growth of zincblende nitrides is still in its infancy displaying
poor crystal quality and rough surfaces. Thus, the only option is to grow the wurtzite
phase normal to the c-axis.
Wurtzite GaN has been grown so far only in the C-plane (0001) orientation despite at-
tempts on various planes of sapphire like the A-plane (1120) or the R-plane (1102). In
both cases, C-plane GaN(0001) and mixtures of different orientations of the zincblende
and the wurtzite phase with extremely rough surfaces are found. [64–66] Additionally,
the large densities of dislocations resulted in mosaicities up to 1Æ. The formation of
GaN(0001) on these planes is due to the fact that GaN(0001) is the preferred orienta-
tion in the case of poor epitaxial matchx as evidenced by the formation of GaN(0001)
on amorphous silica glass. Thus, for a (new) growth direction off the GaN c-axis a
(new) substrate with very low mismatch to that specific plane of GaN is mandatory.
Other planes of SiC are no option as the different stacking sequences of the SiC sub-
strate (6H or 4H) and the GaN epilayer (2H) will inevitably lead to antiphase domains
boundaries. Also, the costs are too high (around $1,500 per one-inch wafer) for LED
mass production. Furthermore, the H2 etching which is successfully employed for the
C-plane of SiC cannot be applied to other surface orientations of SiC. In H2 etching,
the C-plane possesses the energetically most favorable orientation. Consequently, any
attempt to polish other planes would utterly fail.
γ-LiAlO2(100) At the beginning of this project, it was planned to employ γ-
LiAlO2(100) as an alternative substrate for GaN(0001) for investigating a device con-
cept that was originally demonstrated for arsenides: the external quantum efficiency
is substantially increased by enhancement of the escape probability of photons. [67]
In this concept, first the substrate is removed to obtain a free-standing epitaxial struc-
ture. γ-LiAlO2 can be selectively etched with respect to GaN, in contrast to sapphire or
SiC. The free-standing film is then bonded onto an integrated reflector. Hence, photons
which are generated in the active region are not lost via absorption by the substrate.
Furthermore, this processing step enables the production of on-chip LEDs. In a second
step, the GaN surface may be textured by dry chemical etching [68] to reduce total
internal reflection at the GaN/air interface.
In the course of the present work, it is discovered that γ-LiAlO2(100) allows the fab-
rication of GaN(1100). For the first time, growth off the ubiquitous GaN(0001) has
been achieved. This unique finding is of extreme interest both scientifically and tech-
nologically. Several questions may be addressed regarding, for example, surface re-
xThe natural reduction of mismatch by rotation around GaN[0001] does only apply to the basal plane
of sapphire.
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constructions, dopant incorporation and surface segregation. However, the most fasci-
nating property of the GaN(1100) is the absence of any polarization vector component
normal to the surface. Hence, electrostatic fields are not present in quantum wells.
Light-emitting devices grown in this orientation are expected to have superior quan-
tum efficiencies compared to their C-plane counterparts.
4.3 Crystal structures of the substrate surfaces and orientational re-
lationships
The surfaces of both SiC(0001) and γ-LiAlO2(100) are shown in ball-and-stick models
in Fig. 4.1. Nucleation sites for GaN(0001) and GaN(1100) are indicated by dark and
light shaded areas, respectively.
SiC(0001) Wurtzite SiC(0001) is available as both 4H and 6H modification. This surface
offers hexagons as nucleation sites for GaN(0001) with a lattice mismatch of  3.4%
[Fig. 4.1(a)]. The orientational relationship is
GaN[1120] k SiC[1120] GaN[1100] k SiC[1100] GaN[0001] k SiC[0001]
γ-LiAlO2(100) LiAlO2 has a tetragonal unit cell with dimensions a = b = 5.1687 A˚
and c = 6.2679 A˚ and belongs to the space group P41212. [69] Its (100) face is displayed
schematically in Fig. 4.1(b). The commonly observed growth of GaN(0001) is believed
to be the consequence of the quasi-hexagonal symmetry [dark shaded areas in Fig.
4.1(b)] on this surface. [70] The bond length in these hexagons varies from 2.875 to














Figure 4.1: Unit cells and ball-and-stick models for the growth of GaN on (a) SiC(0001) and (b) γ-










Figure 4.2: Cross-sectional high-resolution transmission electron micrographs of the GaN(0001)/6H-
SiC(0001) interface along [1120] in (a) and the GaN(1100)/γ-LiAlO 2(100) interface along [0001] in (b).
Note the 2H stacking sequence in (a) and the hexagonal symmetry in (b).
mismatch to the GaN in-plane lattice constant may be as large as 10%.
However, as pointed out by Hellman et al. [70], the C-plane of GaN is not the orienta-
tion with the best match. Instead, the orientation relationship
GaN[0001] k γ-LiAlO2[010] GaN[1120] k γ-LiAlO2[001] GaN[1100] k γ-LiAlO2[100]
offers a superior match to M-plane GaN(1100) with its lattice constants a = 3.1876 A˚
and c = 5.1846 A˚ as indicated by the light shaded areas in Fig. 4.1(b). The lattice match
to GaN is better for the cation rectangle as it is less distorted than the anion rectangle
and of identical size throughout. The size of the anion rectangle varies but its chemical
match is better as it is composed solely of O.
Epilayer/substrate interface We now consider cross-sectional high-resolution
transmission electron microscopy (HREM) images of GaN(0001)/SiC(0001) and
GaN(1100)/γ-LiAlO2(100) nucleated under optimized conditions (Figure 4.2). In (a)
an atomically smooth interface is observed with a well ordered GaN(0001) epilayer.
The interface in (b) is blurred due to the rough γ-LiAlO2(100) substrate surface (see
below). Besides these differences in interface quality the clear difference in crystal ori-
entations is directly seen. In (a) the 6H stacking sequence of the substrate abruptly
changes into the 2H stacking sequence of GaN, the GaN[0001] axis is thus perpendicu-
lar to the interface. In contrast, in (b) the hexagonal symmetry is visible, the GaN[0001]
axis is parallel to the growth plane.
4.4 Substrate preparation before growth
As-received wafers The surfaces of commercially available SiC(0001) and γ-
LiAlO2(100) wafers as detected by atomic force microscopy (AFM) are shown in Fig.
4.3. As-received Si-face SiC(0001) wafers (Cree Inc.) usually exhibit a surface with
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SiC(0001) g -LiAlO (100)2
Figure 4.3: AFM images of SiC(0001) [(a),(c)] and γ-LiAlO 2(100) [(b),(d)] wafers. As-received wafers
[(a),(b)] exhibit very rough surfaces whereas a significant improvement is observed for SiC(0001) after
thermo-chemical H2 etching (c) and for γ-LiAlO2(100) after careful mechanical polishing (d).
scratches along different directions [Fig. 4.3(a)]. The peak-to-valley roughness amounts
to 100 nm over an area of 3 3 m2. This poor surface quality leads to a high density
of parasitic dislocations in the GaN epilayer. [71] Also the γ-LiAlO2(100) wafers (Mar-
keTec Inc.) exhibit a rather poor morphology with long trenches along a preferential
direction [Fig. 4.3(b)] and peak-to-valley roughnesses of 20 nm.
These surface morphologies originate from chemo-mechanical polishing leading to
preferential scratches along the cleavages planes of the individual wafers. These are
the three SiCf1120g planes separated by 60Æ and the γ-LiAlO2(001) plane. Addition-
ally, TEM images of these as-received wafers clearly reveal damage layers extending
to depths of around 200 nm. [71]
Ex-situ improvements of substrate surface For SiC(0001) substrates, a dramatic im-
provement in surface quality is attained after annealing the wafers to about 1600ÆC
in flowing H2. [72] At these temperatures, H2 is cracked such that very reactive H
atoms etch the surface with the SiC(0001) being the energetically favored plane. Etched
wafers [Fig. 4.3(c)] exhibit a well-ordered array of unit cell high steps, separated by
about 1 m. The peak-to-valley roughness of these wafers amounts to values as low as
3 nm over an area of 3  3 m2. It is important to note that unit cell high steps have
been etched as the stacking sequence of SiC (4H or 6H) differs from that of wurtzite
GaN (2H). Thus, stacking mismatch boundaries would be formed at substrate surface
steps if the step height does not match the periodicity of the GaN unit cell. Hence,
multiples of the unit cell height and half of the unit cell height must be achieved for
4H and 6H SiC(0001) wafers, respectively. [73] Before mounting the substrates are de-
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greased in trichlorethylen, acetone and methanol and hydrogen passivated for about
15 min by an HF dip to reduce oxidation of the substrate surface before loading. How-
ever, note that—in contrast to Si surfaces—the Si terminated SiC(0001) surface is only
partially passivated by an HF dip. [74,75] This finding evidences the need for an in-situ
cleaning step which is achieved here by Ga deposition and flash-off (see below).
γ-LiAlO2 is a rarely used substrate and thus both bulk growth and wafer polishing
are still in their infancies. The surface of γ-LiAlO2 is roughened by acids such that the
application of chemical solutions for chemo-mechanical polishing and cleaning is very
restricted. Growth experiments on commercial γ-LiAlO2(100) wafers always resulted
in the formation of C-plane GaN(0001). Commercial wafers were abandoned because
their poor surface quality. The substrates used here are 200 m thick (100) oriented
γ-LiAlO2 wafers grown by the Czochralski method at the Institut fu¨r Kristallzu¨chtung
and chemo-mechanically polished by a commercial vendor{. The structural and mor-
phological quality of these wafers is much improved compared to the commercial γ-
LiAlO2(100) wafers. Symmetric XRC widths below 25 arcsec are now routinely mea-
sured. Commercial wafers always exhibited multiple-peak x-ray diffraction profiles
with total widths well in excess of 50 arcsec. The peak-to-valley roughness of these
new wafers as detected by AFM is below 5 nm over an area of 10 10 m2 [Fig. 4.3(d)]
which is a substantial improvement compared to values of around 20 nm as detected
for as-received γ-LiAlO2(100) wafers [Fig. 4.3(b)]. This surface roughness of these new
γ-LiAlO2 wafers is still only comparable to as-received SiC on a nanometer scale with
no detectable atomic steps resolved. However, it was found that the better morphol-
ogy of these wafers with respect to the commercial ones is crucial for the successful
realization of GaN(1100).
Before loading, the γ-LiAlO2(100) substrates are degreased in an ultrasonic acetone
bath for one hour as this cleaning steps does not attack the substrate surface.
In-situ treatment by Ga deposition and desorption During mounting and loading the
substrate surface is in contact to ambient air and thus contaminated. Although out-
gassing removes a large fraction of these contaminants, like water, it would be desir-
able to have a method for substrate cleaning within the MBE system. For Si terminated
surfaces, like SiC(0001), it was originally proposed by Kaplan [76] and experimentally
verified by Strite et al. [77] that Ga can be used for cleaning. The strategy is to deposit
Ga on the surface where it reacts with contaminants on the surface to form products
like, e.g., Ga2O. These reaction products and remaining Ga droplets are then desorbed
at around 750ÆC by an annealing step. In principle, also Al or Si could be used for such
a treatment but the low vapor pressures of these elements require substrate tempera-
ture for desorbing not compatible with the MBE system used for this work.
Before the first Ga treatment cycle a SiC(1  1) pattern is observed. During several
cycles of the Ga treatment the intensity of the bulk streaks gains considerably, indi-
cating a removal of contaminants. Furthermore, a threefold-reconstruction along the
[1100] azimuth is observed after the first cycle (Fig. 4.4). The intensity of this recon-





3)R30Æ reconstructed SiC(0001) surface is obtained. This reconstruction is
reported to be formed by a fractional monolayer of Si as determined by Auger electron
{CrysTec GmbH Kristalltechnologie, Ko¨penicker Straße 325, D-12555 Berlin, Germany.
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(a) (b)
Figure 4.4: RHEED patterns along (a) [1120] and (b) [1100] of a H 2 etched 6H-SiC(0001) wafer after
Ga deposition and flash-off. The arrows indicate bulk streaks. Note the appearance of the three-fold
reconstruction in (b).
spectroscopy [78] and scanning tunneling microscopy [79].
The RHEED pattern of γ-LiAlO2(100) before growth is streaky but diffuse compared
to that of SiC(0001). Therefore, an analogous Ga treatment was also investigated on
this material. However, no improvement in layer quality was detected and thus the
Ga treatment is restricted to SiC.
4.5 Impact of AlN and GaN nucleation layers on SiC(0001)
Nucleation is generally believed to be the most critical step for achieving high-
quality heteroepitaxially grown layers. The lattice mismatch to the substrate has
to be relieved by the formation of misfit dislocations. For the  3.4% mismatch of
GaN(0001)/SiC(0001) a misfit dislocation density around 1012 cm 2 is required at the
interface. However, the density of dislocations penetrating the whole layer is deter-
mined by the nucleation conditions which thus have to be optimized. As a figure of
merit, we choose—as generally done—the width of the x-ray rocking curve across the
symmetric GaN(0002) reflection which is sensitive to the density of screw dislocations
present in the layer. This measurement is ideally suited for routine characterization as
it fast (15 min) and non-destructive. It has to be pointed out in this context that the
width of the GaN(0002) reflection does not contain information on the density of edge
type dislocations. In fact, this type of dislocation is detected in asymmetric scans as
discussed in Chapter 5.
For deposition of GaN on SiC(0001), it is occasionally claimed that the use of AlN nu-
cleation layers has a positive impact on materials properties. However, also conflicting
results on the actual strain state of the samples have been published, i.e., both ten-
sile and compressive strain states for yet unknown reasons (see the discussion in [80]).
Indeed, the strain induced by lattice mismatch strain between GaN/SiC, GaN/AlN,
and AlN/SiC is compressive as evident from the different in-plane lattice constants
(aGaN = 3.1876 A˚, aAlN = 3.112 A˚, aSiC = 3.081 A˚) at room temperature. If this
mismatch is fully relieved during growth, however, cooling to room temperature in-
troduces a tensile strain in the overlayers induced by the different thermal expansion
coefficients (GaN = 5.6 10 6/K, AlN = 4.2 10 6/K, SiC = 3.2 10 6/K).
In order to systematically explore the difference in AlN and GaN nucleation layers
a sample series is assessed. GaN layers of 1 m thickness are grown either directly
on SiC(0001) or on a 5 nm thin, coherently strained AlN nucleation layer. The two
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Figure 4.5: Strain state of GaN/SiC and GaN/AlN/SiC at room temperature as probed by the positions
of (a) the GaN(0002) peak in XRD, (b) the free exciton transition in PL and (c) the E2 phonon mode in
Raman scattering. Note that GaN/SiC is under tensile strain whereas GaN/AlN/SiC is under compres-
sion.
sets of samples are grown under identical conditions. Nucleation is carried out at
660ÆC whereas growth of GaN takes place at 720ÆC. After growth the samples are
cooled down at a rate of 10ÆC/min. The strain state of the samples is determined by a
combination of XRD, photoluminescence (PL) and Ramank measurements.
Figure 4.5 displays representative results of these measurements in comparison
with resent values published for homoepitaxial, strain-free GaN layers. [16, 52, 81]
These data reveal that GaN/SiC samples are—as intuitively expected—under ten-
sion whereas GaN/AlN/SiC samples exhibit compressive strain. This residual strain
should originate from unrelieved lattice mismatch strain since the amount of tensile
strain induced by cooling is the same due to the identical growth temperatures. Prior
to this conclusion, however, we should examine three important questions. (i) Is the
strain purely biaxial or does it have an additional hydrostatic component induced by
point defects or impurities ? (ii) Is the strain homogeneous over the sample thickness ?
(iii) What is the origin of these different strain states ?
(i) Nature of strain The exact nature of the strain can be determined by independent
measurements of the lattice constants a and c as discussed in Chapter 3. With the
lattice constants a0 and c0 of unstrained GaN [52], one gets the in-plane strain 
k
=
(a  a0)=ao and the out-of-plane strain 
?





found to be in good agreement with the relation for pure biaxial strain [Eq. (2.5)]. We
thus conclude that any hydrostatic strain components, if present, average to zero and
can therefore be neglected.
(ii) Homogeneity of strain Representative data probing the strain state of the layers are
compiled in Tab. 4.2 in comparison with recent values for homoepitaxial GaN layers
in the literature. [16, 52, 81] Information on the strain distribution may be gained from
the different penetration depths  of x-ray diffraction, photoluminescence (PL) and
Raman measurements: PL < XRD < Raman. We use Eq. (2.11) and (2.12) to convert
the peak positions into biaxial strains 
k
. For analyzing the PL data, we assume that
both the (DÆ,X) transition at 5 K and the free exciton transition at 300 K follow the shift
EA [Eq. (2.11)].
The in-plane strains 
k
of the whole set of samples are summarized in Table 4.3. Con-
sidering the uncertainty of the material parameters entering this determination, the
kDetails of the set-ups used for PL and Raman investigations are given in the next Chapter.
The experimental set-ups for PL and Raman studies are presented in detail in the next Chapter
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Table 4.2: Representative experimental data for GaN/SiC and GaN/AlN/SiC samples probing their
strain state: angular position 
(0002) of the GaN(0002) reflection in x-ray !-2 scans, spectral position
E5K of the (DÆ,X) PL transition at 5 K, spectral position E300K of the free exciton PL transition at 300 K,
spectral position E2 of the E2 phonon at 300 K. Reference values of unstrained material (GaN/GaN) are
given for comparison. The ranges given are due to different samples.
GaN/SiC GaN/GaN GaN/AlN/SiC

(0002) (Æ) 17.292 0.003 17.279 [52] 17.269 0.002
E5K (eV) 3.458 0.006 3.470 [81] 3.480 0.004
E300K (eV) 3.405 0.003 3.413 [81] 3.422 0.006
E2 (cm 1) 564.9 0.9 566.2 [16] 568.9 1.1
agreement of the strains deduced from different methods is quite satisfactory. This
suggests that the strain is in fact homogeneous. The linewidths in x-ray !  2 scans
(around 30 arcsec for all samples), being basically sensitive to inhomogeneous strain
only, confirm this conclusion as they are comparable to values reported for unstrained
GaN layers.
(iii) Origin of different strain states If lattice mismatch strain is fully relieved dur-
ing growth, the amount of tensile strain induced by postgrowth cooling is about
T   = +0.16% according to our growth temperature and the thermal expan-
sion coefficients. The GaN/SiC layers exhibit this strain and are therefore fully relaxed
before cooling. The GaN/AlN layers, however, are still under compressive strain of
roughly  0.15%, which means that even after 1 m growth about one tenth of the
3.4% lattice mismatch is not relieved.
For clarifying the reason for this finding, we study the nucleation and growth of the
GaN layer in-situ by RHEED (Fig. 4.6). Deposition of GaN directly on SiC results in
three-dimensional growth as evident from the transmission diffraction pattern in (a)
where the GaN layer is already fully relaxed. This result is not unexpected because
of the large lattice mismatch ( 3.4%) between GaN and SiC. However, the situation
is different for the case of AlN nucleation layers. In agreement with reported val-
ues [82] of critical thicknesses of the  1% mismatched AlN/SiC interface, a 5 nm AlN
grows coherently on SiC as evident by the coincidence of the AlN streaks with those of
SiC. The streaky RHEED pattern furthermore reveals that the AlN surface is quite flat.
Note, however, that the lattice mismatch between GaN and this strained AlN layer is
Table 4.3: In-plane strains 
k
(percent) of GaN/SiC and GaN/AlN/SiC obtained by PL, Raman, and
XRD. Note that positive and negatives values correspond to tensile and compressive strains, respec-
tively.
GaN/SiC GaN/AlN/SiC
PL5K +0.10 0.04  0.08 0.03
PL300K +0.07 0.03  0.07 0.06
Raman +0.10 0.06  0.20 0.08
XRD +0.14 0.03  0.11 0.02
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(a) (b) (c)
Figure 4.6: RHEED patterns along the [1120] azimuth of (a) 5 nm GaN on SiC, (b) 5 nm GaN on 5 nm
AlN/SiC, and (c) 40 nm GaN on 5 nm AlN/SiC. Lines indicate the positions of the diffraction spots of
the SiC substrate.
the same as that between GaN and SiC. Nevertheless, GaN exhibits two-dimensional
growth on the AlN layer as seen in Fig. 4.6(b) and roughens only after 40 nm of de-
position as displayed in Fig. 4.6(c). This observation is supported by HREM images of
the GaN/AlN/SiC heterointerfaces [Fig. 4.7(a)], where the smooth GaN/AlN interface
can indeed be seen.
These results demonstrate that the growth mode of GaN is, in the present case, deter-
mined by its wetting rather than by the mismatch. The poor wetting of GaN directly
on SiC [83] leads to pure three-dimensional nucleation favoring the formation of dis-
locations at the island edges [Fig. 4.7(b)]. In contrast, wetting is much improved for
deposition on AlN, resulting in an initial two-dimensional growth with gradual strain
relief [Fig. 4.7(c)]. The formation of strain relieving misfit dislocations then requires the
system to overcome significant kinetic and energetic barriers for loop generation and
dislocation glide, respectively. The driving force to do so, however, decreases when
relaxation proceeds, and a residual compressive strain will thus continue to exist even
to a very large thickness.
Despite the rather different growth modi during nucleation, the quality of both sets of
samples, in contrast to results in the literature [83,84], is essentially identical. Indepen-
dent of nucleation, the GaN(0002) XRC linewidth is around 600 arcsec and the width












Figure 4.7: (a) HREM image of a GaN/AlN/SiC layer revealing an abrupt GaN/AlN interface. A
schematic of the GaN/SiC and GaN/AlN/SiC growth is presented in (b) and (c). Note that the strain is
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Figure 4.8: (a) XRC linewidths of samples grown by PAMBE, RMBE and MOVPE. Note that the
linewidths for samples grown under optimized conditions are essentially identical for all three growth
techniques. In (b), a direct comparison between N-rich and Ga-rich conditions demonstrates that Ga-
rich conditions greatly improve the structural quality.
best values in the literature it is clear that nucleation is not yet optimized.
4.6 Optimization of nucleation
GaN(0001)/SiC(0001) Nucleation is carried out at different temperatures, surface stoi-
chiometries and also using AlN and GaN as nucleation layer. The nucleation layers are
overgrown with 1–2 m GaN under identical conditions (see the next section) and the
GaN(0002) XRC widths were compiled in a database. For comparison, this database
also contains values of samples grown by reactive molecular-beam epitaxy (RMBE)
at the Paul-Drude-Institute and metal-organic vapor-phase epitaxy (MOVPE) samples
from different German research centers (IAF Freiburg and Universita¨t Stuttgart). The
results of this systematic study are shown in Fig. 4.8(a).
In the first period of optimization, the authors’ samples [’Author old (PAMBE)’] were
grown with an Oxford plasma source under various conditions but the XRC linewidth
was on average around 500–1000 arcsec. Later on, a second MBE system was equipped
with the Oxford source [’other PAMBE’] and the authors’ samples [’Author new
(PAMBE)’] were grown from then on with the EPI plasma cell (see the beginning of this
Chapter). Further optimization of nucleation resulted in a substantial improvement as
linewidths below 200 arcsec are achieved now reproducibly. In the course of optimiza-
tion, identical conditions were established in both PAMBE systems. The sound agree-
ment of XRD linewidths obtained by both of these PAMBE machines means that the
obtained conditions do indeed reflect a general trend and are not restricted to a specific
system. Furthermore, it is found that the achieved values are comparable to RMBE and
state-of-the-art MOVPE layers [Fig. 4.8(a)].
The samples yielding the lowest XRC linewidths below 200 arcsec [Fig. 4.8(b)] are all
grown with Ga-rich GaN nucleation layers at around 700ÆC. In contrast, N-rich nucle-
ations [Fig. 4.8(b)] resulted in poor structural quality with linewidths around 1000 arc-
sec. Bearing in mind that the screw dislocation density is roughly inversely propor-
tional to the square of the XRC linewidth a reduction in screw dislocation density by
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two orders of magnitude is thus achieved. This finding is in accordance with recent
work. [61]
Since GaN(0001) is a polar surface, one has to examine if the nucleation leads to the
Ga-face GaN(0001) or to the N-face GaN(0001). The surfaces associated with these two
polarities differ in their surface reconstructions [85] and their stability during growth,
as the N-face is less stable than the Ga-face resulting in rough surfaces of N-face grown
samples. [86] Device structures, such as heterojunction field-effect transistors, even rely
on the polarity as the inverted electrical polarization charges for opposite surface polar-
ities require inverted layer sequences in order to generate a two-dimensional electron
gas. A reliable polarity determination [86] is possible by wet chemical etching where
the samples are put in 1.8 M NaOH solution at 50ÆC for 10 min. Scanning electron mi-
croscopy prior and after the etching did not reveal any change in morphology meaning
that all samples, independent of nucleation, exhibit the Ga-face polarity.
GaN(1100)/γ-LiAlO2(100) In the beginning of this work, it was observed that
GaN(0001) is formed on γ-LiAlO2(100) wafers having rough substrate surfaces, like
that in Fig. 4.3(b), regardless of nucleation conditions. These layers are accompanied
by large mosaicities and macroscopic tilts of around 1Æ and 1.5Æ, respectively. How-
ever, the situation is different for substrates with a smoother surface [Fig. 4.3(d)]. Nu-
cleation temperatures around 700ÆC still lead to GaN(0001) but the use of rather low
temperatures around 570ÆC and metal-stable conditions resulted in the formation of
GaN(1100) with only little tilt and better crystal quality (linewidths around 1000 arc-
sec). In RHEED, the nucleation layer is three-dimensional, but clearly single-crystal
GaN(1100), with no detectable fraction of GaN(0001).
There is a significant difference in long-term stability between GaN(1100) and
GaN(0001) layers grown of γ-LiAlO2(100). A strong tendency of C-plane oriented
films grown on γ-LiAlO2(100) wafers (induced by inferior morphological quality of
the substrate) is observed to crack and to peel off the substrate due to strain induced
by sample cooling after growth. In contrast, the M-plane oriented samples presented
here did not degrade. This finding leads to the conclusion that the adhesion of M-
plane samples is superior to that of their C-plane counterparts supporting again that
M-plane is the favored orientation of LiAlO2(100).
Two points have to be mentioned in this context. (i) Occasionally, GaN(0001) inclu-
sions are detected by XRD and (ii) the linewidth of 1000 arcsec of the XRCs is still
larger than that compared to the samples grown on SiC(0001) where values around
150 arcsec are routinely achieved. Both observations are most probably a result of
the remaining surface roughness, the difficulties in substrate cleaning and the dam-
age layer due to mechanical polishing. At present, the γ-LiAlO2(100) substrates have
a morphology comparable to as-received SiC(0001) wafers. Additionally, the sub-
strate surface of γ-LiAlO2(100) exhibits more contaminants than the SiC(0001) surface.
We thus have to compare the present GaN(1100)/LAO(100) with the non-optimized
GaN(0001)/SiC(0001) samples. Here, the structural quality is nearly identical. One
can thus expect that γ-LiAlO2(100) substrates of similar quality to the optimized
SiC(0001) wafers will also lead to GaN(1100) layers with comparable structural quality
as GaN(0001) grown on optimized SiC(0001).
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4.7 Detection and adjustment of surface stoichiometry during
growth
The growth behavior of crystals is, in general, determined by both bulk thermody-
namics and surface kinetics. The correct choice of growth temperature and surface
stoichiometry is very important for growth of high-quality crystals. However, for
nonequilibrium conditions such as established during MBE, surface kinetics play the
dominant role in growth. The reason for this fact is that the surface constitutes a two-
dimensional phase in its own and has properties much distinct from the underlying
bulk phase.
GaN(0001) The GaN(0001) surface behaves rather different than the traditional III-V
semiconductor surfaces. In the case of the traditional III-V semiconductor surfaces
such as, e. g., GaAs(001) growth of high quality material is possible over a wide range
of surface stoichiometries, provided the V/III flux ratio is greater than unity. How-
ever, it has been demonstrated that the GaN(0001) surface is always Ga stabilized with
no N atoms in or on top of the surface layer. [87] The only exception is the N (22)
adatom structure which is found to be stable under very N-rich conditions. Total-
energy density-functional theory calculations predict that Ga will be orders of magni-
tude more mobile than N adatoms at typical growth temperatures. [88] Furthermore,
the presence of excess N on the surface, which can be formed under N-rich condi-
tions, increases the migration barrier for Ga adatoms from 0.4 eV to 1.8 eV. This phe-
nomenon reduces Ga adatom diffusion significantly as compared to a Ga-rich surface
which exhibits very weak metallic Ga-Ga bonds (bear in mind that Ga has a melting
point of 30ÆC). These theoretical results have also been confirmed by experiments, [89]
evidencing that growth should proceed under Ga-stable conditions. This surface sto-
ichiometry leads to highly mobile Ga adatoms and a two-dimensional growth front,
whereas N-stable conditions result in poor Ga adatom diffusion and a rough surface
with possible stacking faults. [88]
[11 0]2 [1 00]1
(a) Ga open
(b) Ga closed





Figure 4.9: RHEED patterns for PAMBE growth of GaN(0001) during growth (a) and after closing the
Ga shutter (b). Note the two-fold reconstruction in (b). The different azimuths are indicated in (c).
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Figure 4.10: Variation of the specular spot intensity upon closing and opening the Ga shutter. The Ga
shutter is periodically opened and closed for 30 s. Note the high reproducibility in (a). A magnified
portion of one period in (b) reveals the presence of three distinct features labelled (1), (2) and (3).
However, great care is needed when growing under Ga-stable conditions in order to
avoid the formation of Ga droplets on the sample surface. These droplets originate
from too large Ga fluxes such that not all excess Ga is either desorbed or incorporated.
Subsequent growth of GaN in the vicinity of these Ga droplets leaves behind undesir-
able crater-like irregularities on lateral length scales of several micrometers.
The optimum Ga-stable surface stoichiometry is often adjusted empirically on the ba-
sis of results from ex-situ measurements. [90, 91] However, this procedure is as cum-
bersome as it is unreliable, since stoichiometry is coupled to growth temperature. De-
creasing the growth temperature, for example, reduces Ga desorption, and may result
in Ga-rich growth and vice versa. Furthermore, the long-term loss in efficiency of
plasma sources leads to changes in the active nitrogen flux even from one sample to
the next.
Here, it is demonstrated that an in-situ determination of the surface stoichiometry
is possible by monitoring the growth front by RHEED (Fig. 4.9). During growth,
the (1  1) pattern is observed [Fig. 4.9(a)] with elongated streaks indicating a two-
dimensional growth front that is covered with a Ga bilayer. [85] Upon closing the Ga
shutter the intensity of the (1 1) pattern gains considerably due to both consumption
of excess Ga under an active nitrogen flux and desorption of excess Ga. Finally, a tran-
sition to the N-rich (2 2) reconstruction [87] takes place [Fig. 4.9(b)]. The time period
from closing the Ga shutter to observe the (2  2) pattern is a direct measure for the
Ga coverage on the growth front. In our experience, recovery times below 5 s reflect
N-stable growth, while recovery times exceeding 30 s will result in the formation of Ga-
droplets. Experimental and theoretical investigations by Smith et al. [85] and Zywietz
et al. [88] indicate that the (1  1) reconstruction on GaN(0001) under Ga-stable condi-
tions results from a discommensurate adlayer of Ga on the surface of the film. This Ga
adlayer significantly enhances Ga surface diffusion, as Ga adatoms have rather weak
bonds to the metallic adlayer. Such an adlayer must be in equilibrium with the sup-
plied, incorporated and desorbed Ga fluxes since we did not observe Ga droplets even
after extended growth times when growing in the regime described above.
The intensity of the specular reflection as a function of time (Fig. 4.10) rises and falls
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upon closing and opening the Ga shutter, respectively. Additionally, oscillatory fea-
tures labelled (1), (2) and (3) are seen in a very reproducible manner. Usually, oscilla-
tions of the specular spot are used to determine the deposition rate in-situ in the case of
a sufficiently smooth growth front and island-nucleation. [92] For this purpose, growth
is interrupted to further smoothen the growth front. Upon initiating the growth again,
the intensity of the specular spot oscillates, where each period corresponds to the de-
position of a complete monolayer.
Here, the growth rate is determined from ex-situ measurements of the film thickness
by spectroscopic ellipsometry (see the next Chapter). In the present case, it has been
found that the sample was grown at a rate of 500 nm/h corresponding to 2 s deposi-
tion time for a single monolayer. This rate agrees well with the period of the feature (2).
The origin of the features (1) and (3) may be understood in the context of the presence
of excess Ga on the surface during growth. Upon closing the Ga shutter, this excess
Ga is consumed by the active nitrogen flux to form a single GaN monolayer result-
ing in an oscillatory modulation of the specular spot intensity. In contrast, opening of
the Ga shutter will build up a floating layer of excess Ga on the growth front. Once
a complete and fully connected Ga adlayer is formed, the RHEED intensity will gain
considerably as seen by the presence of (3). Such Ga induced oscillations have recently
also been observed for the deposition on 6H-SiC(0001) in the absence of an active ni-
trogen flux. [93] The time delay of feature (3) with respect to the Ga shutter opening is
thus a direct measure of the time to build up the first complete adlayer of excess Ga, in
this case around 7 s. It is important to bear in mind that this period (7 s) is not directly
related to the general formation rate of excess Ga layers. The second Ga adlayer can
only be stabilized by weak, metallic Ga-Ga bonds. Hence, the desorption rate of Ga
atoms in this adlayer is substantially enhanced resulting in the observed equilibrium
of delivered Ga flux, incorporated Ga and desorbed Ga.
GaN(1100) For growth of GaN(1100), there are no calculations regarding the opti-
mum surface stoichiometry. This lack of activity is probably due to the lack of lay-
ers grown along this orientation. As a starting point, the optimum stoichiometries of
the GaN(0001) growth were simply transferred to the GaN(1100) plane. After nucle-
ation at 570ÆC, the substrate temperature is raised to 700ÆC and growth is continued
under Ga-stable conditions. The surface stoichiometry is estimated from the recovery
time of the RHEED intensity after closing the Ga shutter since a surface reconstruc-
tion transition is not observed in agreement with theory. [28] The surface smoothens
under Ga-stable conditions as evidenced by the transition from a spotty to a streaky
(11) RHEED pattern. Figure 4.11 shows the RHEED patterns after growth of 1 m
GaN along four different azimuths. The azimuthal angles and the diffraction plane
spacings deduced from the streak separations are given in the figure caption. Both the
angles and the spacings agree with those for the four major azimuths of the GaN(1100)
surface, namely, the [1120], [2243], [1123] and [0001] directions [Fig. 4.11(e)].
4.8 Optimization of growth temperature
GaN(0001) After having ensured that samples are grown under optimized surface sto-
ichiometry we now examine the substrate temperature. For hexagonal GaN, the lower
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Figure 4.11: RHEED patterns of a 1 m thick GaN(1100) film recorded along azimuths of (a) 0Æ, (b)
38Æ, (c) 58Æ and (d) 90Æ. The arrows denote bulk streaks of zeroth and first order which corresponds to
estimated lattice rod spacings of (a) 5.18 A˚, (b) 2.01 A˚, (c) 2.70 A˚ and (d) 3.15 A˚. (e) shows a schematic of
the (1100) plane with its in-plane lattice constants a and c. Calculating angles and spacings allows us to
assign (a), (b), (c) and (d) to the [1120], [2243], [1123] and [0001] directions.
hance adatom diffusion, a high temperature is desired, but thermal decomposition of
the crystal represents the upper limit (around 800ÆC in the MBE environment). In or-
der to enhance the migration length of adatoms and to minimize the density of point
defects and unintentional doping, the best material should be obtained for growth at
around half of the melting point (around 2500ÆC). This finding suggests growth well
above the upper limit of 800ÆC for thermal decomposition. However, samples grown
in a temperature range between 750 and 800ÆC exhibit the characteristic plateau-valley
morphology [Fig. 4.12(a)] often observed for MBE-grown GaN samples [91, 94]. In the
RHEED pattern, this morphology is accompanied by steep facet chevrons which elon-
gate during further growth towards the adjacent bulk reflections.
At first glance, one might explain this experimental finding with poor adatom diffu-
sion suppressing island coalescence, tempting the grower to raise the substrate tem-
perature. Recently, it was reported that the valleys found in AFM are terminated by
8 nm
(c)
300 nm 50 nm
(b)(a)
1 mm
Figure 4.12: Surfaces of 2 m thick GaN films grown at (a) 750ÆC, (b) 720ÆC and (c) 700ÆC as observed
by AFM. Note the drastic improvement in morphology with decreasing substrate temperature.
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dislocations. [91] The dissociation of GaN in the vicinity of these defects is expected to
be higher than in the less disordered regions. At sufficiently high growth temperatures,
evaporation will be significant and the surface will experience preferential thermal
etching at defect sites resulting in the formation of grooves. [95] Indeed, a reduction
in growth temperature to around 720ÆC leads to a clear improvement in morphology
[Fig. 4.12(b)]. Finally, samples grown at 700ÆC exhibit an excellent surface morphology
with clearly observable atomic steps [Fig. 4.12(c)] and terrace widths of the order of
100 nm. The root-mean-square roughness of these surfaces amounts to values as low
as 1 nm over an area of 3  3 m2.
GaN(1100) The substrate temperature during GaN(1100) growth is set to the same
value (700ÆC) as that of GaN(0001). The RHEED pattern did not evidence any forma-
tion of facets at this temperature. Also, the surface morphology of samples grown at
this temperature was not thermally etched at defect sites.
Summarizing, in this Chapter the reproducible growth of GaN in two different orienta-
tions, GaN(0001) and GaN(1100), has been established. A detailed study of the impact
of the different crystal orientations on various crystal properties is given in the next
Chapter for representative samples.
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5 Characterization of GaN(0001) and GaN(1100)
In this Chapter, we investigate structural, vibrational, optical and electrical properties
of samples grown under the optimized conditions described in the last chapter. Repre-
sentative examples for GaN(0001) and GaN(1100) are shown side-by-side for compar-
ison.
5.1 Atomic force microscopy
The characteristic surface morphologies of GaN(0001)/SiC(0001) and GaN(1100)/γ-
LiAlO2(100) samples are presented in Fig. 5.1. In both orientations, the peak-to-valley
roughness is below 10 nm with large terraces. This evidences that these buffer lay-
ers are suitable for subsequent growth of heterostructures with a minimized interface
roughness. The two morphologies reflect the difference in arrangements of the sur-
face bonds of the C-plane and the M-plane. For the GaN(0001) layer in (a) the terrace
structure is isotropic whereas the GaN(1100) surface in (b) is rather anisotropic.
The GaN(0001) surface [Fig. 5.1(a)] is dominated by the presence of approximately
100 nm wide terraces separated by monoatomic steps. The overall root-mean-square
roughness of such a surface amounts to values below 1 nm and is thus superior to that
usually obtained by PAMBE. The GaN(0001) surfaces achieved here compare well with
surfaces of films grown by MOVPE [96, 97] and the best surfaces reported for samples
grown by RMBE [98] and PAMBE [61].
The most striking property of the GaN(1100) surface [Fig. 5.1(b)] is the anisotropic
’slate-like’ morphology with extremely flat (1 nm peak-to-valley roughness over 1 m)
and elongated features running along [1120] separated by 2–3 nm high multisteps ev-
ery 200 nm along the perpendicular [0001] direction. As the substrates used here are
on-axis within 0.2Æ we can rule out the possibility of vicinal substrates leading to step–
bunching. Vicinality would also lead to a significant difference in the number of up-







Figure 5.1: AFM images of 1.5 m thick (a) GaN(0001) and (b) GaN(1100) layers, respectively. Note the
existence of approximately 100 nm wide terraces in (a) and the anisotropy in (b) leading to a ’slate-like’
morphology.
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Figure 5.2: Symmetrical high-resolution -2 scan around the γ-LiAlO2(200) reflection together with a
scan from a GaN(0001)/6H-SiC(0001) sample. Note the absence of the GaN(0002) signal for the sample
grown on γ-LiAlO2(100).
is that this surface is a consequence of growth kinetics. Distinct migration length of
adatoms and different step structures exist along [1120] and [0001] similar to the case
of high–index GaAs surfaces such as GaAs(331) where step arrays are oriented along
[110]. [99] However, even in the case of singular surfaces such as GaAs(001) the ob-
served step configurations along the perpendicular [110] and [110] directions are dif-
ferent. [100]
5.2 X-ray diffraction
In Fig. 5.2 high-resolution!  2 scans around the symmetric γ-LiAlO2(200) and 6H-
SiC(0006) reflections are shown for GaN(0001) and GaN(1100) films, respectively. The
peaks at 17.28Æ and 16.15Æ correspond to the GaN(0002) and GaN(1100) reflections for
the samples grown on SiC(0001) and γ-LiAlO2(100), respectively. In both cases, only a
single epilayer peak is detected evidencing the high phase purity of GaN films grown
on these substrates. In particular, for the films grown on γ-LiAlO2(100) no signal is
observed in the vicinity of the GaN(0002) reflection, demonstrating that the fraction of
GaN(0001), if any, is indeed very small.
The peak positions are consistent with the thermal mismatch of epilayer and sub-
strate. A compression of 0.1% parallel to the growth direction is observed for
GaN(0001)/SiC(0001) whereas a dilation of 0.3% is detected for GaN(1100)/γ-
LiAlO2(100). The linewidths of 25 and 40 arcsec are close to the experimental limit
of the theoretical values (17 arcsec), i. e. the amount of inhomogeneous strain parallel
to the growth direction is very small.
Wurtzite GaN(0001) exhibits mainly dislocation lines parallel to the [0001] direction.
The Burgers vectors b are 1=3h1120i, b = [0001] and b = h1011i for edge, screw
and mixed-type dislocations, respectively. This specific dislocation geometry leads to
a distortion of only specific crystal planes. Pure screw type dislocations lead to a tilt of
the crystal and are thus readily detected in symmetric scans. Pure edge type dislocation
lead to a twist around [0001] and thus do not distort on-axis planes so that symmetric
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Figure 5.3: X-ray rocking curves of a 1.5 m thick GaN(0001) film grown on (a) 6H-SiC(0001) and (b)
γ-LiAlO2(100). For both orientations, the top and bottom profiles are taken in a symmetrical and asym-
metrical (glancing incidence) geometry. Note the absence of substrate reflections in the vicinity of the
GaN(2023) reflection in (b).
scans are not sensitive to this dislocation type. In contrast, off-axis planes are distorted
by all the above dislocation types and thus asymmetric scans are required to detect
pure edge type dislocations. [45, 101]
XRCs from one azimuth Symmetric and asymmetric (glancing incidence) XRCs are
measured for both GaN(0001) and GaN(1100) films (Fig. 5.3). For each sample, both
scans are taken along the same azimuth, namely [1100] for GaN(0001) and [0001] for
GaN(1100). The peak positions yield the lattice constants a and c whereas the widths
of the reflections reflect the misorientations of the corresponding crystal planes due to
the presence of specific dislocation types and thus act as a measure of defect densities.
As expected, we observe for the GaN(0001) film that the asymmetric linewidth is larger
than the symmetric one as the latter is only sensitive to screw type dislocations. In con-
trast, the opposite behavior is observed for the GaN(1100) film where the asymmetric
linewidth is smaller than the symmetric one.
We now examine the XRC results for each orientation in more detail. Linewidths below
100 arcsec and below 300 arcsec are obtained for the GaN(0001) film in the symmetric
(0002) and asymmetric (1015) geometry, respectively. In comparison with the literature,
these linewidths correspond to screw dislocations densities below 107 cm 2 and edge
type dislocation densities below 109 cm 2, respectively. [61] The widths of both the
symmetric (1100) and the asymmetric (2203) XRCs from GaN(1100) films [Fig. 5.3(b)]
are considerably larger than those of GaN(0001) films. A closer inspection of the x-
ray profiles reveals substantially broadened substrate peaks. The rectangular shape
of these peaks evidences wafer curvature which is most probably due to the thermal
mismatch stress during post-growth cooling (see below). In order to account for this
finding we therefore estimate the actual width of the epilayer peaks by subtracting the
substrate peak width. Nevertheless, it is evident that the GaN(1100) film exhibits a
larger linewidth and thus a larger density of defects. It is likely to assume that the
inferior substrate quality of γ-LiAlO2(100) with respect to SiC(0001) is responsible for
this finding.
XRCs from different azimuths Hellman et al. [70] have observed a macroscopic tilt
of GaN(0001)/GaN(1100) in agreement with our result in the last chapter. Therefore,
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Figure 5.4: Angular separations of the epilayer and substrate peaks in XRCs as a function of azimuthal
angle for (a) GaN(0001)/SiC(0001), (b) GaN(0001)/γ-LiAlO 2(100) and (c) GaN(1100)/γ-LiAlO2(100).
The data are fit with a simple sinusoidal expression yielding the Bragg angle separation  and the
macroscopic tilt !.
we investigate if GaN(1100) grown on γ-LiAlO2(100) also exhibit such a tilt. XRCs are
taken from different azimuths such that any macroscopic tilt would manifest itself as a
periodic modulation of the angular separation of epilayer and substrate peak.
In Fig. 5.4 the results for (a) GaN(0001)/SiC(0001), (b) GaN(0001)/γ-LiAlO2(100) and
(c) GaN(1100)/LAO(100) are presented. From fits with a sinusoidal function we get
both the average peak separation  of the Bragg angles and the macroscopic tilt !
which is the oscillation amplitude. The values for  are in good agreement with
the Bragg angles of 17.79Æ, 17.32Æ, 17.28Æ and 16.20Æ of the SiC(0006), γ-LiAlO2(200),
GaN(0002) and GaN(1100) planes, respectively. The slight deviations from the theo-
retical values are due to a compressive thermal mismatch for GaN layers grown on
γ-LiAlO2(100) and a tensile one on SiC(0001).
We now consider !. For GaN(0001)/SiC(0001) and GaN(1100)/γ-LiAlO2(100) we
observe an almost constant separation demonstrating negligible tilts. The measured
tilts of 0.005Æ and 0.07Æ result from the residual substrate miscut of up to 0.2Æ. This fact
would lead to anisotropic dislocation generation rates and thus a tilt of the epilayer.
GaN(0001)/γ-LiAlO2(100) exhibits a macroscopic tilt of around 1.5Æ in good quanti-
tative agreement with the results of Hellman et al. [70]. However, there is no a priori
reason for such a large tilt. Hellman et al. [70] proposed that the interface energy is re-
duced via the tilt because of the ionic nature of the interface bonds. The tilt calculated
by these authors (0.55Æ) is within the range of the values determined in the present
work, but certainly more experimental effort is required to resolve this issue.
Furthermore, two interesting observations are made when taking x-ray rocking curves
of GaN(1100)/γ-LiAlO2(100) samples from different azimuths. First, the width !sub
of the substrate peak increases from 0.1Æ to 0.3Æ when the x-ray beam is oriented along
the GaN[1120] and GaN[0001] directions, respectively. This broadening originates in
strain–induced wafer bending. The radii r of curvature along these crystallographic
directions can be estimated from l = r!sub where l  0.5 cm is the size of the x-ray
beam spot on the sample. From r we calculate the in-plane stresses [102] of the epilayer
and arrive at values of 1.2 GPa and 0.4 GPa along [0001] and [1120]. These values are
in fair agreement with the stress values obtained from the stress-strain tensor, taking
the out-of-plane strain deduced from the high resolution x-ray diffraction scan and
assuming that the in-plane strain of the layer is solely due to the thermal mismatch to
the substrate. Second, also the peak widths !epi of the epilayer peak depend strongly
on azimuth. After correction for substrate curvature, we obtain !epi=0.22Æ parallel
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Figure 5.5: Raman spectra of 1.5 m thick GaN(0001)/6H-SiC(0001) and GaN(1100)/γ-LiAlO 2(100)
films. Asterisks refer to peaks originating from the substrate. ’x’, ’y’ and ’z’ correspond to the [1120],
[1100] and [0001] directions, respectively. Note the vanishing intensity of the E2 phonon mode in the
second geometry in (b).
to GaN[0001] and !epi=0.85Æ parallel to GaN[1120]. This anisotropy in mosaicity
evidences an anisotropic defect structure.
5.3 Raman scattering
The vibrational properties of GaN(0001) and GaN(1100) at room temperature are ex-
amined by Raman scattering using the 514.5 nm line of an Ar+ ion laser in the backscat-
tering geometry
Fig. 5.5 shows Raman spectra of GaN(0001) and GaN(1100) epilayers. The GaN(0001)
sample in (a) is examined such that polarizer and analyzer are parallel. We observe
the same spectrum, which is dominated by the E2 phonon mode, in all in-plane ori-
entations since the sample is isotropic within the growth plane. The position of the
E2 mode at 566 cm 1 corresponds to a tensile biaxial strain of 0.1% within the growth
plane according to Eq. (2.12).
The GaN(1100) plane is anisotropic and therefore three different in-plane geometries
are employed [Fig. 5.5(b)]. In the first two scans, polarizer and analyzer are parallel
but the directions of both are rotated by 90Æ around the surface normal. In the third
scan, polarizer and analyzer are normal to each other. There are no published Raman
data on γ-LiAlO2, so first the surface and the edges of a bare γ-LiAlO2(100) substrate
are scanned. This procedure allows us to identify the γ-LiAlO2(010) face which is
equivalent to the known γ-LiAlO2(100) substrate surface. Thus, an in-plane orienta-
tion of overgrown substrates is obtained. Next, the Raman peaks originating from the
GaN(1100) epilayer are investigated and compared with the GaN(0001) data.
The in-plane orientation of the c-axis in GaN(1100) is seen from the top two scans in
Fig. 5.5(b). In the top scan the E2 mode is present while it is absent in the second
scan. Thus, the c-axis is perpendicular to polarizer and analyzer in the top scan. This
finding also indicates the phase purity of our samples, as GaN(0001) contributions
would lead to a non-vanishing E2 signal in both geometries. Our relative phonon line
intensities in all three scans are consistent with the selection rules for the (1100) plane.
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They are in fact almost identical to those obtained by Azuhata et al. who examined
the GaN(1100) cleavage plane of a 100 m thick GaN(0001) epitaxial film. [103] The
excellent agreement between their data and our data is further evidence for the phase
purity of the samples. The position of the E2 phonon line at 572.5 cm 1 is a direct
measure of the strain in the layers. As an estimate, we obtain a compressive hydrostatic
strain of  0.3% according to Eq. (2.12). This strain state is at least partially due to the
thermal mismatch of GaN(1100) and γ-LiAlO2(100), which is compressive along both
in-plane directions [010] and [001] of γ-LiAlO2(100).
Additionally, the Raman experiments evidence the in-plane orientation of the epilayer
with respect to the underlying substrate. It has been found that the two optical axes
γ-LiAlO2[001] and GaN[0001] are normal to each other. As we also know that the c-
axis of GaN lies in the interface, we deduce that GaN[1120] is normal to γ-LiAlO2[010].
Thus, we obtain exactly the orientational relationship given in Fig. 4.1(b).
5.4 Ellipsometry and Photoluminescence
The combination of spectroscopic ellipsometry (SE) and photoluminescence (PL) al-
lows the investigations of three optical properties: reflection (SE), absorption (SE) and
emission (PL). These properties are coupled and it is thus instructive to examine the
results in a single section.
Wurtzite GaN has a direct band gap of 3.46 eV at room temperature and 3.51 eV at liq-
uid helium temperature. [81] However, the strain state shifts the band gap according
to Eq. (2.11) such that a blue-shift or a red-shift is observed for compressive or tensile
strain, respectively. The effective masses for electrons and heavy holes are 0.2 m0 and
around 1 m0, respectively. [104] These masses lead to a binding energy of 25 meV for
the free A exciton. However, this value is only approximate due to the scatter in ef-
fective heavy holes masses reported. [53] Activation energies for donors and acceptors
are around 30 meV and 150 meV in the hydrogen model since the relative dielectric
constant amounts to 9.77 directly at the GaN band gap. [105] At room temperature,
these energies lead to a large fraction (about 50%) of ionized donors and a relatively
low fraction (about 1%) of ionized acceptors.
Set-ups for spectroscopic ellipsometry and photoluminescence For SE, a Hg lamp
is used with an incident angle of 70Æ normal to the sample surface. Measurements are
carried out at room temperature. For PL, the samples are excited by the 325 nm line of a
50 mW He-Cd laser and the luminescence is dispersed by a grating with 600 lines/mm
and detected by a liquid nitrogen cooled CCD camera. The data are carefully cor-
rected for the spectral dependence of the set-up. The excitation density is adjusted by
neutral density filters and measured using a calibrated powermeter. If not otherwise
stated, the excitation intensity is 0.1 W cm 2. The sample is mounted on the cold fin-
ger of a cryostat whose temperature can be varied in the range from 5 to 500 K. Great
care is taken in order to provide reproducible measurement conditions for comparison
of different measurements. This issue is addressed using a reference sample with is
mounted side-by-side with the other samples.
Spectroscopic ellipsometry at 300 K SE measures the complex index of refraction
n˜ = n + i. It offers a number of advantages which makes it ideal as a routine char-
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Figure 5.6: Complex pseudo-refractive index n˜ = n + i for (a) GaN(0001)/SiC(0001) and (b)
GaN(1100)/γ-LiAlO2(100) as determined by SE.
acterization. It is a non-destructive and fast thickness measurement technique, gives
information on the morphological and optical quality and can be used to extract chem-
ical compositions.
Figure 5.6 shows n and  for GaN(0001) and GaN(1100) samples. For photon energies
below the band gap of GaN the epilayer is transparent. The measurement thus yields
a pseudo-refractive index which is modulated by interference fringes due to the finite
thickness t of the epilayer forming a cavity between air and substrate. The spectral
positions Em of constructive interferences
2t
p




depend only on the angle of incidence ’ and the order m of the interference. Since
the absolute orders m of the interferences are unknown we first solve for t = t(m, Em).
This expression relates the spectral positions Em of the constructive interferences with
their absolute order and the sample thickness t. The correct choice of the lowest-
energy interference will minimize the scatter in t which is thus obtained using a simple
least-square fitting routine. For the data in Fig. 5.6 thicknesses of (244946) nm and
(151341) nm are determined for (a) and (b), respectively.
Furthermore, interference fringes directly offer a measure of the morphological qual-
ity of the sample. A smooth surface leads to well-resolved fringes whereas they are
damped by surface roughness. Higher order interferences disappear first as they rely
on the constructive interference of shorter wavelengths than the lower order interfer-
ences.
One can clearly see that the imaginary part , describing absorption, does have differ-
ent absolute values for GaN(0001) and GaN(1100). We have to note that below the band
gap of the epilayer the measurement basically reflects the absorption of the substrate
or even the sample holder. This fact dominantly affects  as it describes the absorption
of the total epilayer/substrate/holder stack in this spectral range.
Chemical and optical information is gained close to and above the band gap. The en-
ergy position provides information on the composition. Disorder and impurities result
in an Urbach tail in absorption and thus significant deviations of from zero below the
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Figure 5.7: PL spectra at 300 K of (a) GaN(0001)/6H-SiC(0001) and (b) GaN(1100)/γ-LiAlO 2(100) epi-
layers at excitation densities of 0.1 W cm 2. Note the red-shift of 22 meV of the emission (PL) relative to
absorption (SE) in the inset.
band gap. Above the band gap, absorption due to free carrier and the exciton contin-
uum sets in. Directly at the band gap, absorption is enhanced by the excitonic reso-
nance. The broadening of this excitonic resonance is determined by disorder present
in the samples. The GaN(0001) sample exhibits this excitonic absorption feature at
3.42 eV and is thus of higher optical quality than the GaN(1100) sample. Bearing in
mind the exciton binding energy of 25 meV, the band gap is red-shifted by 15 meV
which originates from the 0.15% tensile strain induced by the thermal mismatch to the
SiC substrate [Eq. (2.11)].
PL at 300 K Spectra of GaN(0001) and GaN(1100) samples at room temperatures are
given in Fig. 5.7. For the GaN(0001) sample in (a) emission is observed at 3.40 eV
(45 meV width) whereas the GaN(1100) sample emits at 3.42 eV (90 meV width). The
difference of 20 meV in transition energies is related to the different strain states in
these samples. The GaN layers are under different strain states due to the different
thermal expansion coefficients of the SiC(0001) and γ-LiAlO2(100) substrates. In fact,
the strains as determined from the PL peak positions [Eq. (2.11)] are in excellent agree-
ment with the strains determined by XRD and Raman experiments.
For the GaN(0001) sample, the emission is excitonic. The inset in Fig. 5.7(a) shows
both the PL and the imaginary part  of the refractive index. The emission peak is red-
shifted by 22 meV with respect to excitonic resonance in . The latter is proportional
to the absorption coefficient  = E=(h¯c) with the photon energy E. The red-shift is in












which relates the absorption (h¯!) to the spontaneous emission Rsp(h¯!) for photon
energies E = h¯!. The emission is the product of the Lorentzian shaped absorption
with the Boltzmann tail of the Fermi distribution. This yields an emission peak which
is red-shifted by about kT (25 meV at 300 K) with respect to the absorption peak.
A similar peak occurs for the LO-phonon replica [denoted by ’LO’ in Fig. 5.7(a)] at
the lower energy side of the PL emission. The observed separation of 60 meV is in
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Figure 5.8: PL spectra at 5 K of (a) GaN(0001)/6H-SiC(0001)and (b) GaN(1100)/γ-LiAlO 2(100) epilayers
at excitation densities of 0.1 W cm 2.
agreement with Eq. (5.2) when using an LO-phonon energy of 92 meV.
The broad band emission around 2.2 eV is almost always observed in GaN and is called
the ’yellow luminescence’ (YL) as it results in a yellowish visual impression. This emis-
sion is defect related as it is easily saturated with increasing excitation density. The
origin of the YL is still controversially discussed in the literature. At present, it is be-
lieved that the involved transition involves a shallow donor and a Ga vacancy. [106]
This belief is reasonable for two reasons. First, as-grown GaN always has a n-type
background concentrations due to impurities such as Si and O which act as shallow
donors. Second, the Ga vacancy is reported to be the most favorable intrinsic point
defect in n-type GaN. [107] It is observed that the material at dislocations correspond
to regions with enhanced YL. [108] While dislocations are reported to be electrically in-
active, [109] the local strain field near a dislocation attracts intrinsic and extrinsic point
defects (Cotrell atmosphere) [110] which are responsible for the enhanced YL.
PL at 5 K Spectra of GaN(0001) and GaN(1100) samples at 5 K are shown in Fig. 5.8.
The GaN(0001) sample emits at 3.455 eV (10 meV width) whereas the GaN(1100) sam-
ple peaks at 3.47 eV (23 meV width). The blue-shift of 50 meV with respect to the
300 K measurements agrees well with the change in band gap between these tempera-
tures. However, the emission does no longer stem from free excitons. Instead, excitons
are bound to impurities, most likely to a neutral donor because of the n-type back-
ground carrier concentration. According to Haynes rule the exciton binding energies
are around 10 to 20% of the impurity binding energy which is approximately 30 meV
for hydrogen-like donors. This implies a exciton binding energy around 5 meV which
is large enough for localization at 5 K.
Apart from the defect related YL, a weak donor-acceptor pair recombination is detected
around 200 meV below the GaN band gap in agreement with the sum of donor and
acceptor binding energies (see above).
Quantum efficiency and comparison with other growth methods The integrated spec-
tral intensities of GaN(0001) and GaN(1100) are about equal demonstrating that the
quantum efficiency of these samples are very similar, despite the rather different defect
densities and types present as determined from XRCs. The different defect densities,
however, result in substantially broader emission from the GaN(1100) samples.
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The set-up used here cannot measure the photoluminescence intensity in absolute
units. Thus, we can only compare quantum efficiencies of the samples grown by
PAMBE presented here with the samples investigated in the same set-up under the
same conditions. These samples are the GaN films already used in the database for
GaN(0001) nucleation optimization. It is found that the quantum efficiencies of the
best samples are comparable although they are grown by different growth techniques.
However, the linewidths of the samples grown with PAMBE are still larger than those
of MOVPE grown samples which exhibit values around 35 meV and 5 meV at 300 K
and 5 K, respectively. The low-temperature linewidth is very sensitive to disorder
present in the GaN layer. Consequently, we conclude that the degree of disorder is
larger in MBE grown samples than in their MOVPE counterparts. This finding is prob-
ably due to the lower total density of point defects in the high-temperature MOVPE
grown GaN films.
One may expect that lowering the substrate temperature from 750ÆC to 700ÆC to
achieve smoother growth fronts has a detrimental effect on the photoluminescence
properties of the samples as the density of point defects may increase. However,
we did not observe significantly smaller photoluminescence intensities or larger
linewidths during structural optimization of the buffer layer.
5.5 Capacitance-voltage profiling and Hall measurements
Control of the carrier concentration is vital for many semiconductor devices. A (light-
emitting) diode requires a well-defined pn-junction for operation whereas a field-effect
transistor cannot operate in the presence of parasitic parallel channels.
The background carrier concentration is measured both by capacitance-voltage (CV)
profiling and Hall-effect measurements. In the case of CV profiling, a dc voltage is ap-
plied to the sample via a Hg probe thus altering the surface depletion depth. The local
carrier concentration at the depletion depth is determined by adding a small ac voltage
to the dc voltage. Hence, a depth profile of the carrier concentration is obtained. For
typical carrier concentrations of n=1017 cm 3 the depletion depth is around 100 nm.
Hence, CV profiling is sensitive to the local carrier concentration close to the sample
surface. In contrast, Hall-measurements yield the total free carrier concentration av-
eraged over the total sample thickness. Thus, the use of semi-insulating substrates is
necessary in order avoid parasitic conductance in the substrate. Here, the van-der-
Pauw geometry is employed with In as ohmic contacts.
Poor agreement of CV and Hall measurements is found. While the CV measurements
yield carrier concentrations down to the low 1016 cm 3 range, the Hall measurements
return carrier concentrations around 1018 cm 3 and mobilities of 90 cm2/Vs almost
independent of growth conditions. This discrepancy is explained by secondary ion
mass spectrometry (SIMS). Figure 5.9(a) shows the Si depth profile for a GaN layer
grown on SiC. The Si concentration only gradually decreases from the SiC substrate
In SIMS, the sample is bombarded in vacuum by a beam of primary ions having typical energies
around 10 keV. As a result, particles are sputtered from the sample surface, some of which are in the
form of secondary ions. By monitoring the intensity as a function of time a depth profile of individual
atomic species is obtained.
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Figure 5.9: (a) SIMS depth profile of the Si and Ga concentration of a 1.1 m thick GaN(0001) epilayer
grown on SiC. Note the significant increase of the Si concentration to around 1019 cm 3 close to the
GaN/SiC interface. The spurious increase in Si close to the sample surface results from surface contam-
ination. (b) Arrhenius plot of the carrier concentration from CV profiling of 1 m thick GaN(0001) films
vs Si cell temperature. The solid line corresponds to a fit with a Boltzmann function (E=2.5 eV).
into the GaN epilayer. This excess Si originates from the fractional monolayer of Si
which exists on the substrate surface before growth. [73] Si acts as a shallow donor
in GaN, hence, a heavily ( 1018 cm 3) n-type doped layer is formed close to the
substrate interface. The Hall measurement integrates over the total sample thickness.
The measured mobility thus corresponds mainly to this highly doped layer. [111] In
contrast, CV profiling is insensitive to this layer and is therefore used here to determine
the actual carrier concentration.
These results have two important consequences. First, the n-type doping level can be
controlled over a wide range of values which is important for the successful realiza-
tion of the n-type region of a diode. Second, a low n-type background is required in
order to enable generation of free holes. Acceptors in GaN such as Be and Mg suffer
from the large activation energy around 150 meV and the difficulties in incorporating
them into the GaN matrix. Here, the background carrier concentration of nominally
undoped GaN is sufficiently low for the successful p-type doping which is required for
realization of bipolar devices like light-emitting diodes.
The results of this and the previous Chapter constitute a firm base for the reproducible
growth of GaN buffer layers. In the following Chapters, heterostructures grown on
these buffer layers are investigated. We will start with GaN/(Al,Ga)N MQWs as these
structures are free of compositional fluctuations.
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6 GaN/(Al,Ga)N multiple quantum wells and the role of
crystal orientation on emission
This Chapter treats GaN/(Al,Ga)N multiple quantum wells (MQWs) grown on
GaN(0001) and GaN(1100) buffer layers. First, we investigate growth and structural
properties of (Al,Ga)N epilayers and of GaN/(Al,Ga)N heterostructures. Second, the
impact of different crystal orientations on radiative recombination in GaN/(Al,Ga)N
MQWs is demonstrated for the first time. Experimental evidence is given that M-plane
oriented wells are free of internal electrostatic fields. Third, the in-plane polarization
of the emission from these structures is studied. The results are in excellent qualitative
and quantitative agreement with theoretical predictions.
6.1 Growth and structural investigation of GaN/(Al,Ga)N het-
erostructures
In this section, we examine both thick (Al,Ga)N layers and GaN/(Al,Ga)N MQWs. It
will be shown that the (Al,Ga)N solid phase composition directly follows the gas phase
composition. Then, it is demonstrated that the structural parameters of GaN/(Al,Ga)N
MQWs are accurately determined using XRD.
Solid phase versus gas phase We investigate the dependence of the Al content of
the (Al,Ga)N solid phase on the Al content in the gas phase. For this purpose, four
500 nm thick (Al,Ga)N layers are deposited directly on SiC(0001). Except for the Al
flux, the samples are synthesized under identical conditions at a substrate temperature
of 700ÆC. The Al content xs in the (Al,Ga)N solid phase is determined by XRD analo-
gous to the procedure given in chapter 3. The Al content xg=Al=(Al +Ga) in the
gas phase is given by the individual beam fluxes Ga and Al of Ga and Al, respec-
tively. These fluxes are determined from RHEED intensity oscillations of GaAs and
AlAs grown on GaAs(001) substrates employing the same effusion cells in the same
MBE system.






















GAS PHASE Al CONTENT
Figure 6.1: Al content of 500 nm thick (Al,Ga)N layers versus the Al content of the gas phase. The
former is measured by XRCs, the latter is determined RHEED intensity oscillations of GaAs and AlAs.
The solid line represents equal solid and gas phase Al contents.
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Figure 6.2: Experimental (circles) and simulated (solid line) XRCs across (a) the symmetrical (0002)
and (b) the asymmetrical (1015) reflection with glancing incidence of a 20 period GaN/(Al,Ga)N MQW
grown on GaN(0001)/SiC(0001). Satellites of n th order are denoted ’n’.
Figure 6.1 shows the Al content of the (Al,Ga)N solid phase for these four samples
as a function of the corresponding gas phase Al content. The graph also contains the
boundary conditions (xg = 0, xs = 0) and (xg = 1, xs = 1). A linear relation of solid
and gas phase Al content with a slope of unity is obtained. This finding evidences
that the solid phase composition of (Al,Ga)N layers grown at 700ÆC is equal to the
corresponding gas phase composition. Hence, segregation of either Ga or Al, if any,
is negligible. However, at significantly higher substrate temperatures, Ga desorption
occurs, leading to a higher Al content in the solid phase than in the gas phase.
GaN/(Al,Ga)N MQWs The growth direction has a substantial impact on the forma-
tion of electrostatic fields in wurtzite nitride heterostructures [Chapter 2]. In par-
ticular, C-plane quantum wells are subject to large fields whereas M-plane quantum
wells are predicted to be free of these fields. GaN/(Al,Ga)N MQW represent an ide-
ally suited model system to study internal electrostatic fields as reported by several
authors. [17–20] However, all of these reports are exclusively based on variations in
thicknesses and/or composition of C-plane MQWs. The availability of GaN(1100)
adds a new degree of freedom which we exploit here by comparing identically de-
signed GaN/(Al,Ga)N MQWs in both the C-plane and the M-plane orientation.
The samples are grown under metal-stable conditions at a substrate temperature of
700ÆC for maintaining a smooth growth front. In the next paragraphs, it will be out-
lined how the individual thicknesses and compositions of MQWs are extracted from
x-ray rocking curves (XRCs). Symmetric and asymmetric scans are performed. The
latter is carried out in glancing incidence and steep exit since the superlattice peaks
have a larger angular spacing for glancing incidence [47] and are thus more accurately
resolved. The algorithm for extracting structural parameters is analogous for C-plane
and M-plane wells and will therefore be discussed only for the former orientation.
Figure 6.2 displays scans around the symmetric (0002) reflection and the asymmet-
ric (1015) reflection of a (0001) oriented sample together with simulations based on
dynamical diffraction theory. Satellite peaks up to third order are visible in both ge-
ometries. The peak widths of GaN(0001) buffer and satellite peaks are comparable
demonstrating the absence of additional dislocations in the MQW. This finding indi-
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cates a coherently grown superlattice.
Direct kinematical analysis Determination of the period P of the MQW is, in princi-
ple, identical to the determination of lattice constants. Both the MQW and the crystal
exhibit a periodic structure along the growth direction. An exact analytic expression
for P can only be given for symmetric reflections. In this geometry, P is calculated from
the absolute angular positions n of satellites of nth order by
P =

2 (sinn+1   sinn)
(6.1)
where  is the x-ray wavelength. This expression follows directly from Bragg’s law
and is used throughout in the present work.
The average in-plane and out-of-plane lattice constants a, and, respectively c of the
MQW stack are calculated from the positions of the zeroth order satellite peaks. This
procedure is analogous to the algorithm for a single layer which is discussed in chapter
3. The lattice constants aGaN and cGaN of the GaN buffer are determined in the same
way. In the present case, we find aGaN = a. This finding evidences a coherently grown
MQW. Finally, we determine the average Al content x of the superlattice similarly to
the case of epilayer as discussed in Chapter 3.
It is important to note that up to this point no assumptions about the actual composi-
tion depth profile are made. It is generally supposed that abrupt metallurgical inter-
faces are formed at the intented positions (i. e., segregation is absent). Below it will
be demonstrated that this supposition is well-justified for GaN/(Al,Ga)N MQWs. The
Al content x of the barriers and the individual thicknesses dGaN of wells and dAlGaN
of barriers are calculated from the deposition times tAlGaN for (Al,Ga)N and tGaN for







, P = tAlGaN ( GaN +  AlN)+ tGaN  GaN (6.2)
with the growth rates  AlN and  GaN (in units of length per time) for pure AlN and
GaN, respectively.  denotes the ratio VALN=VGaN of the unit cell volumes of GaN





















4x(1 + γ)(  1)
[1 + xγ+ x(1 )]2
#
(6.4)






The error of this approximation is below one percent in most circumstances such as,
e.g., GaN/(Al,Ga)N MQWs. The individual thicknesses of barriers and wells readily
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Figure 6.3: Investigations of the interface quality of GaN/(Al,Ga)N superlattices. (a) High resolution
-2 XRD scans in conjunction with dynamical simulation (open squares: experiment, solid line: dy-
namical simulation). Satellites of nth order are denoted ’n’. The inset shows a magnified portion
around the zeroth order satellite peak. (b) HREM image along the [1120] azimuth.
for the thickness of the (Al,Ga)N barriers. In principle, one should also incorporate
the dependence of  on the Al content x in these equations. Then, however, analytical
expressions do not exist any more such that a numerical analysis has to be performed.
A more elegant method is provided by an indirect analysis of the peak positions via
dynamical simulation of the diffraction profiles.
In the present case, we obtain thicknesses of 4.25 nm and 15.25 nm for well and barrier,
respectively. The Al content of the barrier is found to be 14.5%. This set of parameters is
also used for the dynamic simulation in Fig. 6.2. Good agreement of the peak positions
of data and simulation is found for both geometries.
Up to this point, only XRCs have been employed for structural investigation. However,
additional high-resolution -2 scans should be performed for the following reasons.
First, the accurate determination of layers thicknesses from XRCs, as done above, suf-
fers from the considerable broadening of all reflections. Second, it has to be noted in
this context that the satellite peak positions only reflect x and P. Any set of parameters (x,
dGaN, dAlGaN) yielding the same set (x, P) will result in perfect agreement of simulated
and measured peak positions. In contrast, only a unique set (x, dGaN, dAlGaN) will also
lead to agreement of the high-resolution -2 scan peak intensities. Third, the interfacial
quality of the structure remains undetected in XRCs, as any broadening induced by
interface roughness is small compared to the mosaicity of the structure. We thus resort
to high resolution -2 scans for examining the geometric perfection of these periodic
structures.
Figure 6.3(a) displays a high-resolution    2 scan around the symmetric GaN(0002)
reflection of a different GaN/(Al,Ga)N sample. The kinematical analysis of XRCs of
this structure reveals a coherently grown superlattice (aGaN = a) with well and barrier
thicknesses of 7.02 nm and 14.83 nm, respectively, and an Al content of 12.1%.
We now compare experimental and simulated peak intensities. The broadening of the
GaN(0002) epilayer peak in q
k
direction (typically around 150 arcsec) is larger than
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that of the substrate (around 30 arcsec) due to the presence of screw type dislocations
(see the last Chapter). However, the simulation assumes that the crystal is free of im-
perfections. Thus, we have to normalize the simulation to the GaN(0002) reflection
if we want to compare experimental and theoretical peak intensities of the superlat-
tice. We find excellent agreement of the experimental and simulated peak widths and
intensities. This finding evidences an accurate determination of the structural MQW
parameters. In particular, segregation of Al or Ga, if any, is indeed negligible in these
structures.
The inset in (a) shows a magnified portion of the profile around the zeroth order satel-
lite peak. Clear interference fringes are seen in the experiment with only little damping
compared to the ideal case represented by the simulation. This observation demon-
strates the very high crystal perfection along the growth direction with sharp and
abrupt interfaces and homogeneous barrier material.
Cross-sectional HREM We now investigate the configuration of the MQW interfaces
in real space on an atomic scale. Cross-sectional high-resolution transmission electron
microscopy (HREM) is ideally suited for such an experiment as it exhibits a spatial
resolution better than typical atomic separations. Furthermore, HREM delivers local
information and is thus complementary to x-ray diffraction which integrates over a
large spatial scale.
Smooth and well-defined GaN/(Al,Ga)N interfaces are seen in the cross-sectional
HREM image [Fig. 6.3(b)]. Furthermore, no disorder can be detected in the (Al,Ga)N
barriers. These microscopic results are in perfect agreement with the conclusions
drawn from macroscopic x-ray diffraction and confirm to the high structural perfec-
tion of these samples.
6.2 Role of crystal orientation on emission from GaN/(Al,Ga)N
MQWs
In this section, we investigate the recombination from identically designed C-plane
and M-plane quantum wells.
Band diagrams of identically designed C-plane and M-plane MQWs GaN/(Al,Ga)N
MQWs having 15 periods are grown coherently on GaN(0001) and GaN(1100) buffer
layers. The samples are grown under nominally identical growth conditions. The
MQWs consist of 5 nm wide GaN wells embedded in 10 nm wide Al0.1Ga0.9N barriers
as confirmed by high-resolution XRD.
Band diagrams of these samples at 5 K are calculated by self-consistent simultaneous
solutions of the Poisson and Schro¨dinger equations in the effective mass approxima-
tion. Recent sources taken for the materials parameters of GaN and Al0.1Ga0.9N (Tab.
6.1) are used in these calculations for a reliable comparison of experiment and simula-
tion. The effective masses of Al0.1Ga0.9N are linearly interpolated between GaN and
AlN. The band gap of Al0.1Ga0.9N takes into account both the tensile strain and a bow-
ing parameter of 1 eV. [105] The GaN/AlN conduction band offset at the GaN/AlN is
known to depend on the actual strain state of GaN and AlN. [26] For AlN coherently
grown on relaxed GaN, a conduction band offset of 70% of the total band gap difference
of GaN and AlN is reported [26, 112, 113] which is used here. The background doping
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Table 6.1: Material parameters of GaN and AlN used for the self-consistent Poisson-Schro¨dinger calcu-
lations. "r denotes the relative dielectric constant. For (Al,Ga)N the linearly interpolated values of GaN
and AlN are taken.
me=m0 mh=m0 "r Eg (eV)
GaN 0.19 1 9.77 3.51
Al0.1Ga0.9N 0.20 1 9.65 3.66
level is set to 1017 cm 3 in both samples. The band diagrams are presented in Fig. 6.4.
The C-plane wells [Fig. 6.4(a)] exhibit strong electrostatic fields of around 1 MV/cm
resulting in a red-shift of 140 meV with respect to the field-free M-plane sample [Fig.
6.4(b)]. Furthermore, the electron-hole wavefunction overlap in the C-plane wells is
strongly reduced compared to the M-plane wells.
Transition energies and decay times The structures under investigation are studied
by cathodoluminescence (CL) and time-resolved PL (TRPL) in order to determine the
transition energies and the decay times experimentally. All measurements are carried
out at 5 K.
CL is carried out with an Oxford Mono CL 2. A high lateral resolution is achieved in
the spot excitation mode (fixed position of the electron beam) which reduces the broad-
ening on transitions due to lateral inhomogeneity of the wells. The kinetic energy of
the exciting electron beam is kept at comparably low values of 5 keV in order to further
minimize the excited sample volume to lateral dimensions below 100 nm. The electron
current is 1 nA. The luminescence is collected by a lens, dispersed by a monochroma-
tor and collected by a nitrogen-cooled photomultiplier or a cooled CCD. The spectral
resolution is better than 0.5 nm.
TRPL is performed using a frequency-tripled Ti:sapphire laser with an excitation en-
ergy of 4.89 eV, a pulse fluence of 1 nJ/cm2 and a repetition rate of 76 MHz. The
pulse width is around 400 fs. The luminescence is collected by a lens, dispersed by a
22 cm monochromator (600 lines/mm grating) and focussed onto the photocathode of
a streak camera tube which is operated in synchroscan operation. The streak images




































Figure 6.4: Calculated band profiles of (5 nm GaN)/(10 nm Al0.1Ga0.9N) MQWs grown along (a) [0001]
and (b) [1100]. These profiles are obtained by self-consistent effective mass Schro¨dinger-Poisson calcu-
lations. The transition energies given take into account both strain and Coulomb interactions.
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Figure 6.5: Impact of electrical polarization on the emission energy and decay time of
(5 nm GaN)/(10 nm Al0.1Ga0.9N) MQWs. CL (a) and TRPL data (b) demonstrate a red-shift of the
emission energy and prolonged decay times of C-plane wells with respect to M-plane wells.
are recorded by a cooled CCD array. The time-resolution of the set-up is better than
5 ps.
The results of these measurements are shown in Fig. 6.5. The transition energy for the
C-plane oriented wells is around 3.36 eV whereas the wells grown on M-plane GaN
emit at 3.48 eV [Fig. 6.5(a)]. The width of the CL bands of about 50 meV is likely to
originate from well-width fluctuations and the presence of localized states induced by
interface roughness. The spectra are modified by thickness interference fringes.
Taking into account the different thermal stresses after cooling (calibrated by the 300 K
PL peak position of GaN buffer layers) we find that the C-plane wells emit 90 meV be-
low the GaN(0001)/SiC(0001) band gap, while the M-plane wells emit 10 meV above
the GaN(1100)/γ-LiAlO2(100) band gap. Both energies are in very satisfactory agree-
ment with the self-consistent Schro¨dinger-Poisson calculations of Fig. 6.4. In particular,
while the transition energy of the M-plane wells results solely from quantum confine-
ment (flat-band conditions), we have to take into account the strong electrostatic fields
present for the C-plane wells.
The impact of electric fields on the electron-hole wavefunction overlap is directly visi-
ble from the TRPL measurements at 5 K [Fig. 6.5(b)]. The striking difference between
the decay times for M-plane (450 ps) and C-plane (5.8 ns) wells is a direct manifesta-
tion of the presence of electric fields in the C-plane wells. At this low temperature, we
can safely assume that the measured decay time corresponds to the radiative lifetime.
Depending on the (still poorly known) material parameters, we arrive at 10–100 times
longer radiative lifetimes for the C-plane wells, which is in fair agreement with the
experiment.
Lateral fields in M-plane wells It is important to discuss the impact of interface rough-
ness [see the GaN(1100) surface morphology in Fig. 5.1(b)] on the formation of lateral
electrostatic fields in these M-plane oriented wells. At each step the polarization [0001]
changes according to the in-plane direction of the step edge leading to maximized
sheet charges (with density identical to the interface charges of [0001] oriented wells)
for steps running normal to [0001] and no sheet charges for steps running parallel
to [0001]. These sheet charges lead to lateral electrostatic fields. One can estimate
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the magnitude of these lateral fields by a simple geometric argument. The separation
of steps normal to [0001] is more than one order of magnitude larger than the well
width. In this case, the lateral field strength is determined by the sheet charge density
at the step averaged over the well thickness. This averaged sheet charge density is un-
der usual circumstances more than one order of magnitude smaller than the interface
charge density in [0001] oriented well. The same argument applies to the lateral fields
which can thus be safely neglected when compared to the vertical ones.
Quantum efficiencies at room temperature It has been shown above that at 5 K the
radiative decay time of C-plane wells is larger than the radiative decay time of iden-
tically designed M-plane wells. At elevated temperatures, additional competing non-
radiative recombination channels exist. These non-radiative recombination channels
strongly affect the quantum efficiency. For a given non-radiative decay time, the quan-
tum efficiency is approximately inversely proportional to the radiative decay time.
This expectation is indeed observed in the present study. While strong emission is
detected for the M-plane wells even at 300 K, the PL signal from the C-plane wells
is extremely weak at this temperature. This finding is in perfect agreement with the
report of Deguchi et al. using commercial LEDs produced by Nichia. [114]
In-plane polarization of spontaneous emission A strong polarization of the optical
transitions is expected in M-plane oriented structures from the known valence band
structure of wurtzite GaN. [115, 116] Bulk GaN has been reported to obey the theoreti-
cal predictions of an in-plane PL polarization of the M-plane. [117] For GaN(0001) films
it is—in principle—possible to study the polarization anisotropy of the GaN(1100)
plane by investigating the edges of thick samples. This procedure requires consid-
erably thick samples and thus fails for investigations of typical MQW structures where
a reduction in polarization has been predicted by the finite thickness of the wells.
[116] An ideal solution is therefore the use of M-plane MQW where the polarization
anisotropy is easily accessible in back-scattering geometry.
PL measurements are carried out at 5 K under continuous wave excitation by the
334 nm (3.71 eV) line of an Ar+ ion laser with an excitation density on the order of
10 W/cm2. The PL polarization is analyzed using a UV polarization foil in front of a
2 m high-resolution spectrometer. The detecting system consists of a photomultiplier
combined with a single photon counting unit. The experimental data are carefully cor-
rected for the polarization dependence of the setup. The PL spectra are measured in
back-scattering geometry, varying the analyzer angle  from 0Æ to 180Æ. In the case of
the M-plane sample, an angle of 90Æ is defined to be perpendicular to the [0001] axis.
Figure 6.6 displays the polarization-dependent low temperature PL spectra and the
polarization degree of the samples. In both cases, we observe a single PL band in the
spectral range recorded. The transition energy for the C-plane sample (a) is 3.40 eV
whereas the M-plane sample (b) emits at 3.45 eV. While the transition energy of the
M-plane sample is consistent with that expected for localized excitons in a wide GaN
QW, the red-shifted emission of the C-plane sample is a consequence of the presence
of strong electrostatic fields. [17] The larger width of the PL bands (about 80 meV)
with respect to the CL spectra (see above) is most probably due to the larger spatial
dimensions (around 100 m) of the polarization dependent PL measurements. For
the M-plane MQW, the extrema of the interference fringes are located at slightly dif-
ferent energy positions for different polarization angles, resulting from the different
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Figure 6.6: Polarization-dependent PL spectra and polarization degree of (a) [0001] and (b) [1100]
MQWs at 5 K. The individual measurements of the [1100] sample are taken in steps of =15Æ. The
PL of the [0001] sample is umpolarized within the measurement accuracy. Thus, only two spectra,=0Æ
and =90Æ, are shown in (a). The insets display a schematic sketch of the measurement geometry and
sample orientation.
refractive indices for light polarized parallel and perpendicular to the [0001] axis. This
interpretation is confirmed by reflectance spectroscopy (not shown here).
Care has been taken in these high-resolution measurements to avoid scattered laser
light distorting the high-energy part of the spectra and thus influencing the polariza-
tion dependence. Obviously, the emission of the C-plane sample is unpolarized within
the measurement accuracy of 2%. In contrast, the emission of the M-plane sample is
















intensities polarized perpendicular and parallel to the c-axis, respectively. The weak
modulation of the polarization degree is caused by the thickness interference fringes,
mentioned above. For both samples, we do not detect any significant spectral shift of
the PL when tuning the polarization angle.
To study the dependence of the emission intensity on polarization angle for the M-
plane sample in more detail we plot the spectrally integrated PL intensity (Fig. 6.7),
averaging over the interference effects. The sin()2-fit (solid line) agrees excellently
with the experimental data (squares). This finding confirms the exact orientation of
the [0001] axis in the growth plane.
The polarization of the spontaneous emission is determined by the interband dipole
matrix elements, which in turn follow the selection rules arising from the valence band
structure of wurtzite GaN. For the optical recombination of excitons, the discussion
can be restricted to the  -point (k = 0). Here, the A-exciton states (heavy hole) with a
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Figure 6.7: Spectrally integrated 5 K PL intensity of the [1100] GaN/(Al,Ga)N MQW as a function of
polarization angle . The sin()2-fit (solid line) agrees very well with the experimental data (squares).
An angle of 90Æ describes the case of light polarized perpendicular to [0001].
projection jz =  32 of the total angular momentum on the [0001] axis consist only of px
and py orbitals and are totally  polarized (E ? c) (x and y are chosen again along the
[1120] and [1100] directions). For B- and C-excitons  polarized transitions are com-
parable in intensity as transitions with  polarization (E k c) since the corresponding
states are composed of all three p components.
For unstrained bulk GaN, the ground state is the A-exciton and a polarization degree
of zero and of unity is expected detecting along and normal to the c-axis, respectively.
As a characteristic feature of M-plane quantum wells, the confinement takes place
perpendicular to the quantization axis of jz (that is along y direction), leading to a
weak mutual mixing of the different p-orbitals even at vanishing in-plane wave vec-
tor (kx , kz) = 0. Thus, a  polarized contribution is expected for the A-exciton in a
M-plane quantum well. A quantitative analysis can be derived from the confinement-
induced expectation value of the respective wave vector ky. For the present well width
and barrier heights, we estimate a value of 0.4 nm 1, for which band structure calcula-
tions predict a 10% pz orbital contribution to the A states. [116] This value is in excellent
agreement with the polarization degree of 0.9 as observed in our experiments.
In principle, an additional weakening of the polarization selection rules can be ex-
pected from exciton localization as well as residual strain due to different thermal ex-
pansion of the GaN layers and the substrate. However, the localization in the well
plane takes place on a characteristic length scale of about the exciton Bohr radius,
where the broadening of the in-plane k-vector is too small to explain the observed
deviation of  from unity. The same conclusion can be drawn for the strain effects com-
paring the experimentally estimated residual thermal strain with calculations. [118]
We emphasize, that the total width of the PL band is much larger than the valence
band splitting. Since we did not observe any spectral shift in the PL spectra between
(E ? c) and (E k c), we have to attribute the emission to a band of localized states,
each of which only occupied with A-excitons. This implies a very fast thermalization
compared to the exciton life time. Any occupation of B- and C-states leads to compo-
nents (E k c) at higher PL energies as indeed observed on bulk GaN at elevated sample
temperature. [117]
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7 Synthesis of (In,Ga)N/GaN multiple quantum wells
In this Chapter, the growth of (In,Ga)N/GaN MQW structures is investigated. Massive
In segregation is evidenced by RHEED, XRD, SIMS and PL and very good agreement
of all of these techniques is achieved by careful data analysis. In particular, it is demon-
strated that segregation critically influences the PL transition energy.
7.1 Critical issues for (In,Ga)N growth
In the last Chapter, the synthesis of GaN/(Al,Ga)N heterostructures has been stud-
ied. The most important results of these investigations are briefly outlined here. At
700ÆC, the (Al,Ga)N solid phase composition equals the gas phase composition, i.e.,
segregation of Ga or Al is negligible. Heterostructures with homogeneous (Al,Ga)N
barriers as well as smooth and abrupt interfaces have been achieved. The structural
parameters are accurately determined by a direct kinematical analysis of XRD profiles.
Hence, growth and structural characterization of arbitrarily designed GaN/(Al,Ga)N
heterostructures imposes no significant difficulties in agreement with the literature.
[20, 119, 120]
In contrast, the grower has to pay attention to several phenomena for deposition of
thick (In,Ga)N layers or (In,Ga)N/GaN MQWs. The most significant difficulties re-
ported are summarized in the following. First, the formation enthalpies for InN and
GaN are very different resulting in strong In surface segregation at the growth front.
[121] The very few reports [121, 122] on the actual segregation mechanism of (In,Ga)N
are restricted to the conclusion that the solid phase composition of (In,Ga)N may not
follow the gas phase composition linearly. Second, the vapor pressure of InN is rather
large compared to the vapor pressure of GaN resulting in low incorporation rates of In
in the (In,Ga)N alloy. [123] Third, a miscibility gap is predicted on theoretical grounds
for (In,Ga)N leading to spinodal decomposition. [124]
The generally accepted strategy to circumvent these issues is the use of relatively low
growth temperatures (compared to GaN growth) and high V/III flux ratios (signifi-
cantly greater than unity). [121, 122, 125] Both measures are reported to result in an
improved In incorporation rate as both evaporation and segregation of In are substan-
tially suppressed. The use of large V/III flux ratios for the growth of (In,Ga)N wells
implies even larger V/III flux ratios during the GaN barrier growth. This surface sto-
ichiometry is contradictory to the advised Ga-stable growth of GaN as discussed in
Chapter 4. N-rich surface stoichiometries lead to a roughening of the GaN growth
front.
The aim of this Chapter is therefore twofold. First, the impact of different surface
stoichiometries on the synthesis of (In,Ga)N/GaN is investigated. Second, the actual
segregation mechanism is examined.
In the present study, the (In,Ga)N/GaN MQWs are deposited at a substrate temper-
ature of 580ÆC, a plasma power of up to 250 W and a N2 flow of 0.7 sccm. Since the
underlying GaN buffer is grown at a temperature of 700ÆC, a plasma power of 200 W
and an N2 flow of 0.15 sccm, a growth interruption is required for parameter adjust-
ment. This interruption takes 10–20 min because the plasma source parameters must
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Figure 7.1: RHEED patterns of the growth front for (In,Ga)N/GaN deposition: (a) During (In,Ga)N
deposition, a dim (1 1) pattern is observed. (b) During barrier deposition, the (1 1) pattern gradually
transfers into a bright (1 3) reconstructed pattern.
be changed slowly in order to guarantee a stable plasma discharge. The interruption
has an important consequence. It is demonstrated in Appendix A that the first well on
the GaN buffer has a considerably larger transition energy than the other wells. The
result is a high energy peak or shoulder of the main PL peak.
It is reasonable to relate the larger transition energy of the first well to free carrier
screening of the electrostatic field due to a higher doping level. This higher doping
level may be explained as follows. During growth interruption, the substrate surface
is exposed to a significant gas flow from the plasma source even for closed nitrogen
shutter. Consequently, also impurities of the N2 source gas, such as O, accumulate at
the substrate surface. During normal growth, these impurities lead to an n-type back-
ground concentration around 1017 cm 3 as determined by CV measurements. How-
ever, the accumulation of impurities leads to a considerably higher doping level of the
first (In,Ga)N well which is directly grown after the interruption.
7.2 RHEED observations
In this section, the synthesis of (In,Ga)N/GaN MQWs is studied in-situ by RHEED.
The observations are crucial for the remaining sections of this chapter. A careful inves-
tigation of the growth front enables a rapid evaluation of the deviation of the actual
growth parameters from the ideal ones. We will start with a general discussion of the
results and then study in detail two specific samples.
General observations During growth of an (In,Ga)N/GaN MQW a characteristic se-
quence of RHEED patterns is detected (Fig. 7.1). It will be shown in this Chapter that
this sequence can be used to monitor In segregation in-situ. This observation paves the
way towards rapid in-situ observation and optimization of growth.
A (1  1) pattern is observed during (In,Ga)N well deposition [Fig. 7.1(a)]. The in-
tensity of the whole pattern rapidly decreases during this phase. After closing the In
shutter, the overall RHEED intensity first remains constant but then increases until the
transition to a threefold reconstruction pattern along the [1100] azimuth is observed
[Fig. 7.1(b)] at a particular instant, denoted delay time RHEED. Then, growth proceeds
on this (1 3) reconstructed surface until the In shutter is opened again for the next
(In,Ga)N well.
The decrease of the RHEED intensity is probably due to a build-up of a floating layer
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Figure 7.2: High-resolution XRD -2 scans around the symmetric GaN(0002) reflection of
(In,Ga)N/GaN MQWs. The wells are grown under (a) metal-stable and (b) N-stable flux conditions.
The solid lines represent simulations based on dynamical diffraction theory. Satellite peaks of nth
order are labelled ’n’.
of In during well deposition via In surface segregation. After closing the In shutter,
this layer of excess In is consumed by further growth despite the fact that only Ga and
N fluxes are present. Consequently, the overall RHEED intensity increases again. The
threefold reconstruction pattern then corresponds to a particular surface coverage of
In, probably a third of a monolayer. However, for clarifying these assumptions we
have to investigate the growth process in more detail.
Specific observations As mentioned above, it is known that larger V/III flux ratios
suppress In segregation. In fact, we notice that larger V/III flux ratios result in system-
atically shorter delay times RHEED and vice versa. For further studying this finding,
we investigate two samples which are grown under identical conditions except for the
In flux. These samples are grown on 1 m thick GaN(0001) buffer layers with smooth
buffer layer surfaces. The number of periods is 10 with nominal well and barrier de-
position times of 8 s and 50 s, respectively. The individual In, Ga and N fluxes are
chosen as follows. The GaN barriers are grown under N-stable conditions whereas
the (In,Ga)N wells are deposited under either metal-stable or N-stable conditions. In
detail, the In flux of the metal-stable grown wells is around 2.5 times the In flux of the
nitrogen-stable grown wells.
During growth of these MQW samples, clear differences are observed in RHEED. For
the metal-stable grown wells, the growth front remains two-dimensional and the delay
time amounts to 30 s. In contrast, for N-stable grown wells the surface roughens in the
course of the growth and the delay time is only 10 s.
7.3 Detection of In segregation by SIMS and XRD
The structural parameters of these two samples are investigated by high-resolution x-
ray diffraction employing!-2 scans around the symmetric GaN(0002) reflection (Fig.
7.2). For both samples, satellite peaks up to first order are detected. The satellite po-
sitions allow for accurate determination of the MQW periods and average In contents
analogous to the procedure described in the previous Chapter. Here, we find average
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Table 7.1: Structural parameters of (In,Ga)N/GaN MQWs as determined by a kinematical analysis of
high-resolution symmetrical XRD scans across the GaN(0002) reflection. ’Nominal times’ correspond
to the deposition times of 8 s and 50 s for well and barrier, respectively. The ’effective times’ take into
account segregation and are defined in the text.
times metal-stable grown wells N-stable grown wells
x (%) dInGaN (nm) dGaN (nm) x (%) dInGaN (nm) dGaN (nm)
nominal 44 2.9 12.3 20 2.5 12.3
effective 15 8.6 6.6 10 4.9 9.9
In contents of 8.4% (3.4%) and periods of 15.2 nm (14.8 nm) for the metal-stable (N-
stable) grown wells. The average In contents determined are in good agreement with
the different In fluxes. The period of the sample with metal-stable grown wells is larger
due to the larger amount of incorporated In. We have to remember in this context that
the satellite peak positions do not give any clue as to the actual composition profile, i.e.,
the individual thicknesses and compositions of well and barrier. As already done in
the last Chapter we perform a direct kinematical analysis of the diffraction profile and
assume that Eqs. (6.2) are valid here as well. Table 7.1 lists these structural parameters
which are denoted by ’nominal times’.
Failure of conventional kinematical analysis These parameters are then used as in-
put for dynamical x-ray simulations. The profiles obtained are shown in Fig. 7.2 and
labelled ’nominal times’. While experimental data and simulation are in fair agreement
for the N-stable grown wells [Fig. 7.2(b)] a poor match of data and simulation is found
for the metal-stable grown wells [Fig. 7.2(a)]. The experimental intensity is larger than
the simulated intensity for the ’+1’ satellite while the opposite is true for the ’-1’ and
’0’ satellites. Hence, the direct kinematical analysis fails to return the correct structural
parameters in this case.
The reason for this failure is In segregation. This effect leads to a deviation of the actual
composition profile from the intended one. In particular, well widths and In content
are larger and smaller than expected, respectively. In principle, the composition profile
can have arbitrary shape depending on the actual segregation mechanism.
SIMS depth profiles A direct method for examining the composition profile is given
by secondary ion mass spectrometry (SIMS). This technique yields the composition
versus sputtered depth and is therefore able to accurately determine depth profiles
of heterostructures. Great care is needed in order to obtain a sufficiently high depth
resolution since the composition is averaged over the area of the sputtered crater. Here,
the samples are examined using MCs+ ions having a kinetic energy of 5.5 keV. The
ion beam current of 10 nA is focussed on a circle having a diameter of 500 m. The
depth resolution is about 5 nm/decade close to the sample surface but deteriorates
with increasing depth due to crater roughness. The obtained depth profiles are shown
in Fig. 7.3. The interface quality can at least qualitatively be estimated from the change
of the In signal from well to barrier. Abrupt and sharp interfaces within the SIMS depth
resolution are observed for the metal-stable grown wells with damping towards larger
depths due to SIMS crater roughness. In contrast, for the N-stable grown sample, only
the wells close to the GaN buffer layer are clearly resolved whereas towards the sample
surface the In signal is strongly damped by interface roughness.
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Figure 7.3: SIMS depth profiles of the (In,Ga)N/GaN MQW structures under investigation. Note the
symmetrically shaped metal-stable grown (In,Ga)N wells in (a) with abrupt interfaces. In (b), interface
roughness results in smeared out depth profiles of the N-stable grown wells.
The well width in SIMS is defined by the 1/e width of the In signal. Here, we obtain
8.5 nm for the metal-stable grown wells. Massive In segregation is thus evidenced be-
yond any doubt. For the N-stable grown wells we can only estimate the well width
to be around 4–5 nm, as an unambiguous width determination is not possible because
the signal amplitude is too small for the top wells due to interface roughness. Fur-
thermore, the wells close to the GaN buffer are also smeared out due to SIMS crater
roughness. However, note that even this rough estimate of 4–5 nm agrees well with
the structural parameters employing effective deposition times.
Segregation mechanism The composition profile of a single period is investigated in
order to study the actual segregation mechanism. Usually, segregation is a first order
process such that a constant fraction of the excess atomic species is incorporated as
known for, e.g., In in (In,Ga)Sb. [126] This first order segregation mechanism results
in an asymmetrically shaped composition profile with exponential leading and trail-
ing edges. For the metal-stable grown wells the shape of the In profile is symmetric
with an almost constant In content and leading and trailing edges of 5 nm/decade and
4 nm/decade, respectively. This finding is most clearly seen for the well closest to the
surface as the SIMS crater roughness is lowest for this particular well. Such symmetric
’top-hat’ profiles with edges corresponding to the SIMS depth resolution evidence an
In incorporation rate at the solubility limit—here around 15%—leading to constant In
contents over the entire well width. This incorporation mechanism is analogous to seg-
regation of Si in GaAs where also symmetric ’top-hat’ profiles were observed. [127] In
the present case, incorporation of In does not depend on the actual amount of floating
In on the sample surface but is thus a zeroth order process.
Effective deposition times The above SIMS results suggest a modification of the eval-
uation procedure of XRD profiles. This modification is based on the observation that
the actual In profile still has a rectangular shape despite segregation. Hence, a modifi-
cation of the deposition times is suited for describing the observed segregation process.
The excess In acts as a reservoir during growth. Above it was proposed that the ap-
pearance of the threefold reconstruction corresponds to the moment at which all excess
In is consumed. Hence, the deposition times are corrected taking into account In seg-







Figure 7.4: Model for the growth of (In,Ga)N/GaN MQWs. Deposition of one period is schematically
depicted where the In shutter is open during (a) but closed during (b)-(d). The growth stages (a), (b), (c)
and (d) are discussed in the text.
the nominal well deposition time tInGaN and the delay time RHEED. Analogously, the
effective deposition time teff,GaN of the barrier is the difference of the nominal barrier
deposition time tGaN and the delay time RHEED.
teff,InGaN = tInGaN + RHEED teff,GaN = tGaN   RHEED (7.1)
Structural parameters based on a kinematical analysis utilizing these effective times
are also given in Tab. 7.1. Strikingly, the well width is three times larger than that de-
rived from nominal deposition times. Dynamical simulations employing these effec-
tive parameters are in excellent agreement with the experimental data (Fig. 7.2) after
only minor adjustment of the effective times. This finding supports the use of effective
deposition times for the kinematical analysis instead of the nominal times. The actual
width of the metal-stable grown wells amounts to 8.5 nm instead of the nominal value
of 2.9 nm. Consequently, the actual In content is not 44% but only 15%. In the case
of the N-stable grown wells, the impact of segregation is smaller. Even the nominal
deposition times result in structural parameters which lead to a fair agreement of sim-
ulation and measured data. Note that these results are in excellent agreement with the
SIMS results.
The linewidth of the satellites contains information on the homogeneity of the sample.
Therefore, we compare the experimental with the simulated linewidths for examining
the crystal quality of the grown samples. The zeroth order satellite essentially reflects
the homogeneity in composition. Here, we find sound agreement of data and simu-
lation for both samples. In contrast, significant differences are observed for the first
order satellites which basically detect the interface quality. The metal-stable grown
wells exhibit linewidths in agreement with the simulation. Therefore, abrupt and sharp
interfaces are present in this sample. However, the N-stable grown wells exhibit a sig-
nificant broadening of the first order satellites with respect to the simulation reflecting
rough interfaces. Both results are in agreement with the RHEED observations.
Model for (In,Ga)N/GaN MQW growth The RHEED, XRD and SIMS results can be
consistently described by the model shown in Fig. 7.4. This model furthermore paves
the way for growing MQWs with smooth interfaces and tailored wells widths. During
nominal well deposition [Fig. 7.4(a)] not all incoming In is incorporated, and a floating
layer of excess In is built up at the growth front by surface segregation. The surface
is unreconstructed and a dim (1  1) RHEED pattern is observed. After closing the In
shutter [Fig. 7.4(b)], the excess In is consumed, hence, the growing material is (In,Ga)N.
Incorporation of In proceeds at the solubility limit leading to a homogeneous composi-
tion of the (In,Ga)N well. The RHEED pattern gains in intensity but the pattern is still
(1 1). When all the excess In except a third of a monolayer is consumed [Fig. 7.4(c)], a
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Figure 7.5: (a) PL spectra at 5 K of the two MQW samples under investigation. Note the significantly
reduced quantum efficiency and linewidth of the metal-stable grown wells with respect to the N-stable
grown wells. The shoulders at 3.0 eV originate from the well closest to the GaN buffer [Appendix A].
In (b), the calculated transition energy of metal-stable grown wells for different widths but identical
average In content and period is presented.
threefold reconstruction appears along the [1100] azimuth. During the following GaN
barrier deposition [Fig. 7.4(d)], the growth front is under N-stable conditions until the
In shutter is opened again for the next well. If this period is too long, then the surface
roughens due to the N-stable GaN growth.
This model suggests lower and upper limits for the nominal barrier deposition time
tGaN. If tGaN is too small, i.e., tGaN < RHEED, then the excess In is not fully consumed
and no GaN barrier is grown. On the other hand, if tGaN is too long then the surface
roughens. The optimum tGaN will be in-between these two limits.
7.4 Impact of In segregation on photoluminescence
PL spectra at 5 K are shown in Fig. 7.5(a). Clear differences for the metal-stable and
the N-stable grown wells are observed. The ratio of the PL intensity of the N-stable
and the metal-stable grown wells is around 7. This finding is due to the larger spatial
separation of electron and hole wavefunctions in the wider metal-stable grown wells
resulting in an increase in radiative lifetime and consequently a reduction in quantum
efficiency. At room temperature, this effect is even more pronounced since no signal
from the metal-stable grown wells is detected. Furthermore, the low temperature PL
linewidth is 175 meV for the smooth metal-stable grown wells, whereas a width of
215 meV is found for the rough N-stable grown wells. This result reflects an interface
roughness broadening of the PL transitions for the N-stable grown wells, which have
rather rough interfaces compared to the metal-stable grown wells.
Experimental versus theoretical transition energies We compare experimental and
theoretical peak positions based on self-consistent Schro¨dinger-Poisson calculations in
analogy to the last Chapter. Table 7.2 lists experimental and theoretical PL transition
energies at 5 K.
For (In,Ga)N it is generally accepted that compositional fluctuations of the (In,Ga)N al-
loy result in carrier localization. Therefore, any comparison of experimental data with
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Table 7.2: Experimental and theoretical PL transition energies (all values in eV) of the two
(In,Ga)N/GaN MQW structures under investigation. Theoretical values are listed for the structural
parameters deduced from both nominal and effective deposition times. A bowing parameter of 1.0 eV
is used for the (In,Ga)N band gap.




simulations relies on the knowledge of these localization depths. Of course, localiza-
tion also takes place at morphological features and carriers are localized at well width
fluctuations. The N-stable grown wells exhibit rather rough interfaces. This finding
explains why the experimental transition energy (2.66 eV) in Tab. 7.2 for this sample is
well below the calculated one (2.91 eV). One can investigate the well width fluctuations
required for such a localization. Under the assumption of a homogeneous In content
of 10% (Tab. 7.1) we obtain well width fluctuations around 2 nm. In order to mini-
mize the impact of well width fluctuations, we will concentrate in the following on the
smooth, metal-stable grown wells. In the next Chapter, it will be demonstrated that the
localization depths in metal-stable grown wells are well below 50 meV. Therefore, the
direct comparison of transition energies is possible for these samples.
It is often claimed that the theoretical polarization fields are too large for (In,Ga)N. [128,
129] This statement is based on the apparent failure of the polarization fields calculated
by Bernadini et al. [25] to predict transition energies which agree with the experimental
data. In fact, many authors quote that they obtain better agreement if they use only half
of the theoretical polarization fields. [128]
In fact, the nominal deposition times lead to grossly (more than 0.7 eV!) underesti-
mated transition energies. Instead, if we use only half of the theoretical polarization
charges we obtain a calculated energy of 2.46 eV in agreement with the experiment. At
the same time, the values of Bernadini et al. are reported to be correct for GaN [20,112]
and (Al,Ga)N. [19,20,29,119] Our insight into the impact of In segregation on the struc-




















Figure 7.6: PL spectra at 300 K of (In,Ga)N/GaN MQWs. The growth parameters were systematically
modified to obtain emission from the violet to the yellow spectral range with small linewidths and high
300 K quantum efficiency.
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tural parameters of the sample unravels this apparent contradiction. Using the effec-
tive deposition times, the energy experimentally obtained is in excellent agreement
with the calculated one [Tab. 7.2].
In Fig. 7.5(b) the dependence of the transition energy on the well width is depicted for
fixed average In content and fixed period. The transition energy strongly depends on
the actual well width and is thus a very sensitive indicator for In segregation. Hence,
an accurate determination of structural parameters is necessary for a correct compari-
son of experiment and simulation.
Finally, a strategy for quantum wells having a high quantum efficiency and sharp emis-
sion is derived from the above results. Metal-stable growth conditions during well
deposition yield abrupt interfaces leading to narrow linewidths. Control of the well
thickness is achieved by taking into account In segregation. If this strategy is followed
then the growth of (In,Ga)N/GaN MQWs exhibiting both narrow linewidths and high
quantum efficiency at room temperature imposes no difficulties as seen from Fig. 7.6.
The entire spectral range from ultraviolet to yellow has been covered by systematic ad-
justment of the growth parameters. Moreover, the linewidth of the transitions is almost
constant for the different samples. This finding evidences the reproducible achieve-
ment of smooth interfaces in this rather complex materials system.
After having established the reproducible growth of (In,Ga)N/GaN MQWs with
abrupt interfaces, we perform a detailed study of the actual emission mechanisms in
these structures in the next Chapter.
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8 Electrostatic fields and compositional fluctuations in
(In,Ga)N/GaN multiple quantum wells
In this Chapter, we investigate the spontaneous recombination in (In,Ga)N/GaN
MQWs. First, the influence of the internal electrostatic fields is examined as a func-
tion of the well width. Then, we study the temperature and energy dependence of the
emission from thin wells in order to clarify the impact of compositional fluctuations
on recombination. It will be shown that for a thorough understanding of spontaneous
emission from these structures both electrostatic fields and compositional fluctuations
have to be taken into account.
8.1 Different emission mechanisms
Despite the successful demonstration of (In,Ga)N/GaN MQW light emitting diodes
(LEDs) and injection laser diodes (LDs) there still is a lack of agreement about the ac-
tual recombination mechanisms in these structures. The experimental results [130–134]
are controversially discussed in terms of two different phenomena, namely, internal
electrostatic fields and compositional fluctuations. In the following, it will first be dis-
cussed why these compositional fluctuations lead to experimental observations which
may not be distinguished from those originating from internal electrostatic fields.
Then, experiments are devised which allow to distinguish between these two phe-
nomena.
Impact of compositional fluctuations on recombination Under thermal equilibrium,
a miscibility gap is predicted on theoretical grounds for (In,Ga)N leading to spinodal
decomposition (bulk segregation). [124] The usual deposition temperatures for both
MBE and MOCVD grown (In,Ga)N are far too low for achieving thermal equilibrium.
However, fluctuations of the In content are reported and attributed to instabilities of
the growth front leading to compositional inhomogeneities and In clustering. [135,136]
Excitons can be localized at regions having a higher In content than the surrounding
material leading to two important consequences for recombination which depend on
the actual localization depth. The larger this depth, the more the transition energy is
red-shifted and the transition rate is reduced with respect to the free exciton. [137] In
the experiment, these findings coincide with the consequences of internal electrostatic
fields as outlined in Chapter 2 and experimentally verified in Chapter 6.
Therefore, it is impossible to separate electrostatic fields and compositional fluctua-
tions by a single photoluminescence (PL) experiment. Also, absorption measurements
fail to distinguish between these two phenomena since the oscillator strength is sub-
stantially reduced in both cases. Transitions with higher energy have a larger oscil-
lator strength and thus a Stokes-like shift between emission and absorption is often
reported. [138] Indeed, this shift is called apparent Stokes shift to acknowledge the fact
that the ground state with its extremely low oscillator strength is simply unobservable
in absorption.
A distinction between fields and fluctuations is possible by variations of parameters
to which only either of these two is sensitive. Here, we will tune an internal param-
eter (well width) and an external parameter (PL measurement temperature) to access
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Table 8.1: Structural parameters of the two (In,Ga)N/GaN MQWs as determined by x-ray diffraction.
x, dInGaN and dGaN denote the In content in the well, the well thickness and the barrier thickness, re-
spectively.
Sample x dInGaN (nm) dGaN (nm)
W1 0.17 3.1 12.1
W2 0.16 5.9 8.8
electrostatic fields and compositional fluctuations, respectively.
(In,Ga)N wells grown under nominally identical conditions have very similar degrees
of compositional inhomogeneity. Hence, the impact of electrostatic fields may be in-
vestigated by varying only the individual thicknesses of well and barrier but keeping
the In content in the well constant. The resulting changes in emission energy and de-
cay time may then be assigned to electrostatic fields with confidence. However, the
examination of samples having different well widths relies on reproducibility of the
growth procedure. Different phenomena such as In segregation, desorption and clus-
tering are all thermally activated processes and thus critically depend on the deposition
temperature. Instabilities of the latter may lead to substantial fluctuations of transition
energies. For example, the transition energy is reported to shift as much as 250 meV by
variations of only 10 K of the substrate temperature. [125] Here, the reproducibility is
investigated by re-growth of a sample which emits at 2.83 eV at 5 K. (The original struc-
ture, labelled W1, is discussed in the next Section) The structural and optical properties
of the re-grown sample are in sound agreement with the original structure. The 5 K
peak position is shifted by less than 50 meV evidencing a sufficiently low error margin
for comparison of different samples.
Direct access to compositional fluctuations is possible by investigation of the dimen-
sionality of the system at different temperatures. At very low temperatures, excitons
are localized and occupy zero-dimensional states. With increasing temperature, ex-
citons are thermally activated and start to occupy extended, two-dimensional states
of the quantum wells. A quantity reflecting the dimensionality of the system is the
radiative decay time r which is proportional to Ts=2 for a system having s dimensions.
8.2 Electrostatic fields
Samples under study Two samples (labelled W1 and W2) are investigated which con-
sist of 10-period (In,Ga)N/GaN MQWs grown on 1 m thick GaN(0001) buffer lay-
ers. In these samples, the layer thicknesses are varied utilizing different well deposi-
tion times but otherwise nominally identical growth conditions. Caution was used to
achieve smooth interfaces in order to minimize the localization of carriers at well width
fluctuations (see Chapter 7). Such well width fluctuations would lead to a significant
red-shift as demonstrated in Chapter 7. The interfaces of the samples under investi-
gation in this chapter are indeed smooth, as evidenced by a streaky RHEED pattern
during growth.
The structural parameters of the two MQWs are examined in analogy to the procedure
presented in Chapter 7, i. e., segregation of In is taken into account. The obtained
structural parameters are listed in Tab. 8.1.
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Figure 8.1: Recombination properties of (In,Ga)N/GaN MQWs at 5 K studied by (a) cw-PL and (b)
TRPL. Note the red-shift in transition energy and the prolonged decay time of sample W2 with respect
to sample W1. The decay time of sample W2 is estimated from the PL intensity ratio of 0.78 directly after
and before the 13 ns separated excitation pulses.
The two samples have nearly identical MQW periods (15 nm) and In contents (0.16) in
the well. These samples are thus ideally suited for a direct investigation of electrostatic
fields as only the well width varies. It should be noted in this context that a direct
kinematical analysis of the XRD profiles (neglecting In segregation) yields twice the In
content and only half the well width with respect to the values in Tab. 8.1.
Experimental results The recombination properties of these samples are studied by
continuous-wave PL and time-resolved PL at 5 K (Fig. 8.1). For experimental details
see Chapters 5 and 6. The transition energy of sample W1 with the 3.1 nm wide wells
is at 2.83 eV while sample W2 with its 5.9 nm wide wells is red-shifted to 2.48 eV.
Moreover, the PL decay times are remarkably different. Sample W1 exhibits an almost
monoexponential decay with a characteristic time constant around W1=1 ns. In con-
trast, sample W2 exhibits a significantly prolonged decay time W2. In fact, one can
only estimate W2=50 ns from the PL intensity ratio directly after and before the 13 ns
separated excitation pulses under the assumption of a monoexpontential decay.
Discussion For a direct comparison of experimental results with theoretically expected
transition energies the band profiles of these samples are calculated on the basis of the
structural parameters in Tab. 8.1. These band profiles (Fig. 8.2) are dominated by the
presence of strong electrostatic fields in these structures. The estimated transition en-
ergies are in very good agreement with the data in Fig. 8.1 as the calculated transition
energies are 2.82 eV and 2.51 eV for sample W1 and W2, respectively. Moreover, the
ratio of the radiative decay times can be estimated from the electron and hole wave-
function overlap. Theoretically, we expect W2/W1  110 which is in fair agreement
with the experimental value of 50 taking into account the uncertainty in W2. These
findings clearly demonstrate that electrostatic fields play an important role and must
not be neglected for (In,Ga)N/GaN MQWs grown along the [0001] axis.
It is interesting to calculate the transition energies based on the structural parameters
obtained by neglecting In segregation (see above). These values results in transition
energies of 2.89 eV and 2.38 eV which are significantly different from the experimental
data. In this case, one might conclude that the electrostatic fields calculated from the
polarization fields of Bernadini et al. [25] are too large. Indeed, a reduction of the
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Figure 8.2: Band profiles of (In,Ga)N/GaN MQW under study for (a) sample W1 and (b) sample W2.
The transition energies are given in the Figure.
electrostatic fields by a factor of 2 leads to a better agreement such that the difference
in transition energies is close to the experimentally observed value of 0.35 eV. This
phenomenon is in perfect accordance with the results of the last chapter. Incorrect
structural determination of (In,Ga)N/GaN MQWs will lead to the (wrong) conclusion
that the electrostatic fields are smaller than theoretically expected. In contrast, careful
structural characterization leads to excellent agreement of calculation and experiment.
8.3 Energy and temperature dependence of the radiative decay time
Strong internal electric fields are thus always present in our structures. However, a
sample with thin wells is ideally suited to investigate effects which are related to com-
positional fluctuations. Therefore, we focus on sample W1 with its 3 nm thin wells.
Energy dependence of radiative decay time We first examine the dependence of the
PL decay time PL on emission energy [Fig. 8.3(a)]. While the decay time is about
250 ps in the vicinity of the weak high-energy peak, PL increases to approximately
1 ns as the emission energy approaches the main low-energy peak. The high-energy
side of the main PL band shifts to the red in the course of time [Fig. 8.3(b)], causing an
overall spectral narrowing of this band. Immediately after the excitation the linewidth
is about 200 meV but then decreases to about 140 meV. These findings are consistent
with a progressive relaxation of carriers into the states associated with the main emis-
sion band.
Measurement of the radiative decay time We now investigate the temperature depen-
dence of the radiative decay time r. Ideally, this value can be extracted from the com-
bined measurement of the PL decay time (T) = (1=r + 1=nr) 1 and the steady-state
PL intensity IPL(T) = PL(T)IPL(0), with the quantum efficiency PL(T) = PL=r.
Note that the dynamics of the transients may not be sufficient to accurately deter-
mine the PL decay time up to room temperature. Furthermore, we face bi- or multi-
exponential decays for higher temperatures which are characteristic of capture pro-
cesses. Therefore, the question arises which value to take for PL.
We circumvent these ambiguities here by noting that the radiative decay time r is
proportional to the inverse of the spectrally integrated TRPL peak intensity divided
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Figure 8.3: TRPL decay of sample W1: (a) spectral dependence of the PL decay time, (b) transient spectra
separated by 100 ps. The dip of the PL spectra at 2.85 eV is spurious.
by the incident fluence. This result can be derived as follows. Consider an excitation
pulse G(t) which generates excess carriers of density nGaN in the GaN barriers. These
carriers will relax to the (In,Ga)N wells with a relaxation time rel establishing a den-
sity n
(In,Ga)N in the well. The temporal evolution of these excess carrier densities is






















For a Gaussian shaped excitation pulse G(t) with a pulse widtht, these coupled equa-
tions can be solved analytically under the boundary condition of zero excess carriers
prior to the excitation pulse. Moreover, if both t and rel are small compared to any
recombination process in the sample, then it can be shown that the peak PL intensity
of the transient is proportional to  1r . In the present case, both conditions are fulfilled.
The pulse width is around 400 fs whereas the PL rise time sets an upper limit of 10 ps
for the relaxation time rel.
Since we do not measure the PL intensity in absolute units, this procedure requires
assigning a value for r at some temperature. We choose the value of PL, at 5 K as here
the decay is monoexponential apart from a very short initial capture process.
Rate-equation model The corresponding values for r(T) are shown in Fig. 8.4 to-
gether with a fit based on a rate-equation model to the data (the model is a modification
of an approach originally developed for thick GaN layers [139]). This model is based
on the assumption that radiative recombination is possible from either extended states
in an ideal quantum well (2D states with occupation density nx) or localized states (0D
states with occupation density nb). Transfer between these two kinds of states is incor-
porated by coupling terms. The temporal evolution of the corresponding occupation
densities is described for the present case of excitonic recombination in the small-signal
limit (note the very low excitation fluence of 1 nJ/cm2) by the rate-equations
dnx=dt =  γxnx   brnxNF + benb (8.3)
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Figure 8.4: Measured (symbols) and fit (line) radiative lifetimes vs temperature of the main peak of
sample W1.
where γx andγb are radiative recombination coefficients. The two other terms describe
the capture (br) and emission (be) of localized excitons. NF denotes the density of
unoccupied localized states with a total density of NL = NF + nb of localized states
available.
First, we consider the equilibrium occupation densities n0b and n
0
x of nb and nx, respec-
tively. The present situation constitutes a classical two-level systems with states jFi
and jbi. The former corresponds to an empty localized state with a density N0F while
the latter refers to an occupied localized state with a density n0b. Note that the occupied
state has a lower energy than the empty state.





x = Nx exp( Ex=kT) (8.5)
with the localization energy Eloc, the total density of extended states Nx and the exciton
binding energy Ex (26 meV).

















for capture of an exciton by a localized state with the localization binding energy
Eb=Ex   Eloc. Note this definition of Eb is analogous to the binding energy of an exci-
ton localized at a dopant.
Second, we consider the dynamic behavior of the system. Here, we assume that cap-
ture and emission processes are very fast compared to radiative transitions even after
excitation (be, br  γx,γb). Hence, bbnxNF  benb. One obtains an expression which





















nx =  γeffnx (8.8)
where the small-signal limit nxb  1 has been used, as the maximum excess carrier
density in our experiments is around 1015 cm 3.
Fit to the data The effective transition rate γeff=
 1
eff describes the common radiative
transition rate of the whole system. It is easily seen that this expression mediates be-
tween the limiting cases of γeff ! γb for T ! 0 and γeff ! γx for T ! 1 as well as
of γeff ! γx for NL ! 0 and γeff ! γb for NL ! 1. Furthermore, for Eb ! 1 and
Eb ! 0, the value of γeff approaches γb and γx, respectively. The decay rate γx of a
free exciton is given by ax=T, and γb is independent of temperature. The very satisfac-
tory fit to the data (Fig. 8.4) yields Eb = 22 meV, NL = 3 1010 cm 2, γb = 1.1 ns 1
and ax = 88 ns 1 K. This localization depth is considerably smaller than the usually
reported values (more than 100 meV) [140] It is clear from our model that such a deep
localization would lead to a constant radiative decay time at least up to room temper-
ature.
The results of the previous two sections lead to the following conclusion. In the case
of thin quantum wells with high In content, localization in potential fluctuations gov-
erns the recombination whereas electrostatic fields are dominant in the case of thick
wells having a low In content. If quantum wells in-between these limiting cases are
considered, one has to take into account the coexistence of both effects to consistently
interpret the results.
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9 Conclusion and Outlook
In this thesis, it has been shown that high-quality wurtzite nitride semiconductors can
be synthesized with plasma-assisted molecular beam epitaxy. The in-situ evaluation
and adjustment of the surface stoichiometry by reflection high-energy electron diffrac-
tion (RHEED) played a crucial role for the reproducible growth of these samples.
GaN films were deposited along the conventional polar [0001] direction on SiC(0001)
substrate. A new degree of freedom for GaN epitaxy was demonstrated by the
first wurtzite GaN synthesized along a non-polar direction, namely, [1100] on γ-
LiAlO2(100) substrate. These films are single-phase within the detection limit of high-
resolution x-ray diffraction and exhibit sufficiently smooth surface morphologies for
subsequent growth of heterostructures. The structural quality of these samples was
shown to be very sensitive to substrate preparation before growth. Smooth and clean
SiC substrates resulted in excellent structural properties of GaN(0001) layers whereas
GaN(1100) films still suffer from the inferior morphological and chemical quality of
γ-LiAlO2(100) substrates.
Identically designed GaN/(Al,Ga)N multiple quantum wells (MQWs) deposited on
these two types of GaN buffer layers reveal significant differences in recombination
due to the different orientations of the nitride c-axis with respect to the growth direc-
tion. [0001] oriented GaN wells had an isotropic emission which is subject to strong
internal electrostatic fields. In contrast, emission from [1100] oriented GaN wells is
consistent with the absence of electrostatic fields and is furthermore strongly polar-
ized normal to the [0001] axis.
The growth of (In,Ga)N/GaN MQWs is dominated by In surface segregation yielding
top-hat In profiles. The In segregation was shown to be a zeroth order process instead
of the usually assumed first order process. Neglecting In segregation during metal-
stable growth results in quantum wells with poor electron-hole wavefunction overlap
since the well width is much larger than the intended one. Reduction of In segregation
by N-stable conditions is possible but inevitably delivers rough interfaces. A strategy
for obtaining (In,Ga)N/GaN MQWs with smooth interfaces and high quantum effi-
ciency is devised.
The radiative recombination from (In,Ga)N/GaN MQWs is examined. It is demon-
strated that both compositional fluctuations and electrostatic fields have to be taken
into account for a thorough understanding of the emission from these structures. The
temperature dependence of the radiative decay time is measured to probe the dimen-
sionality of the system. For a quantitative understanding, a rate-equation model is
utilized for analyzing the data. For low temperatures, recombination is governed by
localized states whereas for high temperatures, extended states dominate. This analy-
sis shows that the localization depth in these structures is below 25 meV.
One of the most important discoveries of this thesis is the successful growth of wurtzite
GaN along the non-polar [1100] direction. Future work on this fascinating finding
should concentrate on the following three issues.
First, γ-LiAlO2(100) substrates are still of inferior quality when compared to SiC(0001)
wafers. Improvements of the γ-LiAlO2(100) surface is expected to provide GaN(1100)
layers of similar quality as the GaN(0001) films. Therefore, a substrate cleaning proce-
88
dure should be developed which is compatible with the strong chemical reactivity of
γ-LiAlO2(100). First results from sputtering experiments already indicate the feasibil-
ity of achieving a good morphological and chemical quality of γ-LiAlO2(100) wafers.
Second, incorporation of In and dopants is known to strongly depend on the growth
direction. For example, In has the lowest incorporation rate on GaAs(111) but the
highest on GaAs(001). Si is an amphoteric dopant in GaAs and in fact is a donor on
GaAs(001) but an acceptor on GaAs(11h)A with h3. In the course of this thesis, pre-
liminary results from p-type doping of GaN(0001) with Mg were obtained and func-
tional homojunction diodes were fabricated. However, in agreement with very recent
reports, [141, 142] polarity inversion from Ga-face to N-face was observed once a cer-
tain Mg concentration was exceeded (1019 cm 3) on the Ga-face layer. This finding
shows that p-type doping of GaN is still an important issue which needs to be in-
vestigated in detail. Furthermore, doping of layers grown along the non-polar [1100]
orientation (where polarity inversion is impossible) is an entirely new research field
which might well shed light on some of the as yet unclarified issues in this context.
A comparative study of GaN(0001) and GaN(1100) should be carried out in order to
investigate In segregation and to explore the limits of p-type doping of GaN.
Third, a very promising concept for high brightness white LEDs can be realized with
GaN(1100) if p-type doping is successful. Present white LEDs consist of a blue LED
pumping a yellow phosphor. These LEDs only approach the luminous efficiency of
conventional light bulbs (12 lm/W). Moreover, the emission of these LEDs is not con-
ceived as true white by the eye, since the inevitable scatter of the wavelength of the
pump light results in, e.g., a bluish or yellowish color impression. An alternative and
conceptually superior approach consists of an ultraviolet (UV) LED pumping a white
phosphor. Here, the color impression can reproducibly be adjusted by choosing the
appropriate phosphor. Currently, however, the power efficiency of UV LEDs (1–2%)
is much inferior compared to blue LEDs (10–12%) due to the poor electron-hole wave-
function overlap in [0001] oriented GaN/(Al,Ga)N MQWs. The addition of In, as prac-
ticed in blue LEDs, increases the quantum efficiency via carrier localization but comes
at the expense of an unreproducible red-shift in emission. This shift is reflected in a
deviation from truly white emission as described above. An elegant solution to this
problem is provided by [1100] oriented wells. These wells are free of internal electro-
static fields, thus enabling true UV emission with a high quantum efficiency at room
temperature. Consequently, these devices combined with white phosphor would con-
stitute an important step towards the lighting elements of the future.
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A Origin of-high energy shoulders of (In,Ga)N/GaN
MQW PL spectra
It was already briefly mentioned in Chapter 7 that the high-energy peak or shoulder
of the main peak originates from the quantum well closest to the GaN buffer layer.
Of course, one might also suspect that lateral inhomogeneities lead to the high-energy
peak. Therefore, lateral and vertical variations of the emission of sample W1 (see Chap-
ter 8) are investigated by cathodoluminescence (CL).
Spatial resolution in CL Lateral changes are detected by taking spot excitation spectra
under identical excitation conditions but different positions on the sample surface. In
contrast, vertical resolution is obtained by tuning the acceleration voltage of the elec-
tron beam. In both modes, the spatial resolution is limited by two factors, namely, the
energy dissipation volume of the incident beam and, second, diffusion of excess carri-
ers. For GaN, Monte-Carlo simulations for acceleration voltages up to 25 kV show that
the dissipation volume corresponds to a half sphere whose center is at the sample sur-
face. The radius R of this sphere can be estimated from the acceleration voltage. [143]
Exemplary values of R are 2.8 and 0.1 m for voltages of 25 and 3 kV, respectively.
The diffusion length L inside the MQW stack strongly depends on direction. Vertical
diffusion in the MQW is, if any, negligible. In contrast, lateral diffusion must not be
neglected since L can be as large as one micrometer at low temperatures. [144] Hence,
the vertical and lateral CL resolutions are limited by R and L, respectively.
In the following experiments, the electron beam current is fixed at 1 nA throughout
the measurements which are carried out at 5 K. For the lateral scans, an acceleration
voltage of 10 kV is employed yielding a spatial resolution better than 600 nm for fixed
position. In contrast, the vertical scans are laterally averaged over an area of several
m2. The acceleration voltage is tuned from 3 up to 25 kV leading to the range given
above for R.
Lateral scans Spectra taken during the lateral scans are shown in Fig. A.1 for 35 po-
sitions along a 6.5 m long line on the sample surface. The individual intensities of
the spectra fluctuate due to inhomogeneities of the wells as usually observed for quan-
















Figure A.1: CL spectra of sample W1 along a 6.5 m long lateral line. Note the stable intensity ratio of
the two peaks and the fine structure of the spectra.
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Figure A.2: Intensities of the main peak (squares), high-energy peak (circles) and the GaN buffer (trian-
gles), note the different positions of the individual maxima and the steep increase of the higher energy
peak intensity for 3–5 kV. The CL spectra of sample W1 for different acceleration voltages are shown in
the inset.
tum wells. [145] The intensity ratio of the two peaks is very stable demonstrating that
the existence of the higher energy peak is not related to a lateral inhomogeneity of the
sample. One observes a fine structure of the spectrum, in particular for the main peak
at 2.82 eV. This fine structure is likely to arise from recombination of localized carriers
as well-known for other system such as GaAs/(Al,Ga)As quantum wells. [145] Note
that this fine structure is not observed when the luminescence is averaged over larger
areas.
Vertical scans Results from the vertical scans are shown in Fig. A.2. The intensities
of the main, the higher energy as well as the GaN buffer peak are given for different
acceleration voltages. The intensities of all three peaks first increase, reach a maximum
and finally decrease again since for a voltage of 25 kV a large fraction of the dissipa-
tion volume already penetrates into the SiC substrate. It is important to note that the
maxima have distinct values for the acceleration voltage: Approximately 7, 12.5 and
15 kV for the main, higher energy and GaN buffer peak. This result shows that the dif-
















Figure A.3: Band profile for sample W1 of the well closest to the GaN buffer. A two monolayer thin
doping spike with density 2.5 1019 cm 3 is introduced into the well at the well/buffer interface in
order to account for the accumulation of impurities during the growth interruption. All other wells
have a homogeneous doping level of 1017 cm 3.
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ferent peaks originate from transitions stemming from different depths of the sample.
Moreover, the higher energy peak increases extremely steeply for voltages of 3–5 kV
corresponding to dissipation sphere radii of 100–200 nm. This range is in sound agree-
ment with the total thickness of the MQW of 150 nm. Therefore, it is justified to assign
the high energy peak to the well closest to the GaN buffer layer.
The question arises why the first well has such a significantly different transition en-
ergy. This point can be clarified by taking into account the growth interruption of
about 550 s between GaN buffer and MQW (see Section A) leading to a substantially
higher doping level of the first well. We assume that all the excess dopants are equally
distributed in the first two monolayers leading to a doping spike with a density of
2.5 1019 cm 3.
The resulting band profile of this well is displayed in Fig. A.3. The electrostatic field in
the well is smaller than for the other wells [Fig. 8.2(a)] due to screening. This fact leads
to a blue-shift in emission and an increase of the electron-hole wavefunction overlap.
The calculated transition energy of 3.06 eV is in agreement with the experimental value
of 3.12 eV. Moreover, theoretically we estimate a ratio of 9 for the decay times. This
value is in fair agreement with the observed value of 4 [1 ns/250 ps, see Fig. 8.3(a)].
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